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The central theme of this dissertation is Magnetic resonance (MR) safety and compatibility
of devices. In the general public, this issue is famous in connection with commercial
implants. Hazards, resulting from interactions between the MR system and the implant,
restrict many patients from undergoing MR examinations. MR compatibility, however, not
only plays an important role in design and labelling of implants, but also in MR hardware
development. Within this work both topics, implant interactions and hardware design are
addressed.
The first part addresses MR interactions of implants. Results from an extensive literature
research unveil the urgent need for resilient data, that enable a deeper understanding of MR
triggered vibrations of implants. This is especially true for vibrations within viscoelastic
environments, such as the brain. An MR probe is developed, which enables quantitative
high-precision measurements of vibrations during standard MR acquisitions. By using
an amplitude and frequency controlled external current supply, the transfer functions of
implant-like structures in viscoelastic environments are precisely determined. Based on
the acquired data, a correlation between vibration amplitudes and sequence timing param-
eters is established and experimentally validated. A key finding is, that these penetrative
structures vibrate underdamped within brain-like environments. Furthermore, a new
classification number is introduced, which strives to classify the implant interaction for
vibration, while providing an easy transfer to any MR system. This classification number
indicates the normalized induced torque and facilitates a straightforward calculation of
the maximum expected torque on any MRI unit.
Another type of research, in-situ high-field NMR/MRI of biological samples, requires
novel probes as well as improved MR compatible cell seeding substrates. A novel probe
is developed featuring very flexible interfacing. The final version is equipped with two
RF channels and a gradient interface for liquid-cooled gradients. It is benchmarked with
standard NMR/MRI experiments yielding a linewidth of 0.5 Hz and a comparable SNR to
commercial probes. The advantage is its feed-through system, which is integrated in the
mechanical frame. This offers a simple method for customised augmentation of the probe
using additional electrical, optical and fluid supply lines. On that basis, custom-designed,
sophisticated high-field NMR/MRI experimental setups are realisable in short time. This
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is without the necessity of tailored, expensive probes. Two measurement examples are
presented, in which the probe is applied in an oil-water flow experiment and in a hydrogen-
based hyperpolarisation experiment. Furthermore, a novel, MR compatible carbon scaffold
is introduced, which was tested successfully for cell growth and MR imaging. MRI is used
as an analysis tool to investigate and confirm the preservation of morphology during
pyrolysis. The fabrication protocol is applicable to other precursor polymers which paves
the way to a variety of lithographically patterned 3D scaffolds.
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Zusammenfassung
Das zentrale Thema dieser Dissertation ist die Magnetresonanz(MR)-Sicherheit und MR-
Kompatibilität von Bauelementen. Der Öffentlichkeit bekannt ist diese Thematik im Zu-
sammenhang mit kommerziellen Implantaten. Die Gefahren, die sich aus den Wechselwir-
kungen zwischen dem MR-Tomografen (MRT) und dem Implantat ergeben, hindern viele
Patienten daran, eine Untersuchungmittels MRT durchführen zu lassen. MR-Kompatibilität
spielt jedoch nicht nur beim Design und der Kennzeichnung von Implantaten eine wichtige
Rolle, sondern auch bei der Entwicklung von Bauelementen für die MR-Hardware. Beide
Themen, Implantatinteraktionen und Hardware-Design, bilden fundamentale Aspekte
dieser Arbeit.
Der erste Teil befasst sich mit MRT-Wechselwirkungen von Implantaten. Die Ergebnisse
einer umfangreichen Literaturrecherche zeigen, dass dringend belastbare Daten benötigt
werden, um die durch MRT ausgelösten Schwingungen von Implantaten besser verste-
hen zu können. Dies gilt insbesondere für Vibrationen in viskoelastischen Umgebungen
wie dem Gehirn. Im Rahmen dieser Arbeit wird ein neuartiges Messsystem vorgestellt,
mit dem sich Schwingungen bei Standard-MRT-Aufnahmen und mit hoher Genauigkeit
quantitativ messen lassen. Durch die Verwendung einer amplituden- und frequenzgesteu-
erten externen Stromversorgung werden die Übertragungsfunktionen implantatartiger
Strukturen in viskoelastischen Umgebungen präzise bestimmt. Basierend auf den erfassten
Daten wird eine Korrelation zwischen den resultierenden Schwingungsamplituden und
den Zeitparametern der Aufnahmesequenz hergestellt und experimentell verifiziert. Eine
wichtige Erkenntnis ist, dass die untersuchten Strukturen ein unterdämpftes Verhalten
zeigen und damit resonant schwingen können. Darüber hinaus wird eine neue Kennzahl
eingeführt, anhand derer die Wechselwirkung des Implantats auf Vibrationen klassifiziert
werden können. Die Kennzahl gibt das normierte induzierte Drehmoment an, und ermög-
licht eine einfache Berechnung des maximal zu erwartenden Drehmomoments auf jedem
MRT-System. Somit können die zu erwartenden Maximalamplituden unkompliziert und
für jedes System direkt ermittelt werden.
Eine anderes Forschungsgebiet, die in-situ-Kernspinspektroskopie und -MRT von bio-
logischen Untersuchungsobjekten im Hochfeld, erfordert eine neuartige MR-Messsonde
sowie verbesserte MR-kompatible Substrate für die Zellkultivierung. Eine MR-Sonde mit
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flexibler Schnittstelle wurde entwickelt. Die endgültige Version ist mit zwei HF-Kanälen
und einer Gradientenschnittstelle für flüssiggekühlte Gradienten ausgestattet. Ein Leis-
tungsbewertung wurde mittels Standard-NMR/MRT-Experimenten durchgeführt, die eine
Linienbreite von 0,5 Hz und ein mit kommerziellen Messsystem vergleichbares Signal-
Rausch-Verhältnis ergaben. Der Vorteil liegt in dem integrierten Durchführungssystem
innerhalb des mechanischen Rahmens. Dies bietet eine einfache Methode, zur spezifi-
schen Erweiterung der Messsonde unter Verwendung zusätzlicher elektrischer, optischer
und fluidischer Versorgungsleitungen. Auf dieser Basis können spezifische, komplexe
experimentelle Hochfeld-NMR/MRT-Aufbauten in kurzer Zeit realisiert werden, ohne
Bedarf nach maßgeschneiderten, teuren Sonden. Als Referenz werden zwei Messaufbauen
präsentiert, bei ersterem wird die Sonde für ein Öl-Wasser-Fluidikexperiment und bei
dem zweitem, in einem wasserstoffbasierten Hyperpolarisationsexperiment eingesetzt.
Darüber hinaus wird ein neuartiges, MR-kompatibles 3D-Zellsubstrat basierend auf Koh-
lenstoff vorgestellt, das erfolgreich auf Zellwachstum und MR-Bildgebung getestet wurde.
Die MRT dient des Weiteren als Analysewerkzeug, um die Erhaltung der Morphologie
während der Pyrolyse zu untersuchen und zu bestätigen. Das Herstellungsprotokoll ist
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DOF Degree of freedom
FA Flip angle
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MRI Magnetic Resonance Imaging
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S Spin number 1
®m Magnetic dipole moment kgm s−1
B0 Static magnetic field T
B1 RF magnetic field T
G Shear modulus Pa
M0 Net magnetization A s
−1
Mz Longitudinal magnetization A s
−1
MT Transverse magnetization A s
−1
Gi Gradient fields (i ∈ {x ,y, z}) Tm−1
µr Relative permeability 1
χV Volume susceptibility 1
SAR Specific absorption rate Wkg−1
T Temperature K
T1 Spin-lattice relaxation time s
T1 Spin-spin relaxation time s
Constants
Symbol Value Unit Description
c 299.792 · 106 ms−1 Speed of light
γn 42.577 · 106 HzT−1 Gyromagnetic ratio of 1H
kB 1.381 · 10-23 J K−1 Boltzmann constant
µ0 4π · 10-7 Hm−1 Vacuum permeability
ϵ0 8.854 · 10-12 Fm−1 Vacuum permittivity
e 1.602 · 10-19 C Elementary charge
h 6.626 · 10-34 J s−1 Planck’s constant
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In the general public the most famous technique which exploits the phenomenon of
Nuclear Magnetic Resonance (NMR) is Magnetic Resonant Imaging (MRI). Physicians
worldwide benefit from MRI by obtaining astonishing morphological images of interior
body organs which facilitate profound diagnosis. Research and technical developments
within the last two decades expedited this technique far beyond standard grey scaled
morphological images. Nowadays novel MR based acquisition techniques support the
medical diagnostic procedure to a great extent. A list of examples includes measure-
ment and mapping of localised temperature, mechanical properties of tissue, velocity
of fluids and even cinematic MRI which means the acquisition of movies, for example
a beating heart. Undoubtedly, the most famous and advanced acquisition technology
beyond standard MRI is functional Magnetic Resonance Imaging (fMRI) which enables
the visualisation of spatially encoded brain activity maps. From this viewpoint it is as-
tonishing that there are still disadvantages within the clinical application of MRI. One of
these major drawbacks is widely known: People with implants are most often excluded
from MRI due to the risk of serious hazards. Widely known within this context are the
warning icons in the vicinity of MR units which restrict carriers of pacemakers or other
active implants to cross a certain point to avoid close proximity. Most often, however,
it is exactly these patients which would benefit the most from MRI because treatment
with implants and clinical surveillance oftentimes complement each other. The question
remains why the integration of active implants into the MR environment is such a com-
plicated challenge? The answer can be found in the working principle of both technologies.
MRI is based on the simultaneous interplay of three types of electromagnetic fields
and the difference of these fields lies in their magnitude and frequency. Unfortunately,
the fundamental working principle of active implants is based on electromagnetism, too.
Combining both techniques leads to adverse interactions most often with high risk for
the patient. Since both techniques are based on electromagnetism complete decoupling
to suppress these interactions remains a major challenge. A reason is that the implant
materials and structures interact with the three types of fields in various ways which leads
1
1. Introduction
to a variety of phenomena such as heating, forces, induction and image artefacts.
Very similar challenges exist in a different engineering field, the development of hard-
ware for NMR research and industrial applications. A closer look at the origin of these
interactions reveals that for all materials and structures that are placed inside the NMR
environment undesired interactions occur. For example, all materials interact with a static
magnetic field such that they distort the field homogeneity. To conduct high-end NMR,
advanced sensors were developed, so called probeheads, specialized for maximum signal-
to-noise-ratio (SNR) and multi-frequency transmission while providing greatest possible
field homogeneity for an optimal spectral resolution. In these cases, the electrical and
mechanical interfaces including the NMR sensors are placed in close vicinity to the sample.
Only the precise knowledge of the interactions of the NMR hardware with the electromag-
netic fields allow the production of these high-end products. State-of-the art ultra high
field probe and probeheads, however, are most often designed for specific applications
such as flow measurements, solid-state or liquid-state NMR and do not support additional
connections for advanced controlling or sensing of the sample. In recent years, however,
an increasing demand for in-situ measurements has developed, especially for biological
samples in ultra-high fields (9.4 T or higher). These types of measurements require precise
control over a vast range of parameters such as temperature, oxygen level or pH-Value.
Therefore, augmentation of sensors and controllers as well as their interconnection is
required to facilitate these sophisticated in-situ measurements.
A combination of both fields was demanded for the initial scope of this research work,
which started with the design of NMR probes for applications in MR compatibility testing.
Embedded in a highly collaborative large-scale project1 we were interested in current
technology of MR compatibility of implants. With the progression of the research work
different aspects and open scientific question emerged which constitute the guidelines for
this research. The four main questions are:
1. Should patients with brain implants undergo MRI?[EF01]
2. Do penetrative implant-like structures experience resonant vibration in brain-like
environment?
3. Can we develop a flexible probe for different applications?
4. Can we develop an MR compatible substrate for biomedical research applications?
An option to pave the way for answering the first question lies in an extensive liter-
ature review, which was a result of the collaborative work, in which all aspects of MR
safety, instrument technology and hazardous cases allow the reader to understand the
1One goal of the project BrainLinks-BrainTools (BLBT) aimed to develop novel active brain implants. Our
collaboration investigated the potential of reaching MR compatibility for these novel implants.
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bigger picture and additionally highlights remaining open questions. One result of this
review, is the raise of question two and the fact, that there is a lack of knowledge and
data, about hazardous amplified vibrations of penetrative implants within the brain during
MRI. NMR Probe design generally, is a process to develop a product for very specific tasks,
which in the context of building probes for different MR compatibility tests raised the
questions if one can build one probe for different application purposes. It has large advan-
tages since probe development is an expensive process which requires many resources.
High modularity offers a way to become cost efficient by using resources efficiently. One
type of applications is the use of NMR/MRI capabilities in cell biology research. The
demands for cell culture scaffolds for applications within the NMR environment and
the required MR compatibility are very similar to the MR compatibility issues in active
implants. Having MR completable 3D scaffold opens a new experimental tool for biologists.
1.2. Outline
The thesis is structured in 8 chapters and consists of two main parts followed by the
conclusions. After the introduction in chapter one, chapter two represents an overview of
different theoretical concepts that find application within the presented research work.
This is followed by Part I which encompasses the chapters three to five. In chapter
three the summary of MR interactions is presented with a focus on vibrations in the last
section. Subsequently in chapter four the measurement setup for the gradient vibration
experiment is presented. Part I closes with chapter five, which focuses on the presentation
of the theoretical analysis and experimental result. Part II of this monograph is a detailed
description of the probe development for ultra-high field MRI. This includes chapter six
with a detailed analysis of the probe design and development and chapter seven in which
various application are discussed. This thesis is concluded in chapter eight with a brief
summary and an outlook for future work.
1.3. Main results
The research conducted within this PhD project has led to four main publications (two
published and two under review) with a contribution as first author or shared first author-
ship.
• Should patients with brain implants undergo MRI?
Published in Journal of neural engineering, 2018[EF01].
Authorship status: Shared first authorship together with J. Erhardt.
Contributions: Collecting and evaluation of required literature together with J. Er-
hardt. Contribution to writing the manuscript and lead in preparation of figures.
3
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Content: A review work of the current state-of-the-art of MR safety with focus on
Cochlear implants and Deep Brains stimulation electrodes. It includes a summary
of the MR interactions and an synopsis of the history of the development of the
implant and MR technology.
• Gradient-induced mechanical vibration of neural interfaces during MRI.
Published in IEEE Transactions on biomedical engineering[EF05].
Authorship status: First author.
Contributions: Involvement in conceiving the idea and the measurement principle.
Implementation of experimental realisation and data processing. Lead in writing
the manuscript and preparation of figures.
Content: Methods and results of the investigation of mechanical transfer function
of implant-like structures within brain-like viscoelastic environment. The systems
were found to be strongly damped but not under-damped.
• Glassy Carbon Microelectrodes Minimize Induced Voltages, Mechanical Vi-
brations and Forces and Artifacts in Magnetic Resonance Imaging.
Accepted by Microsystems and Nanoengineering[EF06].
Authorship status: Shared first authorship together with S. Nimbalkar.
Contributions: Performing the experiments for vibration analysis and induction mea-
surements including data processing and preparation of related figures. Conducting
the MR acquisition of high-field artefact experiments as well as data processing.
Contributions in editing final manuscript.
Content: The torque induced in electrode ground planes through gradient switching,
is quantified. A novel classification number is introduced.
• 3D carbon scaffolds for neural stem cell culture and Magnetic Resonance
Imaging.
Published in Advanced Healthcare Materials, 2018[EF02].
Authorship status: First authorship.
Contributions: Performing the MR experiments and MR-based porosity analysis
as well as data visualisation and post-processing. Contributions to writing the
manuscript.
Content: This work encompasses the transformation of 3D hydrogels to carbon gels,
and using MRI as the method to analyse porosity. Reconstructed 3D data supports
the visualisation of distributed cell clusters within the 3D scaffold.
Contributions to three more published articles are detailed in the publication list.
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Within this chapter the fundamental technological and physical concepts are introduced
which are most relevant for the presented work. Section one is focused on the working
principle on how to acquire an NMR signal, where does it originate from, how can we
manipulate the spins and what information can be extracted from the NMR signal. The
fundamental strategies to acquire an MR image and the concepts of signal and contrast are
stated. It will be highlighted why the signal quality of NMR is extremely sensitive to the
magnetic field environment. On that basis, options and constraints from an engineering
viewpoint in order to design sophisticated NMR hardware will be derived and presented
in the second section. In addition to the fundamentals of NMR, an introduction to image
post-processing will be given which found a strong impact in two application chapters
of this thesis. Moreover, a short overview of beam theory will be given to introduce the
work being conducted on vibration analysis of implants. The topics presented in this
introduction are mostly derived from the following excellent textbooks:
• NMR: Spin dynamics from M. Levitt [89]
• MRI: From picture to proton from D. W. McRobbie [104]
• Probeheads: NMR probeheads for from J. Mispelter [105]
• Image Processing: Digital Image Processing from D. Sundararajan [145]
• Electrodynamics: Classical Electromagnetics from J. D. Jackson [70]
• Mechanics: Technische Mechanik 4: Hydromechanik from D. Gross et al. [58]
2.1. Nuclear magnetic resonance and its applications
2.1.1. Nuclear magnetism
The terminology Nuclear Magnetic Resonance (NMR) reveals the fundamental objects
and principles involved in the technology of NMR/MRI. "Nuclear Magnetic" means that
the exploited effect originates from the magnetic moment of atomic nuclei. Every atomic
nucleus consists of a certain number of protons and neutrons (both together form the
group of nucleons). A special case is the nucleus of hydrogen (1H), which consists of a
single proton. Protons and Neutrons itself are composite particles that belong to the group
of fermions, the group of half integer spin particles. The total spin number S of an atomic
5
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B0 = 0 T
T = 300 K
B0 = 1 T
T → 0 K
B0 = 1 T
T = 300 K
Figure 2.1.: Spin orientations (red vectors) at different magnetic fields B0 (blue vector) and
temperaturesT .
nucleus depends on the number and the energy states of the involved nucleons and can











The hydrogen isotope (1H), a spin half nucleus, is the most important nucleus in NMR.
Nuclei with a non-zero spin angular momentum S , 0 possess a magnetic moment ®m. This
magnetic moment m̂ is proportional to the spin momentum Ŝ with the proportionality
constant γ :
m̂ = γ Ŝ (2.2)
The gyromagnetic ratio γ , describes the ratio of magnetic moment to angular momen-
tum of a nucleus and therewith is unique for each nucleus. Both, spin angular moment
and the magnetic momentum are vector quantities and if both vectors are aligned parallel
then γ has a positive value, if they are antiparallel then γ has a negative value. How are
the magnetic moments oriented in an ensemble of nuclei? If we look at spin half nuclei
(e.g. 1H) under the absence of a magnetic field we find that the magnetic moments are
oriented randomly and the energy levels are degenerated1 as indicated in figure 2.1. If
we, in contrast, apply a static homogeneous magnetic field (B0) along the z-direction (per
convention), then the magnetic moment starts to precess around the B0-vector. Unlike
in classical mechanics the spin orientation in an external potential is discretised which
results in discrete energy levels. Knowing the energy levels reveals the frequency which
allows to trigger energy transitions and furthermore enables to determine the population
statistics at a given temperature. Classically, the potential energy of a magnetic particle
1This is true under the assumption there is no spin-spin interaction. In reality there is spin-spin coupling
and the absence of any external magnetic field opens another realm of NMR, the so called zero field
NMR.
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(a) Zeemann Splitting of 1H nucleus w.r.t. magnetic
field B0













(b) Linear dependence of the Larmor frequency
w.r.t. magnetic field B0
Figure 2.2.: Zeeman splitting and Larmor frequency with respect to the static magnetic field B0.
Indicated are some of the most common field strengths for research MR units and their corre-
sponding Larmor frequency for 1H.
within a magnetic field can be calculated by the dot product of the magnetic field vector ®B0
and the magnetic moment ®µ as given in equation 2.3.
Epot = − ®m · ®B0 (2.3)
By combining equation 2.2 and 2.3 we obtain the energy difference for the discrete
energy levels. For example, hydrogen as spin half particle has a two-fold degenerate spin
state and the resulting energy difference in a certain B0-field is:








B0) = γ~B0 (2.4)
From the last term the factor γB0 equals the Larmor frequency ωL:
ωL = γB0 (2.5)
This is a very fundamental result for NMR, because energy transitions between the
discrete states are triggerable only at the resonance conditionωL
2. The existence of specific
frequencies in NMR is a direct consequence of the quantum nature, because the signals
originate from transitions between discrete energy levels.
The energy splitting of spin systems in external magnetic fields is called the Zeeman
effect. In figure 2.2a the dependence of the energy levels of 1H from the B0-field is
illustrated. NMR instruments are most often labelled by their working frequency of 1H
which corresponds to a certain B0-field. For example, a 500 MHz NMR unit operates at
11.7 T.
2If, in contrast to this result, nuclei with a magnetic moment behaved equivalent to a classical dipole, every
spin orientation with respect to the B0-field would be possible. According to equation 2.3, this would
result in an energy continuum instead of discrete energy states and no resonance condition would exist.
Hence, NMR would not be feasible because the signals were distributed over a large frequency range.
7
2. Theoretical background
In most cases the samples contain a large ensemble of spins leading to a bulk mag-
netization. The magnetisation strength depends on the population distribution which
is a function of field strength B0 and the temperature. Under the assumption that the
spin ensemble is in thermal equilibrium at a temperature close to zero Kelvin, all spins
would populate the lowest possible energy state as indicated in figure 2.1. In this case the
complete parallel alignment would lead to the largest possible net magnetisation because
all spins contribute to the sample magnetisation. In most cases, however, the sample is in
thermal equilibrium at room temperature and the thermal energy leads to the population
of higher energy levels. This results in a smaller net magnetization because the spins of
lower and higher energy levels nullify through antiparallel alignment. This effect is a very
important factor in NMR because only the difference of spins in the lower and higher
energy state are available for NMR detection. In a standard NMR experiment the sample
contains a large number of spins (e.g. N0 = 2·6.69·1023 for 10 ml water), and the ratio of







kBT ≈ 1 − γ~B0
kBT
(2.6)
Using the taylor expansion of this equation the population difference ∆N can be ex-












A sample, containing a large ensemble of spin half nuclei which is immersed in a static
magnetic field, will establish a macroscopic net magnetization due to nuclear magnetism.
This net magnetisationM0 equals the sum of all contributing spin magnetic moments and
is obtained by combining the equations 2.7 and 2.2 [66]:




Based on these introduced fundamentals two important points for hardware engineering
are deducible:
• Any hardware designed for NMR has to be operational at the correct Larmor fre-
quency. To observe two different nuclei simultaneously, e.g. 1H and 13C the RF
circuitry has to operate at two distinct frequencies.
• The equation 2.5 indicates the utmost importance of a homogenous magnetic fieldB0.
A large ∆B0 leads to a large spectral distribution ∆ω resulting in loss of sensitivity
(drop of signal peak) and selectivity (spectral overlap).
3By using eq. 2.7 we see that from approximately 13·1023 spins in 10 ml water at 293 K in an 11.7 T field
2·1018 spins contribute to the NMR experiment. This is roughly one spin per million.
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B0 = 1 T
B0 = 11.7 T
(a) Population ratio vs. temperature T












(b) Energy difference vs. field strength
Figure 2.3.: (a) The Boltzmann distribution as a function of the magnetic field strength. (b) The
total energy of aNMR sample as a function ofmagnetic field amplitude(b). Quadratic dependence
of the total energy of the spin system in 10 ml water from the B0-field.
2.1.2. Excitation, transverse magnetization and dynamics of
magnetization vector and signal amplitude
The general working principle of an actual NMR experiment is described on the basis of
the 1H nuclei but this approach is valid for all other observable spin half nuclei. A sample
of water is subjected to a B0-field and a macroscopic longitudinal magnetization Mz = M0
parallel to the B0-field is established. An NMR experiment is conducted by excitation
and subsequent measurement of the response. For excitation, an alternating magnetic
field B1, which oscillates at the Larmor frequency to obey the resonance condition, is
superimposed perpendicular to the B0-field. This "on resonance" condition explains the
third term "resonance" in NMR. The B1 field, produced by an RF coil, forces the net
magnetisationM0 to flip towards the transverse xy-plane and the flip angle αFA between
xy-plane and z-axis is given by:
αFA = γB1τ (2.9)
The precise controlling of the B1 amplitude and the pulse duration τ allows to achieve
any desired flip angle. After excitation the transverse magnetization vector MT rotates
within the x-y-plane around the z-axis. This rotating magnetization leads to an alternating
electric field which can be transformed to an NMR signal using an RF coil. Dephasing of
the transverse magnetization MT leads to an exponential decay of the measured signal,
which is called the "Free induction decay (FID)". The source of this effect is the so-called T2-
relaxation, a process in which the spins experiences decoherence, hence, it is described as
spin-spin relaxation. Simultaneously, the longitudinalmagnetization restores exponentially




















(b) Rotational frame of reference
Figure 2.4.:Magnetization trajectories ofM0 during an excitation pulse from laboratory frame of
reference and from rotational frame of reference. The schematic in (a) represents the laboratory
frame of reference. It illustrates how the magnetization vector starts rotating in the x-y-plane
during excitation when B01 is applied. The B01 vector rotates clockwise if viewed against the
orientation ofB0, hence the precession follows the le hand rule. In the rotational frame (b)
theB01 field is fixed andB0 vanisheswhen the larmor condition is exactlymet. Then themagnetic
vector M0 is precessing around B01 according to the le-hand rule. Magnetization vectors M0 are
depicted for different excitation time durations (τ0 = 0; τ0 < τ1 < τ2 < τ3)
of this dynamics is defined by the Bloch equations (equation 2.10) in which T2 is the time






























To understand the dynamics after a 90°-pulse, under the assumption that the external
field has only components in z-direction, therefore Bx = By = 0, and neglecting relaxation
effects such that T1,T2 =∞, a solution for the above equations is given by:
MT (t) = M0e−iγB0t = M0(cos(ω0t) − i sin(ω0t)) = Mx (t) +My(t) (2.11)
Mz(t) = 0 (2.12)
Equation 2.11 describes the transversal rotation in the complex plane. After the excitation
using a 90° pulse MT equals M0 and the magnetization vector rotates with the angular
frequencyω0 around the z-axis. To include relaxation effects into the model it is beneficiary,
to formulate the Bloch equations in the rotating frame of reference, a coordinate system
that rotates with an angular frequency Ω = ω0 relative to the resting laboratory frame
of reference. Therefore, the external magnetic fields B0 and B1 have the form Bx (t) =
10





















Figure 2.5.: Illustration of T1- and T2-relaxation effects aer a 90°pulse. T1-relaxation or spin-
lattice relaxation leads to recovery of Mz whereas T2-relaxation or spin-spin relaxation leads to a
decay of transverse relaxation.
B1 cosω0t , By(t) = −B1 sinω0t and Bz(t) = B0. We define ϵ = γB1 and ∆ = γB0 − ω.
In a frame of reference that rotates at Larmor frequency ω = ω0 and under the absence


















The solution of this equation for the transversal magnetizationM′T is given by:
M′T (t) = M′Te
− tT2 (2.14)
M′z(t) = Mz(t) = M0(1 − e−
t
T1 ) (2.15)
T1-relaxation determines the period of time an excited system needs to recover to full
longitudinal magnetization. This effect is of vital importance for acquisition schemes
that require recurring excitation pulses because fast repetitions lead to saturation effects.
The parameter T2 determines the time scale of the decay of an FID, and thus the spectral
resolution on can obtain. Liquid specimens mostly have T2 times in the range of seconds
leading to frequency resolutions of sub-Hertz. Solids, on the other hand, due to strong
dipolar coupling, have T2-times in the range of milliseconds or less which leads to very
broad spectra. Hence, liquid-state and solid-state NMR are two different NMR fields
which require completely different approaches for the experimental setup, for example,
Magic-Angle-Spinning (MAS) for solid-state NMR.
Of great importance is the question of how much signal can we obtain from an NMR
experiment? For NMR with a sample containing large number of spins, the signal acquisi-
tion scheme in NMR is comparable to the working principle of a dynamo. The rotating
vector MT acts similar to a rotating magnet in a dynamo, in which the power output
depends on the strength of the magnet and the angular velocity. Similarly, the signal
11
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power in NMR depends on the amplitude ofMxy and the angular velocity ofMT which is
the Larmor frequency ω. Thus, the signal is proportional to the magnetization and ω:
S ∝ MT · ω (2.16)
Maximum signal will be achieved after a 90° excitation whereMxy = M0, then we can
write for the signal:
S ∝ M0 · ω =
®B0Nγ 2~2
4kBT




This equation shows that the increase of B0 has has two important effects: (i) The bulk
magnetization increases linearly with B0 which leads to a higher signal. Microscopically
this is due to the linear increase of the energy gap resulting in a higher population differ-
ence4 (ii) The Larmor frequency increases linear with B0 leading to a higher electromotive
force in the coil due to a larger time gradient dB/dt . On the microscopic scale this is due to
the higher energy per spin transition.
Both effects together explain why macroscopically the MR signal scales quadratically
with B0, which is the reason for the endeavour towards higher field strengths in MRI
and NMR. An alternative strategy to boost the signal can be achieved by increasing the
population difference beyond thermal equilibrium. There are various techniques pursuing
that approach which are summarized under the term hyperpolarisation.
2.1.3. Nuclear magnetic resonance spectroscopy
The most fundamental properties and aspects of a simple one-dimensional NMR signal are
the spectral distribution and linewidth. An NMR acquisition starts by collecting the FID.
An example is illustrated in figure 2.6 which shows an FID of diluted ethanol in water. The
signal induced in the coil is proportional to the total transverse magnetizationMT (t). After
recording the signal, the FID is subjected to a Fourier transformation which facilitates the
spectral analysis.
2.1.3.1. Decay time and bandwidth
The FID of a substance with equivalent protons, such as water, is of a decaying waveform.
Ideally, the decay is of an exponential naturewith the time constantT ∗2 , then the result in the
frequency domain is a Lorentzian distribution. For small angle excitations, the reciprocal
of the time constant T ∗2 equals the sum of the reciprocals of the spin-spin-relaxation (T2),
field inhomogeneity (Ti ) and radiation damping (Trd ) expressed by
[60]:
4Often NMR is called an insensitive methodology, which is explained by the small difference of the
population densities. However, the small energy gap of the Zeeman level is the fundamental reason
which then leads to a small population difference at room temperature.
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Figure 2.6.: Illustration of the most important features of a typical NMR signal in time and
frequency domain. The large graph, with its three insets, on the le side, shows a typical FID
of a small fraction of ethanol diluted in water. Most of the vertical signal originates fromwater
showing a rapid decay. A zoom of this part is shown in the blue inset. Signal originating from
ethanol with a characteristic beating is highlighted in the orange inset. An enlarged view of one
beat period is shown in the green area. The FFT of the entire FID is shown on the right side.
The large peak (blue background) originates fromwater indicating a very high dynamic range.
The turquoise and red insets show the spectral part of the methylene and the methyl group,
















+ γ∆B0 + 2πηQγM0 (2.18)
Trd is the signal decay due to radiation damping with the filling factor η and the quality
factor Q of the receiver circuit, adapted from the publication by Krishnan et al. [85]. Even
though the formula becomes inaccurate for large flip angles due to the term 1/Trd , the
effect of radiation damping becomes clear for a sample that occupies a large amount of coil
volume placed in a high Q coil circuit. If normal water is used as solvent, the water signal
will decay fast due to radiation damping as indicated in the blue inset in figure 2.6. Hence,
in the frequency domain the water will occupy a large bandwidth with a high signal. The
time constantTi describes the decay due to field inhomogeneity. Many specimens in liquid
NMR have relaxation time of seconds and field inhomogeneity dominates the signal decay,
therefore optimizing for most homogeneous /B0-field is of utmost importance. One option
to quantify the linewidth is to measure the spectral width ∆ν at half height of the peak







This is illustrated in figure 2.6 at the peak of water. As an example, the radiation damp-
ing from water leads to a large bandwidth at FWHM. To measure the true T2 value of
a specimen the so-called spin-echo sequence is applied. Exactly at the centre between
excitation and acquisition a 180° pulse is applied. In this case, at the acquisition point, the
dephasing induced due to field inhomogeneities is reversed such that the signal represents
a remanent transversal magnetization which has only T2-relaxation.
2.1.3.2. Chemical shift and J-coupling
The ethanol in this example is of low abundance and the radiation damping is negligible.
The orange inset shows the ethanol-dominated part of the FID with a signal duration of
larger than a second. The large beating with a period of 10 ms comes from the equiva-
lent J-couplings of around 10 Hz. In the frequency domain J-coupling is observable as
frequency splitting in both domains, the methylene and methyl group. These two groups
are separated by chemical shift. In the classical picture, the chemical shift is caused by the
magnetic shielding of a nucleus through the surrounding electrons. An electron in close
vicinity to a nucleus induces an opposite magnetic field which leads to a reduced static
magnetic field and thus to a shift of the Larmor frequency. This is visible as a peak shift
in the NMR spectrum and allows the researcher to get information about the chemical
environment.
2.1.4. Magnetic resonance imaging
Magnetic Resonance Imaging is mostly known as a technique that facilitates the generation
of monochrome images obtained from NMR signals. Central points to understand the
image formation are the contrast mechanism and the technique of spatial encoding. These
fundamental principles will be presented in the following text.
2.1.4.1. Spatial encoding
For spatial encoding a third electromagnetic field is superimposed in addition to B0 and B1.
It consists of three fields of which each of them features a linear gradient in one spatial
direction and is switched with a bandwidth in the two-digit kilohertz regime. Most
important are the techniques of slice selection, phase and frequency encoding. Slice
selection is a fundamental method in 2D MRI that allows to excite only the nuclei in a
desired slice5. Therefore, a linear gradientGz is applied and a rectangular shaped RF pulse
(in frequency domain) with a defined excitation bandwidth ∆fexc is simultaneously applied.
5In this explanation, slice selection is chosen to be in z-direction, frequency and phase encoding in x- and
y-direction, respectively. The directions, of course, can be arbitrarily exchanged.
14
















































. . . . . .
max2m M kk ⋅ =∆
max
k
FOV x O=∆ ⋅
Figure 2.7.: From the FID’s to the MR image: A sequence of FID’s is used to fill the k-space (the
complex matrix S[m,n]) of sizeM × N which is equal to the size of the final MR imageO × P . In
the cartesian filling scheme one FID fills one k-space line. If the full k-space data is recorded, this
data is subjected to a 2D FFT and themagnitude plot of the transformation yields the familiar MR
image.
The linear gradient leads to a location dependency of the Larmor frequency, therefore
only those nuclei get excited which resonate within the bandwidth of the RF pulse. The





The slice thickness ∆z can be controlled by the gradient strength and/or the excitation
bandwidth. Spatial encoding within the slice is conducted using phase- and frequency
encoding steps. Conceptually, the volume of the slice can be divided in sub-volumes,
so-called voxels. Then, the MR signal received from an entire slice is proportional to the
sum of the transverse magnetization vectors from all voxels. If two orthogonal gradient
fields Gx and Gy are applied before or during the signal acquisition, then the digitized MR







According to this equation, the recorded MR signals represent the 2D discrete Fourier
transform of an object. To obtain an MR image, MR signals are sequentially recorded
and arranged in the so-called k-space matrix, which represents a domain for spatial
frequencies.6 We are used to describe the shape of an object as a function of space but it is
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0° < αFA ≤ 90°  0° < αFA ≤ 90°  
Figure 2.8.: Pulse diagram for a standard gradient echo sequence and the corresponding k-
space trajectories. TE and TR are the parameters representing the echo time and repetition time,
respectively. Dashed lines indicate the gradient states during signal acquisition. This acquisition
scheme is called cartesian filling.
equivalent to describe the shape of an object as a composition of spatial frequencies. Both
representations can be transformed into each other, they form a Fourier transform pair. In
short, standard MRI is a tool to measure the spatial frequencies of an object and based on
the obtained information, an MR image is computed. A very common procedure to fill
the k-space is to sequentially acquire the required data points. To form a final MR image
this data is subjected to a 2D discrete Fourier transformation as depicted in figure 2.7. In
general, the k-space matrix elements Sm,n can be filled randomly. One very famous filling
scheme, is the sequential acquisition using frequency and phase encoding, the so called
cartesian filling. If the frequency encoding is conducted in x-direction the sampling points
for the spatial frequency km are given by equation 2.22 with ∆t the time between two
sampling points withm ∈ {1, 2, ...,M}:
km = γGxm∆t (2.22)
This means that the discrete sample points in k-space are reached by varying the time
while keeping the gradient constant. The negative frequencies in k-space are reached by
applying a negative gradient field. The acquisition duration ∆tacq of one FID is given by





The sampling points for spatial frequency kn acquired by phase encoding are governed
by equation 2.24 with n ∈ {1, 2, ...,N }.
ky = γ∆Gynτ (2.24)
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Figure 2.9.: SE pulse sequence diagram and corresponding trajectory of the first acquisition line.
The 180°-pulse causes a point reflection at the k-space centre The phase encoding sequence and
the first frequency encoding segment are inverted compared to figure 2.8, because it is applied
before the 180°-pulse which inverts the already conducted trajectory.
A standard pulse diagram for a gradient echo (GRE) sequence is depicted in figure 2.8.
The echo time TE is defined as the duration from the centre of the excitation pulse to
the centre of the echo signal. To fill the k-space N phase encoding steps are required
which requires N repetitions. The parameter TR determines the duration between two
consecutive excitation pulses; hence the total acquisition time is equal to N ·TR. A further
important parameter is the bandwidth of the excitation pulse ∆fexc = 1/∆texc , which
determines the duration of the excitation pulse. The common range is between 1-20 kHz.
Reduction of excitation bandwidth enables the application of a lower gradient field at the
expense of excitation duration. Very similar is the behaviour of receiver bandwidth, where
an increase of receiver bandwidth allows for faster FID acquisition. The shortest possible




There is a large number of different MR acquisition protocols, whereby each of them
is optimized for one or more different parameters, for example minimal acquisition time,
large SNR, maximal contrast, or for parameter mapping such as B0-field maps. Advanced
protocols are tailored by combining fundamental sequence components. All sequences can
be fundamentally divided into gradient echo based (GRE) or spin echo based (SE) sequences.
The major difference of a SE sequence compared to a GRE sequence is the necessity for
a 90°excitation pulse followed by one or more 180°pulses during the sequence which is
illustrated in figure 2.9. A 180°pulse has a distinct effect for the k-space trajectory: it leads
to a point reflection at the centre of k-space. Apart from that, the gradient switching
principles to maneuver through k-space are identical to the presented GRE principles.
In 3D MRI the slice selection gradient is replaced by another phase encoding gradient
17
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leading to a 3D k-space matrix that is filled with two phase encoding gradients and one
frequency encoding gradient.
2.1.4.2. Contrast weighting
Contrast between different objects in an image is as important as spatial resolution in
order to discriminate objects in an image. The larger the difference of the grey scale value
of different objects the larger the contrast. The signal acquired from a certain voxel at
location (xo,yp) is proportional to the FA αFA, T1 and T2
7:
















) = C[o,p] (2.26)
Two very common methods to obtain contrast in MR images are the so-called T1-














T1 weighting is illustrated in figure 2.10. TR and TE are both short, such that during
recording T2-relaxation plays a minor role. Due to fast TR more longitudinal magnetization
can restore in a material with a smaller T1-value, which then appears brighter in the image.
In contrast T2-weighting, illustrated in figure 2.11, TR and TE are both long, such that
during recording T1-relaxation plays a minor role. The large time gap between excitation
and acquisition leads to large differences in transverse magnetization due to dephasing,
depending on T2-relaxation of the specimens. Materials such as water with large T1 and T2
times appear bright. In both images, the first scan is skipped, because the magnetization has
not reached a steady state condition, which would lead to image artefacts. In non-spoiled
imaging sequences, multiple dummy scans are required before steady state condition is
reached. Another important weighting scheme is Proton density weighting (PD) in which
TE is short and TR is long. Relaxation effects play a minor role in the signal of a voxel
and the largest contribution comes from the proton density, which is understandable from
equation 2.27: In this case both exponential factors converge towards zero. Most often for
T1-weighted images GRE-based sequences are used, whereas for T2-weighted images SE
sequences are applied 8.
7This formula is based on the assumption that there is no residual transverse magnetization. This is true
for sequences that destroy transversal magnetization after one FID, which are called spoiled sequences.
8With GRE-based sequences only T∗2-weighted images can be acquired.
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Figure 2.10.: T1-weighted image: Short TE and short TR lead to the effect that the transversemag-
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Figure 2.11.: T2-weighted image: Long TE and long TR lead to the effect that the transverse mag-
netization MT during recording is strongly dependent on the decay of transversal magnetization
MT.
2.1.4.3. Signal-to-noise ratio (SNR) and Contrast-to-noise ratio (CNR)
A very important factor in MRI is to optimize for greatest possible SNR and/or CNR. The
signal obtained from a voxel depends on the voxel volume Vvox , the number of acquisition
pointsNi per spatial dimension, the acquisition bandwidth ∆facq , the number of averages of
19
2. Theoretical background












TR = 100 ms TE = 10 ms




















TR = 1000 ms TE = 100 ms
T2-
contrast








A B C ED F
A B C
D E F
Figure 2.12.:Dependence of signal and contrast amplitude on the FAαFA. The wrong FA can lead
to unintentional contrast inversion (A). The correct FA for maximising the signal of one specimen
differs oentimes from the flip angle for largest contrast (B and C; D and E,F).
the entire image Navд and the applied contrast weighting C[o,p] (equations 2.26 and 2.27).







From figures 2.10 and 2.11 we can see that the signal obtained from different regions is
far from the largest possible signal in order to obtain contrast. Whereas for SE sequences
the initial flip angle is fixed at 90°, for GRE sequences the adjustment of the flip angle αFA
offers one more degree of freedom to adjust for maximal CNR and SNR. The fundamental
principle is illustrated in figure 2.12, in which the dependence on the signal from the flip
angle is illustrated. A smaller choice for αFA results in less saturation of the longitudinal
magnetization, leading to an increase of signal. On the other hand, a smaller flip angle
results in less transverse magnetization. Thus, there is flip angle with a signal maximum
for each sample and a given TR and TE. The flip angle at which maximum signal is reached





If the imaging object contains only one specimen adjusting αFA = αErnst is important to
obtain maximal signal.
As can be seen from equation 2.28, after optimising all parameters for maximal SNR/CNR,
the last resort for increasing SNR is to average the image at the expense of total acquisition
time. Before an imaging procedure the required limits of all imaging parameters should be
established (min. resolution, desired contrast (TE,TR) including receiving bandwidth etc.)
20
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in order to find a good trade-off between all the adjustments. If, afterwards the SNR/CNR
is beyond the acceptable limit one can apply averaging. To demonstrate the averaging as
last resort it is useful to define the SNR per total acquisition duration Tacq which is given
by the following equation (under the assumption read encoding is in x-direction):
Tacq = Ny · Nz ·TR · Navд (2.30)

























This formula gives a guide on how to optimize for an SNR for an MR acquisition, as read
from left to right. First, the required minimum voxel size and the required FOV should be
set. The resolution should not excess the requirements. Additionally, it is most efficient to
have the largest number of pixels in frequency encoding direction. If possible, 2D imaging
should be preferred, thus reducing the phase encoding directions to one dimension. If more
slices are required multi-slice interleaved imaging should be applied. Next, the contrast
should be optimized by means of TR for ideal CNR and efficient acquisition time. Changing
the flip angle using equation 2.29 my help to reduce TR while keeping the signal constant.
The acquisition bandwidth should be as small as possible, however without changing the
optimized TE (see equation 2.25). If in this 2D image configuration the SNR is not enough,
then the next step is to change to a 3D image instead of conducting averaging on a 2D
slice. This has the advantage of boosting the SNR with additional information for free due
to a larger FOV compared to plain averaging of the same slice.
2.2. MR hardware & probes
2.2.1. Electromagnetic fields in NMR/MRI
To acquire an NMR spectrum two main fields are required, (i) a large static magnetic field
which magnetizes the sample and (ii) an electromagnetic RF field for excitation is required.
For advanced NMR (gradient-enhanced NMR) and in particular MRI three gradient fields
are required. A fourth field is called the shim-field superimposed to B0 to compensate
for field inhomogeneities. All four fields are depicted in figure 2.13 and can generally be
characterized by their temporal properties and magnitude.
Static B0-field - The static B0-field is constant in a certain NMR/MRI unit has a range
from approximately 0.1 T to 20 T 9. Low fields (up to 1 T) are often producedwith permanent
magnets, whereas higher fields are produced with superconducting coils cooled with liquid
helium. The latter ones are more stable regarding field drift. Ultra high fields 7 T and
9There are also earth-field and zero field NMR units which are not considered here.
21
2. Theoretical background
Shim static      -      1 mT/m
B0 static      -      0.1 – 20 T
Gx 
Gy alternate     0 – 80 kHz      0.1 mT/m –  10 T/m
Gz
B1 alternate      1 – 1000 MHz     0.1 – 10 µT
Name Type      Frequency      Magnitude
Figure 2.13.: Overview of the applied electromagnetic field and their specific properties in
NMR/MRI applications. As an example, on the le, a human MRI scanner with the build-in coils
for all four field types.
higher are mostly used in research. Standard human MRI scanners reach up to 7 T. Higher
fields are used for small animal scanner and in ultra high field NMR applications.
Static Shimfield -A second static field is superimposed toB0 in order to correct for field
inhomogeneities. The static magnetic field B0 can be represented as a linear combination
of orthonormal functions. The usual choice are spherical harmonics. Inhomogeneities can
be treated as deviations which can be compensated by a set of coils that produce magnetic
fields according to spherical harmonics. For each basis set a certain coil is required, hence
high order shims require sophisticated coil systems. In simple NMR systems zero and first
order shims are applied, in advanced NMR units up to 5th order shims are applied [23].
Gradient fields - A gradient coil features a linear field gradient. Typically, three
gradient coils are implemented, one for each spatial direction. These fields are used to
manipulate the spin systems and the switching times are in the range from tenth of
microseconds to hundreds of milliseconds. Two parameters are important to characterise
the gradient fields: (i)The gradient strength given in T/m, (ii) the gradient slew rate given
in T/(m·s) which is a parameter that describes how fast a gradient can be switched.
RF field - The RF field used for excitation is ideally a homogeneous alternating magnetic
field tuned to resonate at the Larmor frequency of the corresponding nuclei. There are a
large variety of NMR coils ranging from microscopic applications in NMR/MRI to large
macroscopic coils for human MRI. The field strengths are in the µT range with frequencies
in the range of tenth of MHz to one GHz
2.2.2. Magnets, probes and probeheads
In contrast to the human scanners in clinics, as depicted in figure 2.13, the region of interest
or the isocenter in NMR/MRI scanners for research and industrial applications is much
smaller in size (max. 10 cm), leading to more rigorous geometrical design restrictions.
These instruments are divided into two subunits: (i) A large-scale unit, most referred to as
"the magnet", that contains the superconducting B0-coils (or alternatively a permanent
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magnet) and the shim coils. (ii) An exchangeable probe that provides the B01 coils and
all the required electronic interfaces for the RF circuitry. The probehead is fixed onto
the probe or exchangeable, depending on the type of probe. Especially for MAS or Solid-
State-Probes the probehead is fully integrated. Hereby, the probeheads are the subunits
which provide the (pre-tuned) RF coil and, depending on the configuration, the tuning and
matching circuit [105]. The gradient coils are either hardware installed into the magnet unit,
or provided as a modular attachment to the probe. Magnet are distinguished according to
the bore orientation in horizontal and vertical bore magnets. Horizontal bore magnets are
usually used for preclinical MRI studies, whereas vertical bore scanners are used for NMR
spectroscopy applications (e.g. chemical analysis) in both, research and industry. At this
time, the units with largest B0, are vertical bore scanners with a B00 up to 1 GHz (23.5 T).
Figure 2.14.: Commercial probeheads, probes and cross-section views of a vertical bore super-
conducting magnet and a horizontal bore permanent magnet.
Commercially available MR units, which were employed during this research work, are
depicted in figure 2.14. These machines are a (i) Bruker Avance III 500 MHz wide bore
magnet (vertical) and (ii) a Bruker ICON 44.6 MHz (1.045 T) permanent magnet (horizontal
bore). Besides many additional optional features, a probe has three main functions:
• Mechanical fixation of the probehead
• Interface for external tuning and matching
• RF Interface for signal transmission
Depending on the type, many additional features are required such as transmission
lines for gradient coils, interfaces for gradient cooling, fluid interfaces in flow probes,
temperature control with the necessary interfaces, multi-channel connections, gas lines
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for mechanical propulsion (e.g. in MAS) and interfaces for automatic tuning and matching.
Although this list may not be complete in encompasses the features of most commercially
available probe. Further additional features, such as the integration of feed-throughs for
the connection of versatile on-demand items are commercially not available.
2.2.3. RF electronics
2.2.3.1. Tuning/matching and amplification
A central module of each NMR/MRI machinery, the RF transceiver unit, enables the
excitation and signal acquisition. All fundamental components involved including the



















Figure 2.15.: Basic schematics of an RF electronic circuitry implemented in a standard NMR
machinery: The inductivity of the coil LC in combination with the capacitance of the tuning
capacitorCT forms a resonator. Using the capacitanceCM of the matching capacitor enables the
impedance matching to 50 Ω which matches the impedance of the transmission line. The Tx/Rx
switch facilitates the connection to either the power or receiving amplifier during excitation or
acquisition.
The core component of the RF transceiver is the RF coil, which is the transducer which
facilitates the interaction between the sample magnetization and external control and
measurement devices. More precisely this means during excitation a current flow in the
coil produces the B01-field which results in flipping the magnetisation vector. During the
acquisition the precessing magnetisation induces a voltage across the coil terminals and a
current flow which is measurable. Taking into account the resistance of a coil, one can
calculate the coil sensitivity with equation 2.32 [12]. The parameters are the current i per












2.2. MR hardware & probes
RF coil optimization strives to increase the magnetic field per unit current. Of great
importance is the resistance of the coil, since it reduces the sensitivity. One option to
improve the SNR in NMR experiments is to reduce the resistance by means of cooling to
cryogenic temperatures. For higher frequencies (in higher fields) the skin effect plays an
important role in reducing the sensitivity, because it reduces the resistance by lowering
the conductive cross section area.
In current state-of-the-art MR machines, the amplifiers are distant from the RF coils and
connected through transmission lines. These transmission lines, so-called coaxial cables,
are engineered to achieve a specific characteristic line surge impedance, which in the
majority of NMR applications is 50 Ω. Reflections are minimised by impedance matching
between components, hence the RF coil impedance has to be transformed to 50 Ω. A basic
matching network is illustrated in figure 2.15. A trimmer capacitor CT is placed parallel to
the coil, and a matching capacitor CM in series to the coil. The normally fixed capacitorC1
is not generally required, it provides a balanced network. The corresponding equation to
























︸                                                    ︷︷                                                    ︸
Im{Z }=0 Ω
(2.33)
The circuit is tuned and matched when the impedance Z equals 50 Ω and the reactance
vanishes, at the desired angular frequency ω. The procedure for tuning and matching,
which is described in the following, is visualised in figure 2.16. IN NMR/MRI applications
this is the Larmor frequency ωL. By exchanging the sample, the inductivity Lc of the coil
is shifted, which results in a shift of the transfer function. This shift can be corrected by
adjusting the capacitance CT , until Re{Z } = 50 Ω is obtained. As one can observe from
equation 2.33, the modification ofCT yields a shift in the reactance. To compensate for this
shift, the matching capacitance CM facilitates the correction for the reactance. A positive
side effect is that this configuration forms a resonator circuit and therefore one obtains
a first passive preamplifier stage with a low noise figure. This is important because the
noise figure of a cascade of amplifiers is dominated by the noise figure of the first stage.
The total noise factor Ftot of a cascade of N amplifiers is governed by the Friis-formula:












G1G2...GN−1︸          ︷︷          ︸
Nth amp
(2.34)
What can we learn from this equation? The first amplifier stage decreases the total
SNR by its noise factor independent from its amplification. The added noise of subsequent
amplifier stages diminishes due to the amplification of previous stages. Hence, the overall
noise figure is dominated by the noise figure of the first and eventually second stage. In
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Figure 2.16.: Tuning and matching steps. Le column, top: The impedance and reactance as
a function of the tuning capacitance CT at a Larmor frequency of fL = 500 MHz. Three plots are
displayed for three different inductances. Le column, bottom: The tuning capacity CT is optimal
when the resistance equals 50Ω. Middle columns top: Reactance as dependence of matching
capacitance CM. The values for L and CT are adopted from the le column. The matching is
optimal when the reactance vanishes. Right column: Impedance as a function of the frequency.
The curve is for a conductivity of L = 100 nH, CT = 34.4 pF, and CM =4.0 pF. The impedance Z at
the target frequency is fL = 500 MHz is Z = 50Ω.
low-noise amplifier (LNA) that acts as a pre-amplifier.
2.2.3.2. Multiresonance technology
In advanced NMR technologies, spectroscopists utilise the options to transmit and/or
receive on multiple channels with different frequencies to investigate the interplay of
heterogeneous nuclei. In the simplest experiment, the interaction of two nuclei is observed
which requires a double resonant circuit. The most important factor for successful multi-
nuclear NMR experiments is optimal decoupling of both channels. This can be achieved
in two ways: (i) a single coil circuit which achieves decoupling using discrete electronic
components (traps) or (ii) two single resonance circuits using geometrically decoupled
RF coils. Another type of channel is a lock-channel (most often using deuterium). This
channel is used to measure the frequency drift due to B0-field drift or is used as a feedback
signal in a control-loop. This is especially important for permanent magnet systems but
may also be useful for long-term measurements in superconducting magnets.
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2.2.3.3. Shielding
To achieve optimal SNR best possible prevention from coupling of external parasitic signal
sources to the RF circuit is essential. Unfortunately, there are many parasitic signal sources
in the RF regime from devices such as mobile phones, radio stations etc. Optimal shielding
of the signal lines from coil to the amplifier is compulsory. Especially the coupling of
parasitic sources to the LC resonator with its amplifying nature needs to be minimal. The
concept of Faraday’s cage has to be applied such that the resonator is decoupled from
the environment through ground planes in the vicinity. This can be achieved by having
the NMR experiment enclosed in a metal frame. The outer shield of the coaxial cable is
connected to the housing. It is worth mentioning that the housing forms a resonance
body and standing waves potentially establish if the required geometric conditions are
met. Multiple proper ground connection points are required to avoid standing waves.
2.2.4. Materials and shapes in NMR/MRI
Decent hardware for NMR/MRI applications requires the careful selection of correct ma-
terials. All matter interacts with the electromagnetic fields present in NMR applications
and only the knowledge of the fundamental physical concepts and consideration of all
potential interactions allows for sophisticated and successful hardware design. A brief
description of some of the most important aspects for material and shape selection is given
in the following section.
Magnetism in materials
Diamagnetism is a type of magnetism which exists in all materials. This type of magnetism
weakens the field inside thematerial and it is based on the opposingmagnetic field produced
by the orbital motions of the electrons. This can be understood as a result of the Lenz’s
law. In paramagnetic substances the diamagnetic effect is surpassed by the alignment
of the magnetic moment of unpaired electrons to the external field and thus enhancing
it. Ferromagnetic substances have, in addition to paramagnetism, the characteristic that
the magnetic moments exhibit mutual alignment. Magnetism in matter is a very active
research field an much more detailed information can be accessed in current literature [49].
The magnetic field inside the material can be calculated using the following relation:
B = µ0µrH = µ0(1 + χV )H (2.35)
Most importantly, the susceptibility for diamagnetic materials (χv < 0) and param-
agnetism (χv > 0) differs in the sign. The susceptibility for ferromagnetic materials is
positive, too, but not constant. An example which shows the field distortion created by
both types of materials is illustrated in figure 2.17. Platinum, a paramagnetic material
focuses the field inside the object which leads to field enhancement inside the material. The
opposite effect is visible in a diamagnetic material such as gold. A circular structure leads











































Figure 2.17.:Magnetism inmatter. (A) Typical hysteresis curve of a ferromagnet. (B)Magnification
to emphasize the larger slope of the B-H-curve which defines paramagnetism and smaller slope
for diamagnetism compared to the B-H-curve of vacuum. (C) Field distortion due to a param-
agnetic sphere. Themagnetic flux is focused inside the sphere. (D) In contrast to (C) magnetic
field displacement inside a diamagnetic sphere and the resulting field distortion in close vicinity.
(E) Decreasing the object features results in identical field distortions due to linear scaling of
electromagnetism. (C)-(D) are 2D FEM-simulations obtained with COMSOL.Scale bar: 2 mm.
occurs in MRI is the image distortion due to trapped air bubbles which is identifiable on
the characteristic dipolar appearance. Responsible for this distortion is the paramagnetism
of the contained oxygen in air.
The shape and strength of the magnetic field distortions are preserved under dilations
due to the scale invariance of electromagnetism. However, the resulting spatial field
gradients increase with decreasing feature size; a direct consequence of the fact that
smaller feature sizes contain higher spatial frequencies. An MR machine is equipped
with a shim system to compensate for field inhomogeneities. Generally, these are made
of a set of coils which can be described by an orthogonal set of spherical harmonics.
Naturally, the number of shim coils is constrained and compensable field gradients are
limited. Features that contain large spatial frequencies, e.g. small features or sharp edges
and corners cannot be compensated. Hence, we can derive two main rules to maintain an
acceptable B0-field homogeneity: Minimisation of large susceptibility differences between
the applied materials and the implementation of smooth features.
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Another important aspect in magnetic resonance technology and magnetism relates
to the occurring forces. In general, an object that exhibits a magnetic moment experi-
ences torque within a magnetic field and translational forces within a gradient field. An
expression for the torque of an object which is placed inside the scanner is given by the
following equation:
®τ = ®m × ®B0 (2.36)
For anisotropic magnetic materials or ferromagnetic materials it is easily understandable
that in general the magnetic moment ®m is not aligned with ®B0 which results in a torque.
For isotropic para- or diamagnetic materials the orientation of the induced magnetic
moment depends on B0, but also on the shape of the object. Analytical solution for the
demagnetization factors can be derived for ellipsoids and needle-like or disc-like structures
can be obtained as special cases [131]. However, this torque due to demagnetization factors
is normally for weak magnetisable objects very small and thus negligible. Important






The force vanishes if magnetization and the field vector are orthogonal or if the gradient
of the magnetic moment or the magnetic field vanishes. For standard MRI applications
this means that a translational force exists only at the fringe field of the bore, where a
spatial gradient of B0 is present. At the magnetic centre, B0 is highly homogenous and
due to vanishing spatial gradients forces disappear. Forces and torques play a crucial role
for MR safety reasons.
Conductive materials
In NMR technology electromagnetism is an immanent part, and the intelligent selection of
conductive materials is crucial to build successful hardware. The most important physical
principal to consider is the Faraday’s law of induction.∮
∂A(t)





· d ®A (2.38)
All three type of electromagnetic fields which are applied in NMR/MRI are sources
of electric vortex fields which lead to currents in conductive structures. According to
equation 2.38 any change of magnetic field through a certain area results in an electric
field along the boundary. Examples are the transportation through the fringe field of B0,
switching of the gradient fields and the alternating RF fields for excitation. Any type of
induction in implants are vastly considered adverse effects since the interaction leads to
effects such as forces, heating, image artefacts and signal distortions of the implants. In RF
engineering for NMR probes induction is also used beneficially. For example, the shielding
of the entire signal path, forms a so-called Faraday shield, which includes the RF coil
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Table 2.1.: Properties of typical materials used for probeheadmanufacturing: Magnetic suscepti-
bility χV , electric conductivity σ and dielectric permittivity ϵ
a.
Group Material χ [ppm] σ [S/m] ϵ[1]
Non-metallic
Air +0.36 [152] - 1.00059 [62]
Carbon fibres -1.3 to -10.1 [3] b 1300 [164] 6-28 [36] c
Fibreglass -3.1 [152] - 4.1 [138]
PLA -8.5 [152] < 2 · 10−19 [139] 2.5 [139]
PMMA -9.07 [152] 1·10−7 [81] 2.7 [81]
PTFE -10.2 [152] < 10−18 2.1 [81]
PUR -9.13 [152] 1·10−4 [81] 6 [81]
Water -9.05 [131] 5.5·10−6 [90] d 80 [30]
Metallic
Aluminium 20.7 [131] 35·106 -
Brasse -0.09 to -0.19 [33] 18.6·106 [81] f -
Copper -9.63 [131] 59.8·106 -
Nickel 600·106 [131] 14.6·106 -
Platinum 279 [131] 9.44·106 -
Stainless steel 3520 - 6700 [131] 1.4·106 [81] g -
a The list provides an approximate information for the order of magnitude and is not intended for
specific engineering calculations.
b Converted to volume susceptibility using ρ = 1.558 g/cm3
c ϵ depends strongly on the wt.% of carbon fibres and the thickness of the fibres.
d Measurement for ultra-pure water.
e Considering only brass alloys without iron content.
f C24000 Zn = 20%, Cu = 80 %
f Stainless Steel AISI 316
to ensure minimal noise contribution from external electromagnetic sources. Advanced
probeheads are completely shielded and properly grounded. A selection of materials and
their characteristics with respect to magnetism and conductivity is listed in table 2.1.
Besides the two important material properties regarding NMR interactions, electrical
conductivity and magnetic susceptibility, other material properties have to be considered,
too, dictated by the requirements of the desired application. Mechanical strength is
important for frame parts and the housing as well as for parts that are used for force or
torque transmission. Another important aspect is the machinability of selected materials.
Whereas metals most often have good machinability, this aspect is very important for
the selection of polymers, since not all polymers allow machining with acceptable results.
In recent years, research activities enabled many novel prototyping technologies such
as 3D printing, which offers new fabrication possibilities for various type of materials
such as polymers (ABS or PLA), metals or ceramics. Moreover, many 3D printing devices
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have become commercially available to attractive conditions which offers novel, flexible
and very fast fabrication possibilities. Further material parameters that may be crucial
dependent on the desired application are the thermal properties (thermal conductivity,
glass transition temperature), permeability to gases and fluids (e.g. in fluid channels) and
chemical properties. The latter point is also important with respect to background signals
in NMR. Many polymers contain hydrogen atoms which leads to strong background signal
from a substrate containing such polymers. Depending on the application this can be
acceptable. In imaging applications this point may not be so crucial due to short relaxation
times, however, for MAS application of solid-state materials a correct selection of materials
without background signal is crucial. It needs to be emphasized that there are no general
rules which materials can be accepted for a certain application regarding the background
signal. If possible, the selection of materials with no or low-proton content should be
preferred.
2.3. Image postprocessing
Nowadays, the dominant way of presenting, distributing and storing all kind of images is
done by digital encoding. One of the main advantages of digitizing images lies in the huge
capability of image manipulation after acquisition by means of mathematical concepts.
Indeed, digital image processing is a large research field with many areas of applications.
Within this section some fundamental basic concepts which are applied in this thesis are
presented.
2.3.1. Digital image representation
Digital images in the raster format, so called bitmap images, are matrices that contain the
information of the image represented as numerical values (binary) stored in the matrix
elements. An example of a digitized image is shown in figure 2.1810.
More precisely, any arbitrary digital image (2D) can be described by the matrixX. In this
equation the indices i, j,k denote the spatial dimensions such that for a 2D image k = 1 for
all values. The index l denotes a fourth dimension oftentimes used for encoding color. The
exponent n denotes the set of integer numbers the matrix elements can be populated with.
A very famous image format is a 24-bit encoded RGB image, then the index l ∈ {1, 2, 3} and
n = 8, that means the image has three color channels, whereby each channel is encoded
with 8 bit.
X = xi,j,k,l , xi,j,k,l ∈ {0, ..., 2n − 1} (2.39)
10This image shows an enhanced digital representation of the first known photograph made around 1826 by
Joseph Nicéphore Niépce. It is a heliographic image which shows parts of the buildings and countryside




Figure 2.18.:One of the first acquired photographs in digital representation in an 8-bit gray value
map. The larger the number the brighter the pixel representation.
Standard gray value magnitude-based MR images have obviously one colour channel
often encoded with 8 bit or 16 bit or, in other words, l = 1 . Advanced MR acquisition
techniques make use of the colour channel and encode more information there.
2.3.2. Segmentation by thresholding
Segmentation procedures are processes to define partitions in an image which can be
assigned to certain objects. Most often this partitioning process is conducted by binarisation
of the image such that the pixels of the background are set to zero (black) and the pixel
of the object are set to one (white) or vice versa. This procedure allows to isolate objects
from the background and to extract further information such as surface or volume area.
For 3D data it is possible to export volume models. A simple thresholding process for






1, if x rawi,j ≥ t for 0 ≤ t ≤ (2n − 1)
0, otherwise
(2.40)
In this definition t is the threshold parameter to control which pixels are assigned to
which partition. This approach becomes more comprehensible with the aid of a histogram
as shown in figure 2.19. Here, the binarisation result is shown for two different values
for the parameter t . The image, it shows a coin on a homogenous background, has a
bimodal intensity distribution, which in general allows to separate pixels by choosing t
such that the threshold coincides with the "valley" of the two peaks. The more the bimodal
configuration is pronounced, the less the binarised output is affected from varying t within
the valley. Stability of binarisation against threshold variation is an important aspect if
one uses this approach for further data analysis. In this example, we could calculate the
upper surface of the coin by counting all dark pixels if the corresponding area of one pixel
is known. In Figure 2.19 the relationship between varying t changes in the obtained result
are shown. In general, the variation of the binarisation result with varying t depends on
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Figure 2.19.:Segmentation using a constant thresholding parameter p for an imagewith bimodal
distribution. A) Theparameter t = 127 resulting in abinarisationwhere somepixels are erroneously
attributed to the background. B) Increasing the parameter t = 191 results in a slightly better
binarisation performance. Most pixels, however, are well bimodal distributed and the value of t
does not affect the binarisation result to much.
Figure 2.20.: Arbitrarily manual selected thresholds against the optimal threshold computed
using Otsusmethod. A) + C) Parameter selection of t = 75 (A) and t = 245 (C) result in binarisations
where the object is still recognizable, however, the segmentation result clearly varies. In A) parts
of the background are attributed to the web, vice versa in C). B) Segmentation result obtained by
using t = 123 computed using Otsus method (See also figure 2.21)
the characteristic intensity distribution of an image, and despite the manual selection of t
may be very straightforward, this procedure has some disadvantages:
• Bad repeatability
• Bad reproducibility
• No selection rules for unimodal distribution
Especially the last item is of great importance. For unimodal distributions there is no
simple strategy what threshold should be used. In figure 2.20 an image is displayed in
which the two cluster maxima are not clearly distinguishable.
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In such cases the results of binarisation depend strongly on the selected threshold t ,
which consequently yields large output variations as t varies. An important thresh-
old algorithm to compute a correct level also for unimodal distributions was presented
by Otsu in 1979 [113]. In brief, Otsu’s method is an optimization method which deter-
mines the optimal threshold parameter t by minimizing the intra-class variance or, al-
ternatively, maximising the inter-class variance. Here, intra-class variance means the
variance within one class and inter-class variance is the variance between classes. Bi-
narisation requires the splitting into two groups and the perfect value for threshold t is

























Figure 2.21.: Intra-class and inter-class variance
as a dependence on the selected threshold
value.
found when the intra-class variance is min-
imised. Otsu could show that minimising
the intra-class variance is equal to the max-
imising the inter-class variance. The prin-
ciple is highlighted in figure 2.21 in which
both curves, intra-class variance and inter-
class-variance are displayed as a function of
threshold. The mathematical descriptions
of Otsu’s method is described in the follow-
ing. Therefore, let’s consider a histogram
with grey values from x = 0,x = 1, ...x =
2n − 1. First, we assume the separation of
pixels into two classes C0(t) and C1(t) at
some threshold value t . Then P1(t) is the probability to find a pixel in class one and P2(t)
to find a pixel in class two. Furthermore, nx is the number of pixels with grey value x










px = 1 − P0(t) (2.41)
Hence, px = nx/N is the probability that a pixel has the grey value x . The mean grey






x · px =
0 · n0 + 1 · n1 + ... + t · nt
n0 + n1 + ... + nt
=
∑t
x=0 x · nx∑t
x=0 nx
(2.42)
In the same way the the average gray value of µ2 of class two is calculated. The average









x · nx (2.43)
From here on we can calculate the inter-class variance σ 2inter by the following equation:
σ 2inter = P1(t)(µ1 − µa)2 + P2(t)(µ2 − µa)2 (2.44)
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The intra-class variance then is given by:
σ 2intra = P1(t)σ 21 (t) + P2(t)σ 22 (t) (2.46)
Otsu showed in his publication that the optimal threshold is obtained by maximising
inter-class variance or, equivalently, minimising intra-class variance:
topt : max σ
2
inter (t) = min σ 2intra(t) (2.47)
The presented segmentation method is an integral part of the MR image analysis
process which is presented in chapter 7.1. If the acquired MR images are subjected to
post-processing operations, it is important to prepare the image acquisition to obtain
the best possible result to simplify the post-processing process. This can be done by
following the methods introduced in section 2.1.4, for example, providing images with a
homogenous background and a maximal contrast-to-noise-ratio (CNR) which simplifies
the segmentation process tremendously. Much more advanced segmentation processes
are required, if for example, the background is inhomogeneous or the CNR is low. This,
however, was not the case in this work, due to optimisation procedure presented in
section 7.1.2.1 and thus is beyond the scope of this thesis.
2.4. Fundamental methods of vibration analysis
Theoretical methods for the analysis of mechanical systems have been published in many
textbooks, hence, only a brief introduction to these methods that found application in
part I will be presented. One of the main questions in part I concerns the gradient-induced
vibration of systems that are embedded in viscoelastic materials. Therefore, the methods
to analyse a damped coupled resonator in time domain and the analysis of the image of
the Laplace transform are discussed.
2.4.1. Coupled resonator with 2 DOF
A simple coupled resonator with two masses can be modelled using the lumped parameter
model illustrated in figure 2.22. The correspondent mathematical model in time domain is









c1 + c2 −c2







k1 + k2 −k2










︸                                                                                                  ︷︷                                                                                                  ︸














Figure 2.22.: Lumpedmodel for a coupled resonator with themassesmi , the spring constantski ,
the damping constants ci , the external forces Fi and the deflection xi .
This is a typical eigenvalue problem, and solving the characteristic polynomial of the
homogenous differential equation without damping, such that c = 0 yields the two natural
frequencies (2 DOF). Taking the damping into account yields the resonance frequencies
at which maximum deflection will take place. However, we are more interested in the
transfer function of the system when a force is applied to the mass m1 or m2 and the
corresponding deflection x1 and x2 of these masses. Therefore, we can write the equations




+ (c1 + c2)s + (k1 + k2) −c2s − k2























︸                                        ︷︷                                        ︸
G(s)X(s) = F(s)
(2.50)









Figure 2.23.: The four possible transfer function
pathways for a two-mass system
system which are displayed in figure 2.23.
Since the matrix G(s) is symmetric, be-
causeG12 = G21, the transfer functionT12 =
T21. Furthermore, we can compute the re-
sponse of each output as a function of the
inputs. The four transfer functions are gov-
erned by the equations in 2.51. The solu-
tion from this general case allows straight-
forward simplifications for special cases,
as well as the analysis of specific physical systems. Of particular interest is the op-
tion to extract information of the vibrational amplitude of x2 through the readout of x1
while F2(s) = 0.
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This model, furthermore, allows to analyse the root loci in dependency of the spring,
damping and mass elements.
2.4.2. Basic formulae for torsion
Gradient induced vibration is an effect which bases on the torque product during an MR
investigation. A collection of fundamental formulae and concepts will be presented which
find application in the experimental setup. This includes especially some fundamentals of
rotational mechanics.
x = 0 x = l
φ
MT
(a) Angular spring: The Angular deflection of a









(b) Angular mass: In rotational mechanics the mo-
ment of inertia is the equivalent to the mass in
translational mechanics.
Figure 2.24.: The equations for rotational mechanics are equal to translational mechanics. The
moment of inertia or angular mass is equivalent to the mass and the torsion constant to the
spring constant in translational mechanics.
Gradient induced mechanical vibrations are modelled using the laws of rotational
dynamics. Fundamentally, the equations of dynamics are equivalent to the previous
section, the only difference is in the physical quantities. To analyse gradient-induced
vibrations, we are interested in the angular deflection of an object which is governed by
the following equation of motion:
I Üφ + Γ Ûφ + µφ = τ (t) (2.52)
Here I denotes the moment of inertia, Γ the rotational friction, µ is the torsion constant
and τ (t) is the time depended applied torque and this equation represents a system with 1
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DOF. By replacing the quantities of equation 2.48 with the analogous rotational quantities
we obtain the dynamics for the rotational harmonic oscillator. The torsion constant
represents a rotational spring, for example, a twisted beam. The static angular deflection φ









Here, G denotes the shear modulus and thus a material parameter and Ip denotes the
second moment of area or more specifically the polar moment of inertia for a circular
beam when twisted around its axis (see figure 2.24a). Rearranging this equation allows to








This equation can be used as a guideline to find a beam that fulfills the requirements for
a certain torsional stiffness.
The moment of inertia is equivalent to the mass in translational mechanics. Here, the
configuration which is displayed in figure 2.24b will be analysed. In this situation the
total moment of inertia Itot is a sum of the individual moment of inertias of the beam, the
object 1O1, a cuboid, and the object 2O2 a disc. If the beam is thin its moment of inertia is
small compare to the one ofO1 andO2, it can be neglected and the total moment of inertia
is governed by:










Here IO1 is the moment of inertia for a cuboid which is rotated around the x-Axis and
the rotational axis coincides the center of gravity (COG) of O1. Since the rotational axis
does not coincide with the COG of the disc O2, the moment of inertia is composed of two
parts:












The second addend is obtained by multiplying the mass by the square of the distance
between COG and the rotational axis. This is on the basis of the parallel axis theorem or



















If more objects are mounted onto the cuboidO1 the total moment of inertia is increased
and the computation is straightforward by adding the additional terms.
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2.4.3. Beam theory
In this section the fundamentals for simple beams (Euler-Bernoulli-beam) are detailed. Of
particular interest is the impact of the boundary conditions on the eigenfrequencies and
the vibration modes. In the figure 2.25 three boundary conditions of particular interest for




(a) fixed - free (b) simply-support - free (c) spring - free
Figure 2.25.: Three different boundary conditions for beamanalysis. The conditions in (a) and (b)
are called the classical boundary conditions treated in many textbooks. The boundary condition
in (c) is a non-classical boundary condition with the spring constantkS . These examples are not
considering gravitational load such that (b) under the absence of external forces is horizontal.
In the following text these boundary conditions are referred to as "fix-free" (a), "simply-
free" (b) and "spring-free" (c). To compute the eigenfrequencies and modes of a beam we
start with the partial differential equation for the Euler-Bernoulli-beam with the time- and









A general solution that satisfies equation 2.58 is given by:
wk(x , t) =Wk(x)eiωk t











To compute the coefficients A - D, we have to solve the eigenvalue problem forWk(x)
which depends on the boundary conditions of the beam. The most general form of the
linear systems of equations are shown in equation 2.61.
11In the Euler-Bernoulli beam theory, in contrast to the Timoshenko beam theory, the effect of shear
deformation is neglected. This yields a higher stiffness of the modelled beams. For long and thin beams,
however, the aspect ratio of length to thickness is large enough to neglect this effect.
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Wk(x) = a1 cosκx + a2 sinκx + a3 coshκx + a4 sinhκx = w(x)
W I
k
(x) = −κa1 sinκx + κa2 cosκx + κa3 sinhκx + κa4 coshκx = φ(x)
W I I
k
(x) = −κ2a1 cosκx − κ2a2 sinκx + κ2a3 coshκx + κ2a4 sinhκx = M(x)
W I I I
k
(x) = κ3a1 sinκx − κ3a2 cosκx + κ3a3 sinhκx + κ3a4 coshκx = Q(x)
(2.61)
Here w(x) denotes the deflection of the neutral axis, φ(x) the angle, M(x) the torque
and Q(x) the force at position x. The four boundary conditions for the "fix-free" beam
(figure 2.25a) arew(0) = 0, φ(0) = 0,M(l) = 0, Q(l) = 0, which results in the homogenous
system using λ = κl :

1 0 1 0
0 1 0 1
− cos λ − sin λ cosh λ sinh λ
sin λ − cos λ sinh λ cosh λ










The eigenvalues are the solutions of this characteristic equation:
det(A) = 1 + cos λ cosh λ = 0 (2.63)
The solution set for which all λi solve this equation gives the eigenfrequencies ωi of the







, λ1,2,3 = {1.876, 4.694, 7.855, 10.996} (2.64)
The boundary conditions of the "simply-free" beam are given by w(0) = 0, M(0) =
0,M(l) = 0, Q(l) = 0 which yields the following systems of equations:

1 0 1 0
−1 0 1 0
− cos λ − sin λ cosh λ sinh λ









From this one obtains the characteristic equations with:
det(A) = tan λi − tanh λi = 0→ λ1,2,3 = {0, 3.927, 7.068, 10.210} (2.66)
The fundamental frequency of the "simply-free" beam is zero or, in other words, vanishes.
This is due to the fact that there is no bearing which can support the moment. In the same
way, the beam will just fall down if gravity acts. So the fundamental mode cannot exist.
Three of the four boundary conditions are identical in all three cases. These are the two
boundary conditions for the free end: M(l) = 0, Q(l) = 0. Furthermore, in all three cases
the deflection of the beam at x = 0 equals zero:w(0) = 0. The third boundary condition in
the "spring-free" configuration, represents the transition region which allows to derive the
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104 AB = 0.0625 mm
2
kB = 1.872 mNm
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Eigenvalues for  λi 
ECu = 115 GPa
lB = 20 mm
Figure 2.26.: Characterisitcs of a spring-free beam. Le: Dependence of the eigenvalues λi on
the spring constant of the spring support. Middle: Mode shapes of a 3D beam with quadratic
cross section area (only vibrations in vertical directions) up to the 4th order. Right: Comparison
of values obtain from analytical calculations and 2D and 3D FEM-simualtion
"fixed-free" for the limits of kS →∞ or "simply-free" configuration for kS → 0. This can
be analysed by writing down the systems of equation with the boundary conditionM(0) =
ksφ(x):

1 0 1 0
−κ2 0 κ2 0
− cos λ − sin λ cosh λ sinh λ
















The left side of this inhomogenous equation system is the homogenous part and equals
to equation 2.62. In contrast to thath induced the spring constant ks the inhomogenous
part on the right side. We can analyse the second row of this matrix which can be rewritten
as:
− a1 + a3 = ks(a2 + a4) (2.68)
From this equation we can derive for the limit of ks → 0 that −a1 + a3 = 0, which
corresponds to the "simply-free" condition in equation 2.65, whereas by dividing equa-
tion 2.68 by kS (kS , 0) we obtain for the limit of ks →∞ the result a2 + a4 = 0 which is
the condition in equation 2.62.
The general solution to this equation was published by K. R. Chun in 1972 [24]. The





This definition allows to write the characteristic solution by Chung as the ratio of the







cos λi cosh λi
+ 1
)
= tan(λi) − tanh λi (2.70)
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ForkS → 0, which is the condition of the "simply-free" case, this equation becomes tan λi−
tanh λi = 0 which corresponds to equation 2.66. At the other limit for kS →∞, dividing
by kS results in 1/cos λi cosh λi + 1 = 0→ 1 + cos λi cosh λi = 0 which is the solution for the
"fix-free" beam in equation 2.63.
The transition between "simply-free" and "fixed-free" is visualized by plotting the solu-
tion of equation 2.70 as a function of kS/kB which is displayed in figure 2.26.
This analysis demonstrates, that variations of the spring constant of the support kS will
change the measured resonance frequencies of the beam in those cases, in which both
spring constants, kS and kB have similar values.
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3 | State-of-the-art: MR safety
Part I of this thesis encompasses the development and application of an MR probe to
explore effects of gradient-induced MR vibrations. The goal is to derive guidelines for
practical implementation to prevent vibration-based incidents. Gradient-induced vibration
is a particular phenomenon which belongs to the group of forces within all potential
hazards. All potential hazards and the fundamental entities of implants and MR unit are
illustrated in figure 3.1.
Prior to the engineering work, a comprehensive and systematic literature review was
conducted to investigate the current state-the-art of MR safety of neural implants. An
additional focus was set on the historical development of MRI and implants, illustrated at
the example of Cochlear implants (CI) and Deep brain stimulation devices. This work was
published under the title "Should patients with brain implants undergo MRI" in the Journal
of neural engineering in 2018[EF01]1. On the basis of this published work, an introduction to
the state-of-the-art knowledge of MR safety will be given within this chapter. In contrast
to the published article, the focus in this monograph is laid on the physical background of
the interactions and the developed technical specifications and standards. Starting from a
general overview of MR related hazards, the last section details the current state-of-the-art
of gradient-induced vibrations. It is described why there is, as of today, a lack of resilient
data which highlights the imperative for the research presented in the subsequent chapters.
3.1. Types of MR interactions and hazards
3.1.1. Overview of interactions and hazards
MR interaction means the interplay of the electromagnetic fields of the MR scanner with
an external object, for example an implant of a patient. Mostly, these interactions cause
undesired side effects constituting a health risk to the patient. A first step to prevent
the patient from these adverse events during an MR procedure is to understand the es-
sential causes by finding a scheme that facilitates a general overview. All types of MR
interactions can be attributed to two underlying physical phenomenon, magnetization and
1This work was conducted together with the group of Prof. Thomas Stieglitz and Prof. Ulrike Wallrabe
both at IMTEK, University of Freiburg and Prof. Jürgen Hennig, Department of Radiology, Medical
Center University of Freiburg.
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Figure 3.1.: Visualization of the electromagnetic fields of theMRunit, themost important implant
characteristics (magnetic susceptibility and electric conductivity) and the interaction between
the respective entities which leads to the four groups of hazards. (Adapted from[EF01]).
electromagnetic induction. Using this statement as a guide, we can derive that a material,
for example PMMA, which is "not" magnetisable and not conductive, is not prone to MR
interactions. Unfortunately, the functional part of many implants requires a certain level
of conductance for electrical signalling. In some cases even magnetization is mandatory,
for example the permanent magnet in most cochlear implants. Moreover, it is not possible
to have materials that are "not" magnetisable, only less magnetisable, since all materials
exhibit at least diamagnetic behaviour. Additionally, MR safety is only one of the many
other aspects to consider when conducting the implant design. Most often it is inevitable
to select certain metals as material of choice. These restrictions lead to the questions if it
is most advantageous to group all MR related interactions due to their underlying physical
phenomenon magnetism and induction? A more intuitive approach, also for physicians
and radiologists, is the viewpoint from the side of resulting hazards, for example MR
artifacts. MR image distortions, can have different causes, such as susceptibility induced
artefacts and induction-based artifacts. Hence, the underlying physical phenomenon alone
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Table 3.1.: A collection of studies grouped by the four main categories with respect to the hazard.
Each study is labelled with the underlying physical phenomenon.
Hazard Incident Phenomenon
Force Dislocation of implant [77,61] Magnetism
MR induced torque and demagnetization [43] Magnetism
Forces on metallic heart valves [25] Induction
Torsional moment of metallic parts [54] Induction
Induced voltage ECG artifacts [162] Induction
Inhibition of pacemaker [99] Induction
Unexpected asystole with modern pacemaker [51] Induction
Wrong detection of ventricular fibrillation [100] Induction
Heating Heating of small implants [29] Induction
Permanent neurological deficit [64] Induction
Heating by gradient switching [55] Induction
In vivo heating of pacemaker leads [91] Induction
Artifacts Hair gel artifacts [103] Magnetism
MRI with CI: Image quality [22,92] Magnetism
Quantification of susceptibility artifacts [98] Magnetism
Nonsusceptibility artifacts of metals [21] Induction
is not a good criterion, and it is beneficiary to sort all types of possible incidents into four
categories distinguished by the hazard: Force, induced voltage, heating and MR artifacts.
In table 3.1 a sorted collection of various studies to specific MR hazards and interactions is
presented. All hazardous events fit in this scheme and all publications can be classified
according to this scheme whereby each publication is dealing with one or more of the four
type of hazards.
The connection between electromagnetic fields, the implant, the underlying physical
phenomenon and the hazards is visualised in figure 3.2. On that basis, a fundamental
introduction will be given to the individual hazards and the physics behind the phenomena.
In the further context I will discuss the interaction between the electromagnetic fields
and implants, without specifying any type of implant. The explanations are valid for any
type of foreign objects, from advanced active implants to passive objects such as metal
splinters.
3.1.2. Force
All types of interactions which lead tomotion between implant and tissue are direct hazards
for the patient with the potential of severe injuries. Mostly the reason is the delocalisation
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σ = Conductivity [S/m]
χ = Magnetic susceptibility 
Figure 3.2.: The connection of induction andmagnetism with the corresponding hazards. All
three electromagnetic fields are time dependent. For B1 and the gradient fieldGi this is obvious,
for B0 this is true in the frame of reference of the patient during patient transport. Hence, all
three fields are source of induction. Considerable interactions based onmagnetism however are
only due to the strong B0.
of an implant which may result in tissue inflammation or rupture. Furthermore, the
functionality of the implant may be impaired or completely lost due to mechanical defects
or displacement of active sites (electrode-tissue interface). Forces that act on certain
structural components of the implant are the reason for this displacement. Different
types of these forces will be presented in the following text. Therefore, some important
formulae are presented to explain fundamental aspects of the interaction with forces.
For full derivations I want to refer to the excellent textbook of J.D. Jackson [70] and for
more general formulae with respect to magnetisation based forces in MRI to the excellent
publication from J. Schenck [132]. In general, forces occur if an implant is surrounded by an
external magnetic field and any component of the implant exhibits a magnetic moment ®m.
There are two sources for a magnetic moment, (i) magnetisation and (ii) circular currents.
For isotropic para- or diamagnetic materials (no hysteresis) the magnetic moment ®m, as a














This formula is valid formaterials with susceptibility
χ  ≪ 1. For paramagneticmaterials
with χ > 0 the magnetic moment ®m scales linear to B0 as well as for diamagnetic materials
with χ < 0. In general, the direction of magnetization ®m in any object is dependent on
the shape. In addition to shape dependency, for anisotropic or ferromagnetic materials
the orientation of the magnetic moment depends on the microscopic structure and/or
pre-magnetisation, which is an important aspect when discussing torque. The magnetic
moment created by circular current is given by:
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®r × ®j(r ) dV (3.2)
For a circular current loop with current I this simplifies to ®m = I · A, and the magnetic
moment is proportional to the current and the corresponding enclosed surface. Most often
in MRI the circular current is produced through induction, so called eddy-currents. The






Here h denotes the height or thickness of the disc, and r the radius. The change of
magnetic field through the cross section of the disc is the source of the magnetic moment
which is time dependent. An alternating magnetic field produces an electric vortex field
which, in a conductive disc, results in an eddy current that creates a magnetic moment.
All three electromagnetic fields of an MR unit are sources for this magnetic moment along
with their characteristic time scales. The B0-field is the source of very low frequent or
quasi-static eddy currents during patient transportation, the gradient fields produce eddy
currents during gradient switching in the Hz - kHz range and the B1-field produces eddy
currents in the RF range.
As introduced in chapter 2.2.4, any magnetic moment is a source of a linear force inside
a gradient field and a source of torque if the directions of ®m and B0 are not parallel. How-
ever, especially for weak magnetic objects with an arbitrary shape, where the induced
magnetic moment is due to the external magnetic field, the computation of the dipole
moment is a cumbersome process. The demagnetization factors can be computed on
the basis of ellipsoids and results for needle-like, sphere and disc-like structures are pre-
sented by Schenck [132]. To discuss magnetization based force and torques, the equations
for weak magnetic materials are adopted from Schenck [132] and modified for disc-like
structures and presented in table 3.2. All equations, without exception, depend on the
scalar and/or cross product, which means that the orientation of the implant with respect
to the electromagnetic fields is crucial. The absence of an interaction does not indicate
that there is not interaction. Based on these equations one can estimate in which cases
the force and torque are at a maximum or vanish completely. There is no linear force
at the isocenter since the gradient ∇®B0 vanishes. This is true for all objects including
ferromagnetic materials. The linear force for weak magnetic materials is at a maximum
in the fringe field at the point where the product of gradient and field strength is at a
maximum. The reduced fringe field of shielded magnets have stronger gradients, because
the distance from earth field to B0 is reduced, hence, the expected forces are larger. The
linear force due to induction from B0 depends on the transportation velocity. This force
vanishes if the surface is parallel to the gradient of B0 because then follows ®n · ∇ ®B0 = 0.
The torque due to magnetism is for weak magnetic materials usually negligible because
2for derivation see appendix A.1
49
3. State-of-the-art: MR safety
Table3.2.:Acollectionof equationswhichdescribe thepotential forcesof andisc-shaped implant
due to the electromagnetic fields in anMRImachine. The parameterCI = −18πσtr 4 is introduced
for better overview. The vector ®n denotes the normal vector of the surface of the implant andvT
means transportation velocity from outside to the isocenter.
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the square of the susceptibility for materials with
χ  ≪ 1 becomes very small. On the
other hand, considerable torque may occur during the transportation of an implant with
high conductivity towards the isocenter. Normally, this torque will be largest when a
disc-like structure is inlined by 45° with respect to B0 because then (®n · ∇ ®B0) × B0 will be
at a maximum. This is also true for gradient-induced vibration which are at maximum if
(®n · Û®Gi) × ®B0 is largest. Gradient-induced vibrations of a disc structure vanish completely if
(i) the normal of the disc is orthogonal to the gradients (®n · Û®Gi = 0) or (ii)the normal of
the disc is parallel to B0 (®n × B0 = 0). The torque through induction by B1 is non-zero,
however, in reality there is effectively no resulting motion at the corresponding frequen-
cies because of the large inertia. Very small objects, on the other hand, may very well
resonate at the corresponding frequencies which is even used for NMR signal detection [129].
Among the common commercial implants, forces are most problematic for Cochlear
implants (CI). Most of these implants have a subcutaneous magnet which enables the
correct alignment and attachment of the external transmitter. Large torques and forces
which lead to dislocation and rupture are reported in the literature [43,61]. Another aspect
which plays a role for CI is the demagnetization of the internal magnet which requires
replacement and thus surgery [147,73]3. Clearly, the majority of hazards due to interactions
with the Cochlear implant are based on magnetism. An example for induction based
hazards are the interactions of metallic heart valves with the electromagnetic fields leading
to impaired cardiac output [25,34]. A more detailed analysis to gradient-induced vibrations
will be presented in section 3.3.
3Every surgery bears a risk for the patient in form of infection, adverse effects of anaesthesia etc. As such,
surgery to relocate an implant is an indirect hazard for the patient, which follows as a consequence of
adverse MR interactions.
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With the support of table 3.2 one can derive some guidelines to avoid or minimise forces
and torques in MRI. Clearly, using weak magnetic materials is a method of choice when
possible. In order to avoid forces due to induction one can, from the viewpoint of an
external object, reduce the areaA as much as possible, because forces scale with the power
of four with respect to the radius r and linear with the thickness t . Another option is to
use materials with lower conductivity. From MR side, all actions that reduce the slew rate
(or as such the Larmor frequency ωL) of any field changes, help to minimize the amplitude
of forces.
3.1.3. Induced voltage
Induced voltage is a group of hazards which manifest in different ways. These voltages
can lead to direct severe injuries or delayed negative effects due to reduced diagnostic
values. All interactions that lead to a voltage between different locations of an implant
can be grouped as hazards of induced voltage. In general, active implants are build for
recording and/or stimulation by means of interfacing electrodes to various type of excitable






















Figure 3.3.: Principle of induced voltage: The
rate of change of magnetic flux through the area
A embraced by the electric line creates a voltage
UAB between the points A and B.
electrical interfacing to external devices
for power supply and signal transfer. If
implants are inside the MRI, the hazard
of induced voltages is the interference
of the functional voltage-based signalling
with extrinsic voltages formed by induction
through the electromagnetic fields of the
MRI. These extrinsic voltages lead to signal
corruption in recording devices and to un-
desired excitation in stimulation devices. A
general schematic of this phenomenon is
illustraed in figure 3.3. The induced voltage
depends on the enclosed area of a conduc-
tor and the rate of change of the magnetic
field. Similar to the forces, the source of magnetic field change can be the switching of
the gradient fields, B1 or the fringe field of B0 during patient transportation. To analyse
the fundamental phenomenon, we evaluate the principle using a simple voltage source
with internal resistance as shown in figure 3.4. Under the assumption the electric line









On the basis of figure 3.3 it is deducible that minimizing the enclosed area is an important
option to minimise the induced voltage. Another option will be discussed with the aid of
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figure 3.4. In this figure, both configurations are visualised, for stimulation and recording
electrodes respectively. Induced voltage is equivalent as having an additional voltage
source in the electrical feed line. In the ideal case this line has no internal resistance and























Figure 3.4.: Equivalent circuit for stimulation
and recording configuration of an electrode.
output equals the voltage at the active site
which allows perfect control. For recording
devices, the voltage from the tissue at B is
measured without distortion at A. Due to
MR interactions, however, there is an addi-
tional voltageUAB which may create such a
high voltage level at point B that undesired
stimulation occurs. The similar situation
exists for recording electrodes where the in-
duced voltageUBA creates a detectable volt-
age levelUA, but there is no neuronal signal
sinceUB = 0. One option is to use a device
that disconnects the parasitic source Uind
from the conductor, such that UAB → 0. One option is a bandpass filter, such that Uind
is blocked and USiд can pass. This requires, however, that the induced voltage has an-
other frequency band than the signal. This is the method of choice for high-frequency,
B1-induced voltages. Gradient-induced voltages, however, are in the same frequency
range than brain signals such that other techniques have to be applied. Pacemakers are
most prone to induction-based interactions with severe hazards for the patient in form of
erroneous stimulation. Fast movement into the MR may cause pacemaker inhibition [51,99].
The situation for patients with implantable defibrillator is similar and erroneous sensing
of cardiac rhythm [100] may lead to fatal reactions of the device. Research is conducted, on
how to remove interfering gradient-induced signals and to restore the original uncorrupted
signals [162].
3.1.4. Heating
Heating is a direct hazard which may lead to immediate and serious injuries to the patient
during an MR procedure. Tissue which is exposed to temperatures above 44 °C degenerates
due to disintegration of proteins. Whereas in most parts of the body there are receptors
that are sensitive for temperature and enable thermoreception, these receptors are not
present in the brain. Consequently, humans do not feel pain in case of excessive heating
inside the brain which, in worst case situations, may lead to permanent neurological
deficits as previously shown [64]. But there are also reports of other accidents related to
MR heating such as excessive heating due to clothes containing metallic microfibres [119]
or identification bracelets [71] and more often burns due to ECG electrodes [32]. Heating
is probably the hazard with the most complex physical background. From all the elec-
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tromagnetic fields in MRI the most contributing one to heating is B1. The complexity of
this type of interaction lies (i) in the interaction with different types of materials, (ii) in
many situations the wavelength is not negligible. In case of RF heating a certain amount
of the transmission power dissipates in tissue or the implant leading to a temperature
increase. The amount of absorbed power per mass is called the specific absorption rate
(SAR). A widely used formula for SAR is given by equation 3.5 [117,115] where E is the peak
magnitude of the electric field.
SAR =
σ | ®E |2
2ρ
(3.5)
This formula is valid under the assumption that σ/ωϵ ≪ 1 as well as σ/ωϵ ≫ 1 [101] where
ϵ is the permittivity. In other words, the formula holds for low-loss dielectric materials
when displacement currents are dominant as well as for highly conductive materials
when conduction currents are dominant. For some tissues, however, the magnitude for
displacement currents is in the same range than for conduction currents [44,45,46] such that
σ/ωϵ ≈ 1, which requires a more general formula to calculate SAR. A derivation of this
calculation was published by Hampe in 2015 [101]. Of great importance in equation 3.5 is
the fact that the electric field is the source of heating and not the magnetic field4. This
is the reason why there is a large focus in RF coil development on reducing the electric
fields. In fact, there are two electric fields produced by an RF coil [154]: (i) A conservative
electric field Ec which drives the current through the coil and (ii) a non-conservative field
Ei produced by the alternating B1 field. The total electric field in a sample is given by the
sum of both fields Et = Ec + Ei , hence RF coil designer strive to reduce Et . However, Et
can only be reduced by reducing Ec since Ei is inherent due to Faraday’s law of induction.
Fortunately, Ec is dominant for the power loss in samples and the reduction of Ec can
tremendously decrease heating inside the sample [116].
Since the human body consist to a high percentage of water it is prone to heating due to
alternating electric fields. Unfortunately, the interaction of (conductive) implants with
the present electromagnetic fields are diverse and a general formulation is not possible.
Three types of heating in connection with implants are discussed in the following. One
type of heating is based on induced eddy currents which heats the implant directly. The
alternating B1 field creates an electric vortex field which inside a conductive object leads to
eddy currents. However, in the two-digit or three-digit MHz regime the calculation of the
dissipated power which depends on the amplitude of the induced current becomes more
complex. This is due to frequency-dependent skin effect which increases the effective
resistance as well as the decrease of effective current due to inductance. A more important
effect with respect to long wires are scattered electric fields. Hereby, surface currents are
induced into the wire by the RF magnetic fields yielding a scattered electric field with
greatest intensity at the tip of the wire [158,118]. Based on this principle, large local electric
4One reason is that the electric dipole moment of molecules is much bigger than the magnetic dipole
moment, especially for water, and thus the coupling to the electric field is dominant.
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fields resonating at RF frequency lead to strong heating of tissue in direct vicinity to the
electrode. This effect becomes even more crucial when the wavelength λ of the RF fields
are in the same range as the wire length (1/2λ, λ, 3/2λ, etc.). Such an example is provided
by an experimental result: For identical configurations but various length of the wire, the
temperature increased from 37 °C (45 cm) to 72 °C (85 cm) [80]. Of great importance is the
consideration of the reduced wavelength of most soft tissues due to their permittivity ϵ .
This reduced wavelength λtissue is given by equation 3.6
[130]. The range of ϵ of tissues
between 10 - 1000 MHz is from 10 up to 400 [10]. As an example, taking a value of ϵ = 225
in a 3 T scanner such that λvacuum = c/128 MHz = 2.34 m results in a reduced wavelength
of λtissue = 2.34 m/√225 = 0.16 m. Many implants have components with dimension in this





It is important for accurate RF heating models, to take into account the aspect of heat
transfer inside the body. In many publication this is done on the basis of the bioheat
transfer equation [108]. This equation takes into account the heat capacity of tissue and
the density as well as heat transfer based on thermal conductivity and blood transfer.
An extensive literature review and evaluation of taking these effects into account was
conducted by Foster et al. with the conclusion that especially thze effect of blood flow
variation is mostly unexplored [42].
How do MR sequence parameters and the magnitude of B0 influence SAR? A simplified
formula for SAR provides insight into the consequences of varying image sequence pa-
rameters and B0 strength. Equation 3.5 can be rewritten in the following way (adopted
from the book "From picture to proton, ch. 10.2 [104]):
SAR =












Based on this equation we can derive some factors that influence SAR. Reducing the
volume size (here the radius r ) lowers SAR. Furthermore, SAR scales quadratically with
the Larmor frequency fL, hence increasing B0 increases SAR quadratically. The same
quadratic dependence holds for B1. D is the duty cycle, which means the fraction of time of
one repetition cycleTR for which RF is present. Hence, increasingTR lowers SAR, whereas
the number N of excitations per cycle increases SAR.
3.1.5. MR artifacts
The fourth hazard, MRI Artifacts, is based on all interactions that lead to distortions and
obscuration of the final MR image. The hazard for the patient is of indirect nature resulting
from impaired diagnostics which may lead to suboptimal treatment [4]. There are two main
reasons for MR artifacts: (i) Susceptibility based artifacts which arise from distortions of
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B0 due to magnetism of the implant
[150] and (ii) induction based artifacts which arise from
interactions with the gradient fields Gi
[125] or the RF-field B1
[21]. Apart from artifacts
which are induced by foreign object, there exist various artifacts with manifold reasons
such as chemical shift artifacts, partial volume artifacts or distortions as a result of signal
processing such as truncation artifacts and ghost artifacts (aliasing) [15]. Within this section



























Figure 3.5.: Signal behaviour of different voxel in close and distant vicinity of a cirular, dia-
magnetic object (see figure 2.17). The zeroth-order leads to a signal shi since all spins rotate
homogeneously at a different frequency, the first order leads to faster signal decay.
Susceptibility artifacts are common for a wide range of implants especially for CI with
a permanent magnet around. The fundamental principle will be discussed with the aid
of the illustration in figure 3.5. The spins in a voxel have a Larmor frequency according
to the local magnetic field. The computation for image reconstruction is based on the
assumption of a homogenous field, hence, spins which rotate with an offset frequency due
to local field inhomogeneities lead to signal errors. In MRI, the sum of all spins within a
single voxel contribute to the signal intensity of this voxel. If a voxel is undisturbed, such
as voxel A in figure figure 3.5, then the signal will be correctly attributed to corresponding
voxel of the image. Field distortions with arbitrary field configurations lead to two effects:
Wrong mapping of signals and fading of signal. As an example, we investigate voxel B
along the central x-axis in which an object induces a local field gradient with a quadratic
decay.
To analyse the effect of the resulting signal one can decompose this signal in its poly-
nomial basis. Since in this voxel Blocal > B0, there is a constant offset, or the zeroth order
is not vanishing. This yields a frequency shift and the signal will be, in the final image,
assigned to a different wrong voxel. In this wrong voxel the actual and additional erroneous
signal will be superimposed, whereas the signal there is no signal in the actual voxel.
This type of artifact is called hypo-intense (less signal) and hyper-intense (more signal)
signal distortion. The first order distortion leads to the effect that the spins within the
voxel experience a faster decoherence and the signal decays faster (T2* decay). Higher
orders can be analysed equivalently and the underlying principle is equivalent to the field
distortions that are corrected by shimming [23]. The distortion of the final MR image due
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to susceptibility artifacts depends strongly on the sequence parameter. For example, SE
sequences are a remedy against rapid T2* decay, but they do not work against constant
frequency offset. The difference ∆Bmax − ∆Bmin as well as the offset Bmax − B0 of a voxel
can also be interpreted as a certain bandwidth and frequency offset per voxel. Setting
the excitation bandwidth and receiving bandwidth accordingly can help to reduce the
susceptibility based artifacts. More detailed analytical solutions, with a detailed analysis




Figure 3.6.: Principle of RF induction
artifacts: The alternatingB1 introduces
alternating eddy currents in a conduc-
tive disc which result in counter field
Bind. The resulting magnetic field is a
superposition of both fields which at-
tenuates the actual B1 along the nor-
mal vector of the disc and enhances
this at the outer rims of the disc.
The second type of artifacts is due to B1 field in-
teractions and occurs when conductive objects are
placed inside the B1 field
[21]. As illustrated in fig-
ure 3.6 induced eddy currents establish a secondary
magnetic field which is opposing the actual B1 field.
It becomes conceivable from this illustration that
the actual magnetic RF field is attenuated in front
and rear side of the disc and amplified at the outer
rims. This has two effects: (i) A heterogeneous RF
field results in a heterogenous FA which adversely
affects all sequences which rely on a homogenous
FA (such as SE sequences) and (ii) due to the princi-
ple of reciprocity [67] the sensitivity increases at the
outer rims and decreases at the surface of the disc. In
many cases this effect lead to typical artifacts where
hypo-signals appear at orthogonal to the surface of
the disc and hyper-intense signals at the outer rims5.
From another viewpoint this effect could be seen as
refocusing the magnetic flux and clever design of the metallic object allows to focus the
B1 field and to increase SNR. These "magnetic lenses" are known as Lenz lenses
[142].
For implants with ferromagnetic materials such as the CI the susceptibility effect is
dominant by far [128,92,26,151,22,150]. For weak magnetic, but highly conductive materials the
effect of RF induction is dominant [21]. It is recommended for the correct analysis of artefacts
from materials with larger magnetic susceptibility and conductivity, for example platinum,
to clearly distinct both effects by the acquisition of a B0 map which measures the offset
frequency of a voxel. Hence, the B0 map measures only the effects of B0 field distortions.
For the analysis of inductive artifacts, the acquisition of a B1 map is recommended.
5Generally, the resulting artifact depends, of course, on the local FA and saturation. Hence, by varying TR,
TE and FA, also the outer rims can become dark and the region at the surface can become bright.
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3.2. Development of MR safety concepts, technical
specifications and standards
A short historical overview will be detailed and table 3.3 provides a visual guide. For a long
time, the development of MR hardware and implant hardware was completely independent.
As a matter of fact, the research of recording the activity from neural or muscle cells goes
back until the early 1930’s [48]. Studies for interfacing the brain in living animals did appear
approximately 20 years later [144]. First devices, specifically designed for pacemaking, were
presented in the early 1930’s and first attempts using completely implantable devices
were presented in 1958 [153]. At around the same time, first publications reported on the
successful stimulation of the auditory nerve [107]. In contrast, the first NMR spectrum
was published in 1946 [123,17] and it took more than 25 years until 1973 when the first MR
images were published [87]. From there on, it went very fast: The first commercial MR
scanner became available only 10 years later [124] and at around the same time the first FDA-
approved CI implant was presented [161]. Also in the early 1980’s the ability of suppressing
tremor by DBS stimulation was shown [19]. At this time, it got obvious that MRI is becoming
the modality of choice for soft tissue contrast and it will be inevitable to makeMRI available
for implant carriers. Consequently, first tests for MR-implant interactions were already
conducted even before the first commercial scanner was available [29]. The independent
development of implants and MRI lead to two major issues with respect to MR safety of
implants: (i) Design freedom of (active) implants is already very restrictive due to stringent
requirements of biocompatibility, longevity and functionality. In addition, the fact that
the functionality of all active implants (pacemaker, CI, DBS, etc.) is based on electrical
signalling makes it no surprise that the independent development resulted in incompatible
techniques. (ii) When it was recognized that implants need to be MR compatible, the
type of interactions and resulting hazards were not clear and a systematic approach to
solve the emerging challenges had first to be established. Hence, it is no surprise that it
took almost 20 years from the first MR safety experiments in the early 1980’s to a first
official norm which regulates MR safety of MR units as well as the interactions of MR
units and implants (DIN EN 60601-2-33/A11:1998-02 [68]). In the US, specific standardized
test methods were introduced for heating, artifacts, force and torque as well as the correct
labelling of implants. The allocation of hazards presented in chapter 3.1 is built upon these
test methods. In 2012 a very detailed technical specification was introduced to standardize
the assessment of active implantable medical devices (ISO/TS 10974:2012 [69]). A revised
version of this specification was published in 2018. An important aspect is the correct use
and labelling of objects according to ASTM F-2503 [8]. All objects which pose no hazard in
any MR environment are labelled as "MR safe". It is explicitly pointed out, that only devices
qualify for this label which are non-conductive, non-metallic and non-magnetic (see ref. [8]
sec. 3.1.3). Basically all active implants, thence, qualify only for the label "MR conditional",
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Table 3.3.:Milestones of the development of MR technology and standards for human-MRI, the
development of CI’s and DBS. Commercial availability of for CI and MRI in the 80’s (DBS in the
90’s) and the desire to have a safe integration of these techniques led to technical specifications
and standards at the end of the 90’s/beginning 2000’s. (Table adopted from[EF01]).








1st MR image [87]
1st human MR unit [28]
Gradient MRI of finger [94]
1st MRI - implant tests [29]
Commercial MR 0.15T [124]




1st 3T human MRI [93]
IEC 60601-2-33 [68]
ASTM F2052 - Force [9]
ASTM F2182 - Heating [5]
ASTM F2213 - Torque [6]
ASTM F2119 - Artifacts [7]
ASTM F2503 - Marking [8]
ISO/TS 10974-2012 [69]
Over 400 Mio. Scans [43]
1st clinical 7T MR (US) [38]
Estimated launch of experi-
mental 11.7T human MRI [88]
1st CI implantation [107]
1st multichannel CI [107]
1st FDA-approved CI [161]
3000 CI’s [157]
Contraindicated to MRI [1]
Severe interactions re-
ported [121]
Compatibilty w/o magnet [63]
Movement w/ magnet [155,146]
60 000 CI’s [161]
CI with removable magnets
Introduction of head wrap [59]
324 200 CI’s [109]
Freely rotating magnet in
CI [150]
DBS experiments to treat
behavioural disorders,
chronic pain and PD [134,31,140]
Chronic depth stimulation [14]
Suppression of intention
tremor by DBS [19]
Long term suppression of
tremor in PD [16]
Analysis of MR safety with
neurostimulators [52]
1st approved DBS for PD [37]
fMRI with DBS [127,72]
Large heating in MRI [126,39]
1st real-time MR guided DBS
implantation [96]
MR-conditional leads [18]
75 000 DBS in total [160]
40 000 DBS for PD [47]
which attest safety under defined conditions. Following this definition, it is impossible to
have or to strive for "MR safe" active implants.
Having this historical development in mind, it becomes clear that the integration of
these technologies is oftentimes difficult. An ideal example is the external magnet of
the CI. Inductive coupling was an excellent solution to provide an easy, exchangeable
external power supply as well as an audio recording and processing unit. Interfacing the
subcutaneous and external components with the aid of a magnet is user-friendly, fast
and accurate. However, these thoughts are only valid as long as MR compatibility is not
considered, which was certainly the case until the first FDA-approved CI was released.
Even tough, magnetless CI has been introduced latest by 1997 [156,56] this technology has
never become popular. Once a certain technology is established, it requires massive
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pressure to modify the approach. From this viewpoint it is extremely important to take
into account MR safety as an important issue already in the design and development
process.
3.3. Vibration of implant substructures
Most of the research in the field of MR safety is focused on the hazards related to RF heat-
ing (DBS, pacemakers), susceptibility-based MR artefacts (CI), induced voltages (ECG,
pacemakers) and forces due to magnetism (CI). Little attention is paid to forces resulting
from induction such as gradient-induced vibrations. Certainly, an important reason is
the assumption, that gradient-induced vibrations have a low-level risk, and are rather
considered a non-critical threat. Mostly, however, these assumptions are not backed by
sound, reliable data, simply because there exist only few quantitative data.
3.3.1. The fundamental problem
The fundamental process of gradient-induced vibration, lies in the exhibition of a magnetic
moment due to induced eddy currents in a conductive structure. This induction originates
from any processes associated with a time-variant magnetic field which, inside B0, leads
to a torque. Gradient-induced eddy currents have a spectrum within the range of up to
the double digit kHz regime [133]. This range is of great importance because it overlaps
exactly with the mechanical resonance of macroscopic and larger microscopic devices.
Hence, we have to assume the existence of strong vibration amplitudes due to resonance
condition. The spectrum of the gradient-switching during an MR sequence depends
on many variables. Most importantly, are the sequence timing parameters and image
resolution (including excitation/receiving bandwidth). The latter adjustment controls
the amplitude of the applied gradients. The spectrum of the eddy currents and thus the
resulting torque is directly correlated to the spectrum of the gradient switching but it
depends furthermore on the location of the conductive structure. The local gradient field,
as seen by an implant, results from the superposition of the three gradient fields, and
constructive or destructive interference may result in a modified spectrum compared to
the individual gradient spectra. If we want to predict the mechanical behaviour of an
implant during a certain MR sequence, we need to know its transfer function. Assuming a
linear system we can then predict the resulting vibration for any excitation. Even more
important, however is the question, on how the mechanical transfer function is affected
by placing an implant inside the tissue environment. Or more precisely, how strong is the
damping of mechanical implants within a viscoelastic environment such as brain matter?
Interestingly, until today, there is no clear answer to this question an no quantitative
answer to the question on how strong gradient-induced vibrations may be.
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3.3.2. Studies about induced torque of implants or implant-like
structures
In fact, only few studies explored the effect of induction-based torque in general. To
provide an overview, a short synopsis will be given of publications that studied the effects
of static and gradient-induced torque. One study, conducted in 2000 by Condon et al. [25]
investigated the static torsional moment of metallic heart valves due to induction during
patient transport. In this study they could show that there is significant torque acting on the
valves of a cardiac implant resulting in a reduced the cardiac output. In 2006 Graf et al. [54]
measured the produced torque acting on ametallic frame during patient transportationwith
a velocity of 0.2 m/s in a 1.5 T and a 3 T MR scanner. These measurements demonstrated
measurable torque on the frames. Moreover, the authors tested the effect of gradient
switching and confirmed a perceptible vibration. Quantitative data, however, could not
be extracted. A further publication reported about forces on metallic heart valves due
to induced torque during transportation through the fringe field. MR contraindication
was found for certain valves due to transportation through fringe field. It was indicated,
however, that gradient fields and RF fields do not produce large enough Lorentz force’s
to lead to severe effects [53]. Another study regarding potential flow irregularities was
presented, where they showed adverse effects during movement trough the fringe field.
Despite there were no experiments conducted with switching gradient fields, these authors
highlighted that there is a possibility of adverse effects during gradient switching which
may impede functional performance of the heart valves [34]. Based on that small collection
of studies it is obvious that reliable data are missing. As of today, it is not possible to provide
a definite statement on the hazardousness of implants in general, let alone the impact of
vibrations within tissue. That hazards due to gradient-induced vibration, however, is not
only purely hypothetical, proves a case study in which a patient reported on a heating
sensation during an MR exam. The reason for this heating sensation in retrospective found
to be caused by gradient-induced vibration during an MR imaging sequence with distinct
switching parameters [137].
3.3.3. Studies about mechanical tissue-implant interactions
No studies have been conducted to investigate the effect of gradient-induced vibration
of implants in the brain. Especially implants for the brain, however, have to fulfil high
standards and comply with a large set of requirements and criteria. Additionally, func-
tional longevity is of utmost importance to minimise complicated and risky surgeries for
replacement and correction of implant components. For brain implants correct positioning
and the mechanical integration into the viscoelastic brain environment plays a crucial role
for long-term functionality. Several studies were conducted which investigated the effect
of micromotion between active site and brain tissue with the result that micromotion is an
important parameter with a large effect on durability and functionality [102,50,141,163]. An-
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other study by Sridharan et al. [143] measured the forces on microelectrodes test structures
during implantation with up to 1 mN. A great review was presented by Prodanov et al. [122]
in which the mechanical aspects of implant and brain tissue as well as their mechani-
cal interactions are discussed. One focus is laid on the effects of micromotion and the
corresponding tissue reaction such as inflammatory effects, which results in change of
mechanical properties of brain tissue. Furthermore, micromotion potentially leads to the
establishment of adverse tissue formation which results in decrease of functionality of
the implant. It is concluded that a basic understanding has been established, however,
much more data are needed in order to understand the general processes and to turn this
knowledge into the design of improved brain implants.
3.3.4. Studies about gradient-induced force for micro-robot propulsion
The fact that micromotion of foreign objects in association with gradient field in MRI
occurs, is proven within another research field. Here the idea is, to use micro-robots
to navigate through the body, for example through the cardiovascular system, using
the electromagnetic fields of the MRI system as the energy source for the propulsion
systems. Such a technology would enable the image acquisition of the internal body,
conduct biopsies or enable local drug deposition using minimally invasive techniques
to give a few examples [110]. A first method was proposed in 2006 using a ferromagnetic
core which experiences a translational force due to the gradient fields produced by the
gradient coils [97,95]. However there are many challenges to overcome since ferromagnetic
particles within the human body, in combination with MRI are certainly hazardous and
problematic [41,114]. Another attempt is to use gradient-induced currents which establish
a magnetic moment which allows to produce a torque for propulsion. It is of interest,
that the test devices consist of a coil mounted on a tail-like flexible polymer film. The
propulsion technique converts the torque produced in the head-coil due to gradient
switching to a linear motion due to the elastic tail [84,82,83]. While this propulsion effect
in these applications is desired, there is no reason why this effect may not adversely
occur in polymer-based flexible thin-film electrodes [112]. In this case, the electrode would
experience a linear motion which leads to undesired relocation leading to malfunction or
data corruption.
3.4. Conclusion
The technologies of MR imaging and active implants have become inter-dependent to an
extent, that MR safety of implants constitutes an important topic, for design engineers as
well as for clinicians and patients. Many MR issues such as heating pose extremely severe
hazards, and therefore gain the required attention. Other MR issues, however, such as
gradient-induced vibration still lack reliable data, and definite statements cannot be made.
A detailed analysis of the current state-of-the-art was presented in the previous sections,
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which is the basis for the research set out in the next chapters. There, a novel methodology
will be detailed, which allows to investigate the mechanical tissue-implant interaction
with a special focus on the damping of foreign objects within viscoelastic materials such
as brain tissue.
62
4 | Low-field probe forMRI and vibra-
tion analysis
In the previous chapter it was found that it is imperative to gain more data on gradient-
induced vibrations. The required novel method and experimental setup will be described
in the next two chapters. A new method has to be developed to (i) asses quantitatively
the mechanical interaction of penetrative implant-like structures with the viscoelastic
environment and (ii) measure the produced torque on conductive structures due to gradient
switching. Therefore, a novel probe has to be developed which enables the assessment and
evaluation of these mechanical interactions. Since most of the information is contained
in the transfer function, this device needs to provide a useful interface which allows a
rapid evaluation of the transfer function of penetrative structures. Furthermore, the probe
should enable the quantitative analysis of the produced torque due to gradient switching
on different test specimens. The main requirements are summarized as follows:
• Acquisition of static and dynamic transfer functions with large temporal
(up to 10 kHz) and spatial resolution
• Rapid exchangeability of test specimens
• Rapid exchangeability of viscoelastic environments
• Integration of simultaneous MR acquisition and vibration measurements
The probe, needs to be MR compatible to fulfil the corresponding task. For example, a
large metallic framework may introduce parasitic vibrations and corrupt the data analysis.
Within the next sections, the concept of the probewill be detailed, including its components,
the mechanical and electrical interfaces, the required software components and the final
benchmark tests. Within this chapter the general functional principle of the entire probe
as well as a detailed description of the individual components are described. Most of
this work was presented at the 2017 International Conference on Electromagnetics in
Advanced Applications (ICEAA) under the title "Optical gauge head to evaluate gradient
field induced vibrations of conductive structures during MRI"[EF09]. The theoretical and
experimental analysis of the actual samples will be presented in chapter 5.
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4.1. Concept
At first the preconditions will be explained. The experiments are conducted in a 1 T horizon-
tal bore permanent magnet (see figure 2.14). In this MR unit, the gradient coils are hardware
installed and not part of the probe and the available space at the isocenter is approximately
5 cm in diameter. The main goal is to evaluate the mechanical behaviour of penetrative
implant like-structures. These test structures, in the further text called "sample", are simple
circular beams with a length up to 20 mm, which is the maximum possible sample size
Figure4.1.:Geometrical restrictions of
MR unit
within this equipment. The sample diameters range
from 0.1 mm to 2 mm. All samples are selected from
different materials such as polymer-based (ABS or
nylon) or metal-based (copper or brass) beams. An
important part of the experimental protocol is the
measurement of the transfer function of these test
structures within air, water and agarose gel. The
latter item, agarose gels, yield a viscoelastic envi-
ronment which resembles the mechanical environ-
ment of the brain if preparedwith the concentrations.
This renders agarose gel as a perfect tool to mimic
and study vibrations in brain-like environment [57,20].
Three different options to measure the vibration of a beam within agarose gel are briefly
discussed and the selected approach is described in detail. MEMS-based acceleration
sensors are excluded from these considerations, since even the smallest available sensor
devices are too bulky to mount it on the tip of a sample, and they largely affect the me-
chanical behaviour of the samples. There are three options available for the contactless
measurement of sample vibration: The measurement using a camera, MR imaging and the
measurement of laser beam deflection. The advantages and disadvantages will briefly be
discussed to provide a rationale for the selected method.
4.1.1. Measurement using a high-speed camera
Cameras with the correct optical equipment offer image resolution down to 5 µm. Most im-
portantly, this approach allows measuring the deflection of beams directly along their axis.
Two major disadvantages, on the other hand, are the complex post-processing approach
and the limited temporal resolution. Even most modern, affordable high-speed cameras
are limited to approximately 1000 frames per second. At the same time, for most cameras,
high temporal resolution comes at the expense of less spatial resolution. Post-processing
in this approach is complex, especially in view of object recognition for images with
different viscoelastic environments. Image recording requires (i) large storage capacity for
raw data and (ii) a sophisticated algorithm to extract the deflection data from the images.
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Furthermore, there are high demands on the camera due to MR compatibility and size
limitation. In summary the superior number of negative aspects render this approach as
not promising to achieve the goal using the available temporal and financial resources.
4.1.2. Measurement using MRI
Direct deflection measurements using MRI offers similar advantages as recording with the
camera. It enables the direct measurement of the beam deflection along its axis, without
the problem of MR compatibility issues since the technique is naturally inherent. However,
the limitations are more restrict compared to the camera. Temporal and spatial resolution
of MRI are far beyond the capabilities of standard optical cameras. Advanced acquisition
techniques such as the measurement of flow and diffusion could offer the potential to
extract mechanical behaviour of the beam. This requires, however, the modification of
existing acquisition protocols or even the development of novel sequence schemes which
are sensitive to small beam deflections and provide the resolution for a frequency range
up to several kHz. In view that the achievable limits of the temporal and spatial resolution
are unknown, and considering the weak SNR in NMR/MRI, this approach bears a large
risk of failure. Furthermore, the measurement of the free sample vibration in air would
not be possible due to the absence of a signal contributing medium1.
4.1.3. Measurement of laser beam deflection
A third option is to measure the deflection of a laser beam. A similar, commercially avail-
able technology, the laser scanning vibrometry which is based on the Doppler effect, is used
to measure vibrations of macroscopic and microscopic objects. One large advantage lies in
the extremely high temporal and spatial resolution achievable by using this technology.
The nowadays available, ultra-fast and precise optical detectors are the foundation for
this success. In combination with high-speed data acquisition devices, these detectors
enable a sampling rate with a bandwidth up to the MHz range. High speed sampling is
most advantageous during the acquisition of vibrations triggered by broad-band excitation
because it facilitates the straightforward frequency analysis using the Fourier transform.
The disadvantage of this method lies in the fact that a homogenous surface is required for
light-beam reflection, hence the beam cannot be observed directly.
Due to the options of high-speed and high-precision sampling, which enables the
application of versatile and powerful data processing tools, the decision was made to
realize the measurement setup on the basis of the laser-deflection method. The basic
1A solution to measure free vibration could be the measurement of vibrations using hyperpolarised Xenon.
This, however, requires the hardware support for the corresponding Larmor-frequency.
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concept of the setup is illustrated in figure 4.2. Here, the fundamental components are
visualised which are the Control and acquisition, circuitry, optic and the mechanical setup.
Before the detailed analysis is presented, a brief functional explanation will be given.
Figure 4.2.: Illustration of the principle concept of the laser deflectionmeasurement setup. A
current in the coil produces a magnetic moment which leads to a torque. This torque yields an
angular deflectionwith the angleϕ(t) of the setup, with the axis of rotation of the suspension rod.
The deflection of the lowermirror, which ismounted onto the sample holder, leads to a deflection
of the laser beamwhich then is detected using the segmented diode. By exchanging the samples
and agar gels, transfer functions of different configurations can be analysed. The fundamental
components, control & acquisition protocols and circuitry are detailed in the following sections.
One of the main parts, is the sample holder on which different samples can be mounted.
The sample holder is suspended using a torsional beam which enables a rotation around
the axis of the suspension rod (blue indicator). Different samples can be attached to the
sample holder. Optionally, the attached samples can be immersed within an exchangeable
environment such as viscoelastic hydrogels, water or just freely vibrate in air. A planar
coil is mounted on top of the sample holder. Inside B0, a current through the coil induces
a torque. This current can be externally driven, which allows the precise control of
amplitude and frequency. Alternatively, the current path can be shorted and due to
gradient switching a gradient-induced current leads to vibration. Furthermore, the current
path can be opened. This enables the characterisation using the external current source,
and after electrically detaching the coil, the gradient-induced vibration due to a mounted
sample can be measured. A mirror on top of the coil enables the reflection of a laser beam,
which is used to measure the vibration. This vibration is detected using a segmented
photodetector. The laser source and photodetector are both outside B0 which guarantees
the MR compatible operation of the setup. The signal of the photodetector is amplified,
digitized and then further processed using digital signal processing tools. Furthermore, the
control of an external frequency generator allows to produce a precise current and thus
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torque which enables to implement automatic control routines to measure the transfer
function of different beams within different viscoelastic environments.
4.2. Optical unit
4.2.1. Laser module
One of the main components of the probehead is the laser module, equipped with an
actuator stage for laser beam positioning. The deployed single-mode laser source emits
at 635 nm, has a divergence of smaller than 0.5 mrad2 and an output power of 0.4 W.
The housing material is aluminium, which provides shielding and mechanical stability.
The laser-beam profile is displayed in figure 4.3. The relative intensity distribution was
measured using an 8-bit camera. The high dynamic range is obtained by varying the
exposure time and the intensity matrix I was calculated using the slope of intensity




, Xi,j,t ∈ {5, .., 250} (4.1)
The exposure time was logarithmically increased from t1 = 0.037 ms to t18 = 100 ms.
Figure 4.3.:Mechanical setup of laser module and intensity distribution of the laser beam.
The laser was mounted on PMMA-based framework which had two engines integrated
for x-y-positioning. These brushless DC motors3 allow straightforward control. The
large transmission ration yields slow angular speed for accurate adjustment as well as
large torque to drive the M2 screws. Compared to stepper motors, brushless DC mo-
tors, in principle, can reach any angular position which allows for very fine precision.
2PICOTRONIC DD635-0.4-3(12x38)-DOE
3G1000 Sol Expert 1:1000 1 - 15 U/min 6 VDC
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Figure 4.4.: Circuit diagram and image of control board for laser
positioning.
The minimal translation
deflection ∆x can be esti-
mated using equation 4.2.
Here the number n is the
minimum number of ro-
tations per minute. In
general, with shorter ac-
tuation time any desired
position can be achieved.
With this setup I could
reach minimum transla-
tion deflection of 3 µm.
Of course, there are limi-
tations such as minimum




360°︸   ︷︷   ︸
Lead of M2
n · 360°
60 s︸  ︷︷  ︸
Min. rpm
∆tmin (4.2)
To control the laser and the engines a simple control board was developed which is
illustrated in figure 4.4. The two actuators driving the M2 screws are used to adjust the
x- and y-direction of the laser beam. Rapid switching to separately control the motors is
enabled through the control board, which furthermore allows the user to switch between
forward and reverse mode. The push button enables the actuation during short time
intervals which enables the user to adjust for small strokes.
4.2.2. Detection unit
4.2.2.1. Specifications and methods of operation
A segmented diode, is used to measure the deflection of a laser beam. The diode is a small
gap sensor with a sensitive area of 1 mm2 and a gap of 16 µm as shown in figure 4.54. The
diode is operated with a reverse bias voltage Ubias = 3.3 V . The characteristic rise time
allows the operation at frequencies up to 1MHZ. There are twomodes of operation possible:
The first option is to operate the diode within a close-loop circuit in which the diode-signal
is used as feedback signal to control the laser point position to impinge at the centre
point of the segmented diode. This is realised by active control of one reflection mirror,
which is mounted on an actuator. The signal to adjust the actuator is the actual signal.
This approach has the big advantage of huge dynamic range for deflection measurements.
However, this comes at the expense of complexity for the control circuit. Piezoactuators
4First sensor QP1-6 TO
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could deliver the required speed, however, they require large driving voltages up to 100 V.
This requires (i) high voltage amplifiers with large bandwidth and (ii) an implementation
Figure 4.5.: Dimensions of the segmented pho-
todiode
of a stable control circuit which delivers
the required bandwidth. The second op-
tion is to measure the laser beam deflection
as a function of the output of the four diode
segments. This approach is straightforward
and the signal output from the diode dan
be directly processed. The disadvantage is
the non-linearity of the signal output with
respect to the laser position which requires
the characterization of the laser beam po-
sition vs signal output on the optical bench. The advantage of this approach is the fact
that the bandwidth is in first place limited by the photodiode. Limitations by modular
second stage amplifiers and digital acquisition devices can easily be updated. Due to this
modularity the second approach was selected. Therefore, the transfer function of the
laser-beam position and diode output has to be evaluated.
4.2.2.2. Characterisation of transfer function
There is a characteristic signal composition obtained from the four diode outputs, depen-
dent on the laser beam position on the segmented diode. The signal output Si(x ,y) of
the ith diode element is a function of the displacement x andy of the laser spot with respect
to this diode element. In mathematical terms, the detector output Si(x ,y) is the result of
the convolution of the detector surface Ai(x ,y) with the intensity distribution I (x ,y).





Ai(u,v) I (x − u,y −v) dudv, AI ∈ {0, 1} (4.3)
In this mathematical model, a simple detector surface is emulated with a weighting
function Ai(x ,y), which equals one where a detector element is existent, else this func-
tion equals zero. This is visualized in figure 4.7 where this binary weighting function
is displayed as white quarter circles. On the basis of the simulation results, different
detector orientations could be tested to find the best orientation for optimal config-
uration. Since trajectories originating from vertical movement of the laser beam are
expected to be of majority, the optimal detector orientation was selected, which deliv-
ered sensitivity with the largest field-of-view. This optimal orientation between laser
source and detector orientation is shown in figure 4.7, with the main motion along the
y-axis. The comparison of simulation to experimental results reveals major differences
at the centre and the outer regions. The circle-shaped enhanced signal in the centre,
visible in all segments, originates from current leakage between the diode segments.
This leakage leads to an increased signal level of approximately -30 dB. Differences
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Figure 4.6.: Calibration setup on the optical bench. The laser beam is fix and the detector is
moved vertically and horizontally with a field of view of 3 mm in each direction. The signal to
each corresponding position is acquired. The total distance ltot = l1 + l2 + l3 between laser
source and detector surface equals the distance in the final probe configuration. The blue arrows
indicate the detector movement during the characterization procedure.
Figure 4.7.: Results of simulated andmeasured signal output of all four diode segments depend-
ing on the laser beam position. Back reflections from the contact pads are clearly visible. All




























Figure 4.8.: Signal output of the diode elements
along the vertical axis at x = 0 mm.
between simulation and experiment at the
outer regions arise from reflections of light
in the real system. In the experimental
transfer matrices, the reflections from the
contact pads can be clearly identified as
regions with increased signal. Hence, us-
ing simulation-based transfer matrices for
subsequent positioning in the real system
would result in large positioning errors.
The data for the discrete transfer matri-
ces Si,k,l were acquired manually by verti-
cal and horizontal displacement of the seg-
mented photodiode by ± 1.5 mm in each
direction. Here, istands for detector segment, kfor the matrix element in x-direction and
lfor the matrix element in y-direction. Data recordings were conducted every 50 µm within
the range of ± 1 mm and every 100 µm for remaining positions. This led to a total of 2601
data points per diode segment. The centre reference point was set for equal signal from
all segments. Figure 4.8 shows the measured signal as function of vertical displacement.
Very high displacement resolutions are obtained within areas where the gradient of the
signal is very high. One of these areas is located in the centre of the segmented diode
where the slope reaches 80 mV/µm. An ADC with a vertical resolution of 5 mV enables a
displacement resolution of 62.5 nm.
4.3. Amplifier circuit
The voltage levels shown in figure 4.8 of the previous section, are in the order of volts.
This output voltage is achieved using a two-stage amplifying circuit which translates the
photocurrent into a high-voltage signal of ± 20 V. A schematic of the electric circuit is
displayed in figure 4.9. In this figure the amplifiers are shown for one diode segment. A
high voltage output provides a large flexibility to use a wide range of available ADC’s.
This is due to the fact that most ADC’s have a fixed input range, and down conversion
using a simple voltage divider is much easier and flexible compared to up conversion. The
circuit requires a supply with ± 24 V. Three voltage regulators are used to provide the
further internal voltage levels. Two of regulators are used to provide the voltage supply for
the first stage LNA (OPA381, TI). This amplifier delivers an output of ± 1 V between full
and no illumination of the photo detector. To obtain an negative voltage output when no
photocurrent is available, the positive input of this LNA is biased with +1 V which results
in an output of -1 V when there is no illuminance. One segment of the photodetector
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Figure 4.9.: Two-stage amplifier circuit for signal of photodiode. The circuit shows the LNA’S for
one segment. The total circuit contains 8 LNA. (Adopted from [EF09] ©2017 IEEE).
delivers 180 µA5, and at full illuminance this amplified with ∆U = 2 V using a 25 kΩ resistor
which results in a voltage output of 1 V. The second stage amplifies this voltage to ± 20 V
using a high-voltage amplifier (OPA445, TI). The OPA445 is driven in a 20-fold voltage
amplification mode which corresponds to 26 dB. The bandwidth limitation of the circuit, is
due to the OPA381. In the driven mode is has a 3dB cut-off at 75 dB amplification at 10 kHz.
Larger bandwidths could be achieved by replacing the OPA381 with another high voltage
LNA or by using more amplification to the second stage.
4.4. Mechanical design and assembly
4.4.1. Front end
The front end constitutes one of the most important parts, which contains the sample
holder with the mirror and exchangeable samples, the agarose gel/water container and the
adjustment mirror. Figure 4.10 illustrates the basic components of the front end, which is
designed to enable the user to conduct rapid sample and agarose gel exchanges as well as
the coarse adjustment of the reflected laser beam. Important for the rapid exchange of
components are the side walls with three slots per side wall. A 45°-slot accessible from
the bottom enables the rapid installation and mounting of a agarose gel/water container
using two screws. The horizontal slot in the middle provides the mechanical adaption
for the sample holder. All sample holders consist of the suspension rod, sample interface,
sample frame, coil and the mirror. Different sample holders were fabricated using various
suspension rods leading to a variation of spring constant. The upper 45° slot of the sidewall
allows the installation of themirror to adjust the back reflection of the laser beam using four
adjustment screws. On the right side of figure 4.10 a cross section image of the assembled
version is displayed, which shows the laser trajectory and the coil orientation with respect
5Some power of the laser beam is absorbed after the beam experiences reflection from two silicon nitride
mirrors.
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Figure 4.10.: Composition of the front end. Le: Explosion view to expose the functional parts.
Right: Cross section of the assembled front end.
to B0. The mounting of the coil at 45° with respect to B0 enables the user to test vibrations
triggered by MR sequences, as well as testing vibrations triggered by an external current
supply. All parts which have larger cross section areas such as the side walls or mirrors
are fabricated using "non-magnetic" (low susceptibility) and non-conductive material to
avoid parasitic vibrations induced by eddy currents in these components. This is especially
important for the mirror installed on the sample holder, because any additional torque
created by this mirror would falsify the results. Instead of using conventional metal-
based mirrors, squared pieces of silicon nitride wafers were used as reflective surface.
A photograph of different sample holders, samples and containers is provided in figure 4.11.
Figure 4.11.: Different type of sample holders, samples and containers arranged on a rack.
A sample holder consists of a mirror, two coil suspension rods, the sample interface and
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the sample frame. The sample interface and the sample frame are fabricated through laser
cutting of 4 mm PMMA sheets. The coils are obtained using a standard PCB fabrication
method and subsequent cutting. In a further step, the sample interface was equipped with
two bore holes. An M2 thread is cut into the axial bore hole for mounting of different
samples. The other bore hole allows the mounting to the suspension rod. In a next step,
the coil, the suspension rod and the mirror are adhesively attached to the sample interface
and cured overnight.
Small rods are applied to mimic the shaft of implants. All rods have an equal length
of 24 mm. The head parts are M2 threaded rods, which are prepared with a bore hole
of 4 mm at one end. The small rods are attached adhesively using two component adhesive
and cured overnight. In general, a wide range of different samples can be prepared such as
a rod with added weight at the tip.
4.4.2. MRI module
The MRI module is another type of container, which is equipped with an RF coil and a
tuning and matching circuit. The outer diameter of the container is reduced with 14 mm
Figure 4.12.: Container with integrated RF coil which enables simultaneous MR acquisition and
vibration detection. Tuning and matching capacitors are distant from the coil, to ensure best
possible field homogeneity. On the right side are the S11 parameters for the coil without water
filling, tuned andmatched to 45.03 MHz.
to enable the fabrication of a coil with a smaller diameter. Using 0.5 mm isolated copper
wire, a hand-wound RF coil was fabricated using 8 windings, 14 mm diameter and a
length of 25 mm. This container is compatible with the sample holder and sidewall slots,
and it enables laser-based vibration measurements simultaneously to the standard MR
acquisition procedure. To maintain the field homogeneity, it is important to place the
capacitors distant to the MR image region. In figure 4.12 most important components,
including the RF coil and a S11 measurement, are illustrated and tagged. All materials are
MR compatible, to ensure best possible signal integrity. The capacitors, however, yield
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large B0-field distortions in close proximity to the RF coil. Therefore, they are mounted in
safe distance to the region of interest.
4.4.3. Full integration
All components are fully integrated on a framework which is adapted to fit the 1 T
permanent scanner. The fully assembled probe is displayed in figure 4.13. The load-bearing
Figure 4.13.: Full assembly of the vibration probe. A) shows the integration of the laser module.
B)displays theamplifier stagewith the integratedphotodiode (circuitwithout shielding). The two-
stage amplifier is realised with a stacked PCB. This module is mounted above the laser module
(with shielding). C) Front view of the front end with ABS sample. D) Side view of mechanical
frame with exposed view to DC lines and fluid line. E) Side view of the front end with exposed
view of interfaces for DC supply, fluid interface, RF connection and sidewall slots.
component is an aluminium tube with 70 mm outer diameter, that matches the MR bore
with little slackness to ensure tight fitting when inserting the probe. The laser and amplifier
stage are mounted at the rear end of the probe, leaving these components outside the
electromagnetic fields, which guarantees proper functioning, also during MR acquisition
procedures. Several feed-troughs are integrated for different potential applications such as
two fluid lines, 8 DC (or low-frequency) lines and one RF line. The inner frame is mounted
on a mechanical low-pass filter using pendulum suspension in x-y-direction and spring
suspension in z-direction using elastic polymer rings.
4.5. Software: Control and acquisition interface
Another important engineering process, besides the hardware development, is the develop-
ment of software components for experimental control, computation of the deflection angle
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Figure 4.14.: Interfaces between the soware components, peripherals and the mechanical
setup. The angleϕ represents the angular deflection of themechanics, and the angleΦ the phase
shi of the signal in the frequency domain. (Adopted andmodified from[EF05] ©2019 IEEE).
and post-processing algorithms to determine the transfer function of the beam vibration.
The entire signal flow chart including data processing and control structures are presented
in figure 4.14. There are three main components illustrated in this flow chart diagram.
This is (i) the vibration unit which represents the front end (or the mechanical object
being measured), (ii) the peripheral devices (the digital data acquisition devices (DAQ) and
the frequency generator) and (iii) the software components realised with MATLAB. Each
component transforms an input variable into an output variable. The coil, for example, is
a transducer that transforms the applied external current iex (t) into a torque τex (t) and the
sample holder (including the beam) transforms the torque into a measurable deflection
ϕ(t). The torque is governed by the following equation:
®τex (t) = î sin
(
2π f t + Φ
)
· ®Acoil × ®B0 (4.4)
Hence, one can easily control the frequency and amplitude of the torque by controlling
the current. Whereas the mechanical aspects are detailed in figure 4.2 and in chapter 5.1,
the concepts of the software-based transformations are explained in the following sec-
tions. There are in general three types of vibration experiments: Measurement of spring
constant, measurement of transfer function and vibration measurements during common
MR sequences. The software properties will be explained based on the first two type of
experiments, but the acquisition mode during MR acquisitions is very similar. As one
can see from figure 4.14, there are two important transformations required in the PC
domain. This is (i) the computation of the deflection angle that transforms the digitized
diode signals Ui[n] into a deflection angle ϕ[n], as well as the computation of the Fourier
transform and the subsequent display of the data.
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4.5.1. Position computation
An integral part of post-processing is the computation of the discretised angular deflec-
tion ϕ[n] based on the voltage signals obtained from the segmented diode. The basis for













































Figure 4.15.: Flow chart for
positioning using a refining
grid. In this flow chart three
iterations are considered.
presented in figure 4.6. As shown in figure 4.8, the resolution
can be below 100 nm with a total field of view of 1.5 mm
in each direction. After the diode signals are digitized, the
general task is to find the position x[n] and y[n] of the laser
beam at time point [n] using the four diode signals Ui[n].
One possible solution to solve this problem is to find a global
two-dimensional polynomial function of n-th order for each
signal matrix, which fits the measured results to an accept-
able accuracy. This solution, however, was not promising
since even up to 8th order polynomial functions did by far
not provide the required slope to fit the data points. The
second option is a numerical solution. A standard look-up-
table (LUT), however is not feasible, since the large FOV in
combination with the high-resolution requires large matri-
ces. Besides the computational power, this approach requires
many discrete sampling points for calibration. A further
problem is the lack of position repeatability during the char-
acterisation measurements on the optical table which yields
measurement errors in the LUT. For example, a resolution
of 100 nm within a range of ± 100x100 µm2 and of 1 µm in
the rest of the matrix requires a LUT with 4×3.24 million
data points. The characterisation as well as the utilisation of
such a huge LUT would yield unacceptable processing times.
The methodology to overcome the problem of accuracy as
well as speed will be explained in two steps. The first step
explains how to find the approximate position using the sig-
nal matrices Si[x,y] obtained from the characterisation. In a
second step, grid interpolation around this point allows to
determine the actual point more accurately. Mathematically,
the position (x ,y) of the laser beam at a certain time point
n is obtained by using equation 4.5. A visualisation of equa-
tion 4.5 is given in figure 4.16. To find the location of the laser
beam one can utilize the the fact that the absolute value of the
difference of Ui and the corresponding matrix Si,k,l yields a
transfer matrix TFi,k,l of which all matrix elements approach
zero for the entries that equal the input signal. The location of the laser spot is then at
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Figure 4.16.: Visualisation of position determination by finding the maximum of the sum of all
transfer. Le: All four images in the top row are representations of the signal matrices. The
row beneath displays the absolute values of the difference between the elements of the signal
matrices with the actual voltage the corresponding diode segment. The sum of all four matrices
will be closest to zero at the true position of the actual laser beam. Right: The resolution depends
on the grid size of thematrix and the computed intensity will be only be zero in the unlikely event
when the true laser positionmeets a grid point. The offset from zero∆I , however, can be used as





















the index k, l where the sum of all four matrices
∑4
i=1TFi,k,l = 0. The handling for input
parameters which are derived from data that are subject to measurement uncertainties
and discretization is very advantageous with this method. Solving a set of linear equa-
tions which are overdetermined based on measured data inputs, results most likely in an
unsolvable equation system due to an empty solution set. For example, the intersection
of two circles which are tangent to each other may vanish because the discretization
process relocates them such that the intersections vanishes. Here, the application of
equation 4.5 is advantageous, because searching for a maximum value is less restrictive
than searching for concrete solution. This makes the algorithm robust against uncer-
tainties and ideal for finding the position based on discretised data. Since the original
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Figure 4.17.: Computation of fine resolution using transfer matrices for one exemplary laser
position. Top Row: Global matricesTFi,k,l . Second Row: Zoom in potential laser spot position.
Bottom le: Lines of maximal values visualized aer binarisation ofTFi,k,l . The intersections
obtained from different diode segments leading to the following index combinations: 3,4→ A;
2,3→ B; 1,2→ C; 1,4→ D. Bottom right: The four positions are weighted by the distance to the
zero plane, which enables the computation of the most probable position.
matrix Si,k,l is only discretised with a resolution of 50 µm further processing is required
to increase the resolution down to two- or three-digit nanometre range. The straightfor-
ward approach is to interpolate the available matrix to obtain a grid with the required
resolution. This approach, yielding one large matrix, would lead to many unnecessary
additions. For example, a matrix with 3.24 million entries would require 5×3.24 million
= 16.2 million operations per time data point, which would result in an unacceptably
slow processing speed. The solution is a zoom-in technique, in which the approximate
position is computed on a coarse grid and subsequently a new more accurate position is
computed using a finer grid of the neighbourhood at the first position. In principle this
routine can be repeated n times for any desired resolution. The original grid has 3721
elements with 61 entries in each direction. For faster processing the four-stage process
was implemented with 400 nm resolution. An optional fifth iteration step for 100 nm res-
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olution is integrated, however, at the expense of longer computation time. Due to the
limited measurement accuracy as a result from the characterisation on the optical bench,
Table 4.1.: Combina-







the computation of the position delivers different results if we
straightforward search for the maximum value of TFk,l with in-
creased resolution as shown in equation 4.5. This effect is demon-
strated in figure 4.17. Here the computation is illustrated at the
example for a certain laser position. In this figure, one can see
the matrix elements with largest values of each diode segment
which represent the potential positions of the laser spot. An ideal
measurement would result in an intersection of all four lines at
one position leading to TFk,l = 0. Due to measurement inaccura-
cies and discretization, however, the four maxima are located at
different matrix elements k and l . Therefore, the most probable position must be between
these points. To compute the most probable point, the intersection pointsA,B,C,D of each
neighbouring diode segment are determined by searching for the location of the maximum
position (xj , yj ). The difference from zero of the value at each maximum position yields a
weighting factorWj with j ∈ A,B,C,D which is given by:
Wj =
1
0 −max(TFi,k,l +TFi∗,k,l )
> 0 (4.6)
The larger this difference, the less the probability of this point to represent the correct
position. Subsequently, the actual position (x ,y) is computed using the weighted sum of










In conclusion this presented zoom-in technique to find the position of the laser spot
is accurate and fast, with a large dynamic range (FOV: 3 mm, resolution 100 nm). The
zoom-in technique reduces the number of operations to approximately 5x(5x3721) ≈ 93000.
This is approximately 160 times less compared to the 16.2 million operations which were
required using the full matrix approach, and hence results in tremendous time saving. The
code for computing the location is presented in the appendix A.2.
4.5.2. Timing parameters and computation of Fourier transform
Rapid and precise measurements of the transfer functions for amplitude and frequency
sweeps are realized using post-processing techniques. To reduce the size of the raw data
also the acquired data was optimized. Transfer functions are measured in the continuous-
wave CW mode. The control of external excitation (see equation) allows one to optimally
adjust the acquisition duration and sampling rate to minimise the raw data size while
acquiring low noise data.
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Figure 4.18.: Schematic of the post-processing to obtain the transfer functions using continous-
wavemode. Illustrated is the acquisition of a single frequency data point for the final transfer
function. Top: The excitation signal and the photo diode signal are recorded using two different
acquisition devices. Synchronisation is obtained by splitting the signal of one diode segment.
Second row: Plot of the raw time domain data as recorded with both acquisition devices. Third
row: Transformation from voltage signals to position detection. The trajectory of the mechanical
vibration is in general not perfectly vertically aligned due tomechanicalmisalignment. Therefore,
the signal is aligned before further post-processing to separate vertical and horizontal mode.
Bottom row: The amplitude of the vibration frequency is obtained in the frequency domain using
an FFT. The noise floor is below 100 nmwhich allows precise measurement. The bandwidth here
is 6 kHz (max. 24 kHz depending on sampling rate of external DAQ’s).
As explained in section 4.5.1 the computation for one position data point requires
approximately 100 k operations which yields a processing time of under 0.5 ms. To
measure the transfer function in continuous-wave mode, the sample is excited using
an externally applied current (see equation 4.4), which enables precise amplitude and
frequency adjustments. Timings of excitation and acquisition process per frequency data
point are software controlled which allows the acquisition duration of exactly 10 periods
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per frequency with 200 data points. The processing pipeline to compute one data point is
illustrated in figure 4.18. It takes approximately 125 ms to compute one frequency data
point of the transfer function using the presented algorithm, hence it takes approximately
60 s for 500 frequency data points. These values are obtained on a dual-core Intel CPU
with 2 GHz (M-5Y10c CPU) with 8 GB RAM. The code is not parallelised. The acquisition is
timed in two blocks: A Transient phase with a settling time of 0.5 s, to obtain a stationary
vibration after frequency/amplitude switching, followed by an acquisition phase which
lasts for 10/fi , where fi represents the i-th frequency. The frequency data points range
from 10 Hz up to maximal 10 kHz with steps of 2, 5, or 10 Hz. Hence, the total acquisition
duration ranges from one minute (10:10:1000) up to 42 minutes (10:2:10000). The average
acquisition duration per transfer function was approximately 3 minutes, which enabled
to measure 10 samples an hour including sample exchanges. Before each measurement,
the laser spot has to be focused at the centre of the diodes in order to obtain best possible
resolution. This is performed after the installation of the fully assembled probe, using the
x-y-controller and a live GUI, which displays the current laser position with a precision
of 10 µm. The positioning duration is approximately one minute.
4.6. Benchmarking
Benchmark test are conducted to investigate the functionality of the optical detection
(computation of trajectory) unit and the RF functionality which are both presented in the
following two sections.
4.6.1. Optical detection
A first long duration test was conducted to investigate the long-term behaviour of the
optical unit and to measure the difference of using high-resolution detection and low
resolution detection. Drifting occurred during the settle time of the linear stage. This
behaviour was in agreement with measurement using the CCD camera system. A second
test was conducted to measure the reliable field of view for position encoding. It is expected
that in the centre area a reliable encoding takes place, however, it has to be tested to what
extend the outer regions yield reliable position encoding. This is important because at
the outer regions the diode signals are weak and reliable encoding is not guaranteed. The
measurement results displayed in figure 4.20 show that within an ellipse oriented along
the y-axis reliable encoding is enabled. This surface encompasses the entire FOV of 3 mm
along the y-axis and 1.5 mm along the x-axis. This enables the accurate measurements for
all samples, especially since the rotational axis of the sample holder is adjusted such that
the common trajectory of vibration is along the x-axis. The ellipsoid surface is a result of
the laser spot anisotropy, hence, the laser is positioned in this way to achieve maximum
FOV along the y-axis. On the basis of this results, the crucial step of centre positioning
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Drift measurement (10 min)
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Figure 4.20.: Results of benchmark tests for optical unit. Le: Dri measurement shows the
stability of the recording as well as the trajectory computation using the high-resolution grid and
the low resolution grid. The dri originates from the mechanical translation stage which settled
aer approximately 20 minutes. Little spikes (blue ellipses) originate from encoding errors of the
DAQ (RedLab 1408). These are not visible with the DAQ fromNI. Right: Trajectory test in the entire
FOV of 1.5 x 1.5 mm. The grey field illustrates the reliable area of encoding. Outside this field
position jumps occur due to ambiguity of weak signal. Along the central y-axis reliable recording
is possible for the entire FOV.
spot at the beginning of the measurements is located at the centre to use the full FOV. For
most measurements, however, this is important because the samples, especially if placed
inside gels, show a drift. This drift does not disturb the measurements as long as the laser
spot, taking into account the vibrational deflection, is inside the area of reliable FOV.
4.6.2. MR imaging test
A second test was conducted to test the functionality of the MR imaging hardware. By
using CuSO4-solution to speed up T1-relaxation acceptable image quality could be reached
with an MR image with a resolution of 67 µm isotropic as illustrated in figure 4.21 acquired
in 24 minutes. By relaxing the constraints to resolution (e.g from 67 µm to 130µm), MR
images can be acquired within one or two minutes.
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Figure 4.21.: Setup and final MR image acquired during an MR benchmarking test.
4.7. Conclusion
Within this chapter, a fully integrated laser-based vibration measurement system is pre-
sented which includes an MR acquisition front end for simultaneous MR and vibration
measurements. The modular approach, especially of the front end, enables the user to
conduct a rapid sample exchange for both the implant-like samples and the viscoelastic
environments. A segmented photodiode, in combination with a two-stage amplifier, is
used to provide an amplification bandwidth of the analogue signal of 10 kHz. This covers
the range of eigenfrequencies for all considered mechanical, implant-like systems. A large
dynamic range is achieved with a FOV of 1.5 x 3 mm and a standard resolution of 400 µm
and optionally optional 100 µm. Equipped with this measurement system, an experimental
analysis of mechanical vibration of samples inside viscoelastic environment is facilitated.
The theoretical analysis and experimental data acquisition and processing are presented
within the next chapter.
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structures
The focus in the previous chapter was laid on the probe design and manufacturing. Only
few aspects of the samples and viscoelastic environments were introduced. Within this
chapter the application is described, which is the theoretical and experimental analysis of
mechanical vibrations of implant-like structures in viscoelastic environments. A detailed
theoretical analysis provides a fundamental understanding of the expected mechanical
behaviour.This analysis is used as an estimator to obtain information about the expected
experimental results, which serves, besides the better understanding of the underlying
physics, as a fundament for planning the final experiments. The theoretical analysis
presented in the first section, is based on analytical and numerical tools in form of FEM
simulations. Final conclusions are drawn, on the basis of the experimental results, which
supports the better understanding of the behaviour of mechanical systems within the
MRI. Most importantly an answer will be given, on how severe vibrations are, which
includes the analysis of the damping behaviour. The results which are presented within
this chapter are published under title "Gradient-induced mechanical vibration of neural
interfaces during MRI" in the journal "IEEE Transactions on biomedical engineering".
5.1. Theoretical analysis and simulation of viscoelastic
vibration
5.1.1. Model description
Before starting the description of the detailed analysis, I want to introduce the basic
schematics which are used to derive the correct models. Considering penetrative implants
and surface electrodes used for stimulation and recording, there are three major fundamen-
tal structures which are present in all implants. These common structures are the electrodes
for signalling, the substrate for these electrodes and the viscoelastic environment in which
the electrodes are embedded. Within this research, the focus is on penetrative devices in
brain matter, but the principles are equivalent for or implant types and tissues. A better
and more general understanding of such system can be achieved by employing test samples
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which mimic these three major components. Variation of important parameters of the test
samples allows us to test the developed analytical models. A detailed illustration of an
Figure 5.1.: From reality to experimental model: Top le: Location of a DBS electrode inside the
human brain. Bottom le: Explosion view of experimental setup. Middle: Mapping of real implant
structures and equivalent structures of themeasurementmodel, conductive functional structure,
and the viscoelastic environment. Right column: Schematics to derive lumped parametermodels
for the characterising the sample holder (Case 1), the sample in air (Case 2) and the sample in
viscoelastic environment (Case 3). (Adopted from [EF05] ©2019 IEEE).
implant structure and the developed test structures is shown in figure 5.1. The test samples
and the corresponding equivalent structure of a real implant are shown at the example of
a DBS electrode. The viscoelastic brain environment is emulated using agarose-based gels,
the substrate shaft is modelled using an exchangeable beam, and the electrode, which is
the transducer for torque, is emulated using a coil. In addition to the real implant, a sample
holder is required which facilitates the easy exchange of samples and the integration of the
coil and mirror. In table 5.1 all employed testing materials and the corresponding dimen-
sions are listed. On the right-hand side of figure 5.1, simplified lumped-parameter models
are displayed which are the basis for the theoretical analysis as well as the experimental
planning. Basically, there are three different cases which to determine the values of the
individual components. Firstly, the spring constant kSH of the sample holder (index: SH ) is
characterised, by conducting a quasi-static measurement in which the damping constant
with limω→0 cSH (ω) = 0 is negligible. Subsequently, by measuring the eigenfrequency and
the Q-factor by means of the transfer function using a frequency sweep, the damping cSH
and the angular mass JSH are determined. In case 2, a sample (index: S) is mounted on
this sample holder and the modified transfer function is measured. In ideal case this
yields the eigenfrequencies of the sample and its damping behaviour. Ultimately in case 3,
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Table 5.1.: Properties and materials of sample holder, samples, and test environments. This
modular setup lead to a total number of 144 combinations of sub-units (sample holder + sam-
ple + environment). Additionally, the sample holders were characterized without load. The
measurements furthermore were separated in static and dynamic measurements, leading to a
total amount of 296 possible combinations. All samples have a length of 20 mm. The sample
with mass, has a weight of approximately 144 mgmounted at the tip.
Sample holder Sample Environment
Ø [mm] Material Ø [mm] Material Concentration Material
0.25 Cu1 0.25 Cu – Air
0.5 Cu 0.25 Cu + mass – Water
0.5 Ny2 0.5 Cu 0.5 % Agarose
2 PMMA 0.5 Br3 1 % Agarose
0.5 ABS4 2 % Agarose
2 Br 4 % Agarose
Oil5
1Copper 2Nylon 3Brass 4Acrylonitrile butadiene styrene
5 Conventional sunflower oil, not characterized, approximate viscosity: ν = 70mm2/s
which represents the full model, the mounted beam is immersed in different viscous and
viscoelastic environments to analyse the impact on the transfer function and to inves-
tigate if critical damping leads to under- or over-damped resonance. The viscoelastic
environment or hydrogels (index: G) are modelled using the Kelvin-Voigt model with










Figure 5.2.: Lumpedmodel derived from case 3.
The torque τ1 is produced by currents in the ex-
ternal coil. The deflection angleφ2 is of interest,
but can only be observed through the deflection
ofφ1. (Adopted from [EF05] ©2019 IEEE).
by taking into account only the first eigen-
frequency of the sample. Then the beam
is represented by a damped spring-mass
oscillator. Furthermore, the viscoelastic-
environment is reduced to a single spring-
damper element. The resulting model is il-
lustrated in figure 5.2 and the fundamental
characteristics of this model are introduced
in section 2.4.1. External torque is applied
on the sample holder only, where the coil is
mounted. In the same way, the deflection of
sample holder, the angle φ1(t), is measured
by means of laser beam deflection. The deflection of the sample, the angle φ2(t) is not
measured directly, however it is of greatest interest. Therefore, we need the understanding
to extract some information about the sample vibration via the the angular deflection φ1(t).
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5.1.2. Analysis of static case
A first discussion is about the stationary case. In this case, terms with time derivatives
vanish (Ji Üφi(t) = 0; ci Ûφi(t) = 0) and the model reduces to a spring network. The simplifica-
tion under these circumstances and the relation from external torque τ and the angular








From equation 5.1 and figure 5.3 we can derive that there exist three regions for which
the spring constant ktot depends mainly on one spring constant. Since we are interested
in the effect of the gel on the spring constant, we want a region in the experiments in
which the elasticity of the gel is a dominating factor. Ideally, this is reached for kS →∞
and kSH → 0. In this case the angular deflection is inversely proportional to the spring
constant with φ1 ∝ 1/kG .
Figure 5.3.:Thedeflectionφ1 as a dependence of different spring constantskSH , kS , and kG . The
inset in the top displays the corresponding spring network as a result from figure 5.2. (Adopted
from [EF05] ©2019 IEEE).
The important message here is the fact, that for certain combinations of sample holder
and samples, one cannot measure differences for ktot by varying the gel, because all the
relevant measurement points may be located in one dominant region.
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5.1.3. Analysis of transfer function and resonances
The main measurement is the transfer function for constant torque and increasing fre-
quency. Using the lumped model from figure 5.2 and the equations derived in section 2.4.1
we can write the equations of motion for the observable deflection φ1 and the non-
observable deflection φ2. The components of the transfer matrix are given by:
G11 = JSHs
2
+ (cSH + cS ) s + (kSH + kS )
G22 = JSs
2
+ (cS + cG) s + (kS + kG)
G12 = G21 = −cSs − kS
(5.2)
Then we obtain for the interesting transfer functions T11 and T12, for τ2 = 0 because there





























On the basis of this calculations, we can investigate the behaviour of the transfer
function of the sample holder and the sample. In figure 5.4 the corresponding graphs
are plotted. One important plot is of the transfer function in the case of no viscoelastic
environment (kG = cG = 0). This case is represented by the blue lines. The measurable T11
shows two resonance frequencies, one for the sample and one for the sample holder. The
non-measurable T12 shows resonances at the identical resonance frequencies. This is
understandable from the equations 5.2, because resonances occur at frequencies where

























Figure 5.4.: Graphs of the transfer functionT11 for different values for the spring and damping
constants. The other constants in this figure are JSH = JS = 1, kSH = 1, kS = 0.25, cSH = 0.1
and cS = 0.001.
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Figure 5.5.: Systems analysis in the image domain aer Laplace transformation. (A) shows the
result aer Fourier transform (measurableT11) of the time domain signal. (B) shows the poles
ofT11 in the Laplace domain. The corresponding peaks of (A) and (B) are highlighted with the
orange and blue background. (C) is the magnification of the poles of peak two which is the
resonance peak of the sample holder. In the pole is within the green area, hence the resonance
frequency increases aer insertion of the sample in viscoelastic gel, then the sample resonates
underdamped. (Adopted from [EF05] ©2019 IEEE).
both transfer functions, the poles are at the same frequencies. This is the reason that
we can investigate the resonance frequency of the sample indirectly by measuring T11.
Another important fact is the low-pass behaviour of the sample holder. It is identified best
at the resonance of the sample, if it is located at a lower frequency than the resonance
peak of the sample holder. If the peaks overlap, the peak is obscured, and if the sample
resonance is at a larger frequency it may be invisible due to the fact, that the low pass
behaviour decreases the SNR at higher frequencies, since the signal drops. The resonance
of the sample holder is increased by using a stiffer sample holder suspension, i.e. by
increasing kSH . An important difference when comparing T11 and T12, are the zero points
that are only visible in T11 because the nominator does not approach zero for positive
frequencies since T12 > 0 for ω > 0. The next case considers an ideal elastic gel with no
dissipation, which is plotted in red. The resonance frequency of the sample increases, since
the spring load on this mass is increased. An increased stiffness reduces the amplitude
of the resonance, yet the resonance peak is clearly visible on T11 and T12. Considering
a more realistic gel which includes damping (cG = 0.2), then the resonance peak of T11
seems to disappear. The question arises if we can conclude that the sample resonates
overdamped. However, as visible in the small inset, this is not generally true. In T12
the resonance is clearly visible, however, in T11 this signal may become very weak or
flat. In this case we need another possibility to observe the resonance behaviour of the
sample to extract information about its physical behaviour within different gels. Using the
Laplace transformation from equation 5.2 and 5.3 we can investigate the results of this
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equations in the s-plane. The two poles of the measurable transfer function, as described
by T11, originate from the resonance frequency of the sample and the sample holder. In
figure 5.5 these measurable resonances are marked in the picture section (A) as peak 1
(resonance sample) and peak 2 (resonance sample holder). If peak 1 disappears, and hence
is not measurable, we can further investigate the damping condition of the sample by
evaluating and comparing peak 2 (frequency of peak maximum and half width) with
and without gel environment. The sample resonates overdamped if the poles of peak 2
(orange area in picture section (B)) become real in the s-plane (jω = 0). This is the
case if the damping constant cG exceeds a certain value. In picture section (C) the root
loci of peak 2 are displayed for varying cG . Increasing cG always leads to a decrease of
the resonance frequency of peak 2, whereas increasing kG results in an increase of this
resonance frequency. Marked in red are the critical points of the damping constant cG at
which peak 1 becomes overdamped. This is not directly measurable, however, the graph
shows that in this cases, the resonance frequency of peak 2 is always smaller compared to
its resonance frequency without viscoelastic load (kG = cG = 0). Hence, we can deduce,
that if the resonance frequency of peak 2 increases after the sample is immersed in a
viscoelastic environment, the sample resonates underdamped. This is represented by the
green area of the picture section (C). This important result will play a crucial role in the
data analysis in section 5.3.
5.2. Characterisation of viscoelastic gels
Agar gels are used in this experiment to mimic the viscoelastic properties of brain tissue.
Materials are characterised as viscoelastic when the deformation under applied forces
exhibits viscous and elastic behaviour. This means the material exhibits a restoring force
and a friction force. Both forces appear in viscoelastic materials, and one option to
characterise a material is to measure the angular deflection under shear stress, which
yields the shear modulus G. The viscous and elastic behaviour is characterised using the
complex shear modulusG∗ = G′ + iG′′ where G′ is the storage modulus representing the
elastic behaviour, and G′′ is the loss modulus representing the loss modulus. Agar gel is
used in many brain tissue-based research applications, because the viscoelastic properties
of agar gels resemble the properties of the brain [120]. Four types of agar gels are prepared
for the experimental work with concentrations of agar (AGAR AGAR SERVA 11396.02).
Therefore, four samples of agar powder of 0.5 g, 1 g, 2 g and 4 g are dissolved in 100 ml of
water. Additionally 13-vol % of 1-propanol is added and prepared according to the protocol
of Kavitha et al. [76]. For the analysis with the rheometer (ARES-G2, TA instruments),
four gel discs are prepared with 40 mm diameter and 10 mm height. The samples and
the measurement results are displayed in figure 5.6. For low frequencies and low strain,
the storage modulus is dominant. The shear moduli of the gels are similar to the shear
moduli of the brain. Prodanov et al. [122] reports on post-implantation variation of the
93
5. Vibration analysis of implant substructures
Figure 5.6.: Characterisation of viscoelastic properties of agarose gels: Top le: Four concentra-
tions of agarose gels are preparedwith 0.5%, 1%, 2% and 4%. The top row shows the containers
for the vibration probe and the bottom row shows the discs prepared for the rheometer. Four
discs are prepared to conduct the measurements on the rheometer (topmiddle and right). Bot-
tom le: The strain measurements, conducted at 1 Hz, show an increase of loss modulus for large
strains. Bottommiddle: Frequency sweep of shear modulus conducted at 0.01 % strain rate. At
50 Hzmainly the loss modulus increases. This effect is more pronounced for low concentrated
gels. (Bar diagrams adopted from [EF05] ©2019 IEEE).
shear modulus of brain tissue ranging from 0.5-2.6 kPa to 25.7 59.3 kPa after 4 weeks. After
reaching the maximum, the shear modulus decreases to values from 0.8 kPa to 7.9 kPa
after 6 to 8 weeks. These values are in good agreement with the measured values of the
four gels, with storage moduli from 1.5 kPa for the 0.5 %-gel to 55.9 kPa for the 4 %-gel.
Therefore, the prepared gels constitute a good choice as a material to mimic the brain
tissue during different post-implantation stages.
5.3. Results from viscoelastic vibration tests
In this section the results of the vibration experiments inside the MR unit are presented.
First quasi-static measurements were conducted for different sample holders, samples
and agar gels to measure the total spring constant. The results are compared to the
theoretical predictions. Secondly, the more important measurement of transfer function
is presented including the important analysis of resonance behaviour of samples inside
the viscoelastic environments. Finally, a worst-case situation on-resonance vibration
experiment is presented, triggered by a bad selection of MR imaging parameters.
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5.3.1. Static measurements
In the first set of measurements the static behaviour was analysed. Therefore, an amplitude
sweep was conducted at a constant frequency of 5 Hz. Based on the experience from the
theoretical analysis, not all possible combinations of sample holder, sample and gel yield a
measurable difference when increasing the gel stiffness. Therefore, a set of combinations
was selected with weak (0.5 Ny), medium (0.5 Cu) and stiff (2 PMMA) sample holders (kSH )














































Figure 5.7.: Results of the static deflection measurements for different sample combinations.
The applied torque ranges from 0.005 to 5 µNm. To compare the the deflection was normed to a
torque of 1 µNm. (Adopted from [EF05] ©2019 IEEE).
The results are plotted in figure 5.7. Measurement uncertainties are taken into account
and indicated with the error bars. These measurement errors result from the uncertainty
of the angle between the normal of the coil surface and B0-field. The data points are fitted
using equation 5.1. It can be seen that for the very stiff sample holder (2 PMMA), the
deflection φ1 is does not dependent on the sample and the gel. On the other hand, for very
weak sample holder and sample (0.5 Ny + 0.25 Cu) the the deflection φ1 depends strongly
on the sample, and thus φ1 is also constant. A strong dependence on the gel is obtained for
the combination (0.5 Ny + 0.25 Cu) and (0.5 Cu + 0.5 Br). Moreover, the latter combination
yields similar results as the combination (0.5 Cu + 0.5 Cu). Based on that measurements,
the main sample holder for the dynamic measurements is the sample holder 0.5 Cu. Its
stiffness is weak enough not to be too dominant, while having a self-resonance frequency
above the sample resonance.
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5.3.2. Dynamic measurements
In this subsection the results from the transfer function measurement are detailed. On
that basis, an analysis of the interaction of sample and different viscoelastic environments
is presented. Finally, the results of an MR experiment are shown, in which worst-case
vibration is triggered by the detailed knowledge of the transfer function.
The first experimental results which are presented, are acquired with the combination
of the "0.5 Cu" sample holder with the "0.25 Cu+mass". This combination revealed direct
measurable deflection even within the 0.5 % gel. In figure 5.8 the graphs are illustrated
in which the data of seven measurements are displayed in the range of 10 to 600 Hz.
The Transfer function In the range from 250 to 350 Hz parasitic vibrations were detected
which are masked for clarity1. The black thin line is the transfer function of the sam-
ple within air, hence kG = cG ≈ 0. The eigenfrequency of the sample is clearly visible
at 42 Hz with an amplitude of 5.4. The grey line results from the transfer function of the
sample holder Immersed in water and the resonance frequency drops slightly to 40 Hz
with an amplitude of 2.8. A clear change of the damping is seen for the measurement
within oil. Here, the resonance is shifted further downwards to 32 Hz with an amplitude






















































Figure 5.8.: Transfer functions of the combination "0.5 Cu + 0.25 Cu+mass" in air, water and
the four gels. On the upper graph the amplitude response is displayed, in the bottom graph the
phase response between excitation signal and the deflection. Clearly visible, in air and water, is
the direct fundamental sample resonance peak below 50 Hz. The additional spring load of the
0.5% gel yields an increase of resonance frequency to approximately 80 Hz.
1see ripples at around 300 Hz in figure 5.9
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Figure 5.9.: Transfer functions of the combination "0.5 Cu + 0.5 ABS". The light-weight sample
resonates in air at approximately 260 Hz. The immersion in water results in strong damping. The
increase of the sample holder resonance, is an indicator that the sample resonates underdamped.
(Adopted from [EF05] ©2019 IEEE).
to approximately 96 Hz, which is a result of the added spring load (kG). This is a first
direct proof, that the sample resonates underdamped within the 0.5 % gel. The resonance
amplitude is relatively weak with 1.08, why detection becomes critical. This is even more
pronounced for the resonance in the 1 % gel. Here a small dip is visible in the phase
response at approximately 220 Hz along with a small amplitude increase. However, the
amplitude resonance is almost invisible due to the amplitude increase of the resonance of
the sample holder. Most importantly, a clear effect is also visible on the resonance peaks
of the sample holder. Due to encoding error the amplitudes on resonance for air, water
and the 4% gel are at the peak region elevated by approximately a factor of two due to
large amplitudes. Nevertheless, the resonances are clearly visible and the damping can be
analysed using the slope of the phase response at 90°. It is visible that, for water, and oil
which has approximately 100 times the viscosity of water, the resonance frequency of the
sample holder decreases below 500 Hz. Furthermore, the damping increases. If the sample
is placed inside gels the resonance frequency increases with higher gels stiffness. It is
notable that the slope at 90° and hence the damping, decreases for higher concentrated
gels. This correlates with the observation in figure 5.6, in which the loss modulus G′′
only increases with frequency for the lower concentrated gels. It is plausible that the
used higher concentrated gels exhibit more elastic behaviour at higher frequencies and
lower concentrated gels exhibit rather viscous behaviour at higher frequencies. Therefore,
resonant vibrations at higher frequencies are more likely in higher concentrated gels.
In figure 5.9, the graphs are plotted for the combination "0.5 Cu" sample holder with
the "0.5 ABS". The deflection angle φ1 is not normalized to visualise the true deflection
angle. Due to the additional spring load the deflection angle φ1 decreases with increasing
gel concentration. In contrast to the previous measurement, the resonance frequency of
97
5. Vibration analysis of implant substructures
the sample is much higher at around 260 Hz. Since the sample is very light, the resonance
drops dramatically, if immersed in water, to approximately 140 Hz. The frequency of the
sample resonance decreases clearly, if the sample is immersed in water. Based on the
argument from figure 5.6 this is a strong indicator that the sample resonant underdamped.
Moreover, little amplitude peaks are visible at point 1 for the 2 % gel and point 2 for
the 4 % gel. The peaks for the lower concentrated gels may be obscured by the ripples
at around 300 Hz. These peaks, however, are small and therefore are not completely reliable.
5.3.3. MRI vibration measurements
All data together demonstrate the possibility of underdamped sample resonance conditions
inside the gels. This is of great importance since it indicates that in real MR experiments,
penetrative implants have the tendency to exhibit amplitude amplification due to resonance


































































































































































































































































Figure 5.10.: This figure illustrates the effect of different vibration amplitudes due to different
timing parameters TR. The top row shows the experimental setup of the sample holder and
beam and the RF coil configuration. The Second row shows the MR image and the corresponding
vibration during the MR acquisition for TR = 14.18 ms which leads to resonant vibration. The
bottom row shows strongly reduced vibration due to different timing parameter TR. (Adopted
from [EF05] ©2019 IEEE).
excite or ideally avoid excessive vibration amplitudes during an MR procedure. In a further
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experiment this is proven for a sample immersed in water. Therefore, the 0.5 Cu sample
was mounted on the 0.5 Cu sample holder. Prior top the MR experiments, the transfer
function was measured as shown before, with a first resonance at 70.5 Hz. Once, the
resonance condition is known, it is straightforward to manipulate the MR sequence such
that the resonance condition is met or avoided. Therefore, I conducted two MR acquisition
procedures with identical sequence parameters, except of the repetition time TR. The
results are illustrated in figure 5.10. In this figure, the obtained MR images, the deflection
in time domain as well as the gradient slew rate which produces the torque are presented,
along with the Fourier transform of each time signal. In the time domain we can see that
on resonance the timing parameters are such that the sequence is repeated once per period.
In other terms for TR = 14.18 ms the following condition is met: 1/TR = 1/14.18 ms = 70.5 Hz,
which is exactly the resonance of the mechanical system. In the frequency domain it
becomes very clear that the first peak. Large vibration can be simply avoided, by setting
TR such that the gradient spectrum has a minimum at the resonance frequency of the
mechanical system.
Within this section the mechanical response was investigated, which real implants can
experience. The torque applied to the sample holder was however artificial, which enabled
the precise measurement of the transfer function, but did not answer the magnitude of
torque which a real implant may experience. This is conducted in the next section.
5.4. Torque measurements of real electrodes
In this section the torque produced by real electrodes during gradient switching is analysed.
This work was conducted in collaboration with the San Diego State University (SDSU)2
where the electrodes are fabricated and published elsewhere [111]. In this collaborative
work, we measured the torque induced in these electrodes using the presented vibration
setup. Of particular interest is the difference between induced torque in carbon-based
electrodes and metal based electrodes. The fundamental equation to describe electrode
vibration is governed by equation 5.4.
I Üφ + Γ Ûφ + µφ = 1
8






di︸              ︷︷              ︸
Orientation and location
ÛGi(t)B0︸  ︷︷  ︸
MR environment
= τ (t) (5.4)
In this equation σ is the conductivity of the electrode material, t and r are the thickness
and radius of the electrode, respectively. The angle α represents the angle between the
electrode surface and B0, and β is the angle between the surface and the gradient field. A
further parameter, di , describes the distance between the implant centre and the centre
of the gradient element i , and ÛGi is the slew rate of gradient element i . The left side of
this equation describes the mechanics which are detailed in the previous chapter. The
2This work was conducted by S. Nimbalkar in the group of Prof. Sam Kassegne.
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Figure 5.11.: Illustration of TPSRmeasurement setup and electrodes. Le: Setup including field
orientations to measure the TPSR of the electrodes. Aer mounting the electrodes, an external
coil was used to characterise the mechanical transfer function with a known externally applied
torque. Then the coil was disconnected and the deflection produced by gradient switching was
measured. (Adopted from [EF06])
right side describes the origin of the torque that induces the vibration. As indicated
by the description in equation 5.4, there are three main components which contribute
to the torque: (i) the conductive layer of the electrode, (ii) its orientation and location
inside the MR unit, and (iii) the electromagnetic fields of the MR environment. From the
viewpoint of the implant, the induced torque depends on the conductivity, height and
surface dimensions of the conductive layer. Therefore, different implants exhibit different
torques while orientation, location and sequence are the same. To label implants with a
number for their torque response, it is useful to find a classification number which allows
the user to estimate largest expected torque independent of the MR unit and sequence.
Therefore, the measurements are conducted with an orientation of maximum induction
and torque, which means the the surface normal is oriented with 45°with respect to B0 and
the gradient fields Gi , hence the angles α and β equal 45°. When the torque is measured
one can derive a normalised classification number by scaling with the measured distance di ,











TPSR is an acronym which means Torque Per Slew Rate with the unit [Nm/(T ·T /s)]. This
classification number of an implant allows the user to obtain the worst case torque for any
MR system. Therefore, the TPSR is multiplied with the characteristic numbers of an MR
system, which is the maximum slew rate ÛGmax , maximal possible distance from isocenter,
and the magnitude of B0. The resulting number is the maximal torque which can be
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experienced by an implant. Using equation 5.5 facilitates the comparison of measurement
and analytical results. This approach is used to characterise the electrodes fabricated
at SDSU. Since the largest connected conductive surfaces were the ground planes, and
thus, contribute largest to the torque, we extracted the connected ground planes and
characterised these components. The setup and electrodes are displayed in figure 5.11.
The electrodes from SDSU are PT-based and glassy-carbon (GC) based. All electrodes
are 25 x 11 mm, and the Pt-electrode has a PT thickness of 300 nm. The GC electrode
has a carbon thickness of 2 µm. As a reference, a high conductive Cu based sample is
manufactured and characterised as well. Therefore, a 40 µm thick copper foil (Chomerics
CCK-18-101-0200) is applied.
Since the electrode are on a flexible substrate, they are adhesively attached on a stiff
PMMA plate to ensure the deflection of the sample holder. All MR related information
is known if the torque is measured, thus one can compute the localized force acting on
an implant. However, this step was not conducted within this work. As described in the
previous chapters, an externally controlled electrode facilitates the characterisation of the
mechanical system. Thus, the electrodes, which are to be tested, are attached on a PMMA
substrate and mounted on the sample holder. Prior to MR sequence tests, the mechanical
system was characterised by measuring the static and dynamic transfer function using
the externally driven electrode. Subsequently this electrode is switched off, such that
induction is suppressed. In the next step, defined gradient sequences are applied and the
deflection is measured. This deflection is caused through induction in the test electrodes.
Simultaneously, the gradient signals are recorded and the position of the implant is mea-
sured. Since the mechanical transfer function is known, which includes the information of
the acting torque, the gradient strength as well as the position and B0 is known, too, one
can derive the torque produced by the implant.
Of great importance is to take into account the parasitic vibration, induced by acoustic
coupling. To distinguish acoustic from induction-based vibration, several test runs are
conducted using different empty PMMA plates. This is required because the acoustic
coupling results in amplitude differences even at the same location due to little position
changes. The results from several scans enable to derive a reliable minimum baseline.
Vibrations below this baseline, cannot be distinguished from acoustic coupling, or in other
words induction-based vibration in these cases is much smaller than acoustic vibration.
The results from the experiments are shown in figure 5.12. The limit of detection, due
to acoustic coupling, in the used MR scanner, is at a critical value for the platinum-based
electrode and too large to measure any induction-based vibration for the GC-electrode.
This means, both electrodes did not show larger vibration than the non-conductive PMMA
sample. The Cu-based reference sample, on the other hand, shows clear induction-based
vibrations which allows assigning a TPSR value. The theoretical values, are larger by a
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Figure 5.12.: Results of TPSR measurements. The graph (A) shows the TPSR as a function of
sample radius r , thickness t and conductivity siдma. The target set ranges about ten orders of
magnitude for the selected domain. In (B) the slice is shown for the corresponding radius of the
test electrodes. The theoretical limit of detection is highlightedaswhitedashed line. Valuesbelow
that line, which are inside the grey area, exhibit less induction-based vibration than acoustic
coupled vibration. In (C) the values of the torque per gradient slew rate are displayed, which
depends on the location. These values are normalized with their corresponding location, which
leads to the TPSR shown in (D). The Pt-electrode is at the limit of detection, the GC-electrode is far
below it. The copper-based reference sample shows clear induction-based vibration. (Adopted
from [EF06])
factor of two to three. One reason is that in the theoretical calculation, self-induction of
the eddy currents is not taken into account. Self-induction decreases the eddy currents due
to its impedance. Neglecting this effect leads to an overestimation of the TPSR. Another
effect is that equation 5.4 is derived using the integral of the Maxwell-Faraday equation.
This integral is straightforward for circular discs using polar coordinates, which results in
the displayed equation. The test electrodes, however, are of rectangular shape, and for
comparison the largest dimension was selected. Hence, the theoretical values represent the
expected TPSR for circular discs instead of rectangular electrodes. Considering these two
effects the analytical values are a good estimator for the expected order of magnitude, and
allow the analysis why vibration above the acoustic could not be detected in all samples.
5.5. Conclusions
In this chapter a novel probe is presented which facilitates the full characterisation of
implant vibration. This includes the analysis of the mechanical response of a system, as
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well as the electrical response of the conductive structures. In addition, the developed
probe shows full MR compatibility, which enables the simultaneous measurement of
vibration and MR acquisition. The vibrational measurements of mechanical structures,
immersed in brain-like viscoelastic materials, exhibit underdamped vibrations. This is
of great importance, since the accidental excitation of such resonances, exposes a risk
for fatal incidents. With respect to the characterisation of conductive structures a new
classification number is introduced, which provides a labelling of implants independent
of the MR unit. Both numbers in combination, the TPSR and the resonance frequencies,
represent a label, which furnishes all required information necessary to avoid excessive









6 | Flexible high-field probe for in-situ
measurements
High-field NMR systems are advantageous in particular with respect to the SNR. When
coil-noise is dominant, which is the case for small volume research scanners, the SNR
scales approximately according to: SNR ∝ B7/40 . Therefore, a lot of effort is invested for
developing systems for high fields. Even though there are powerful hyperpolarisation
techniques to increase the signal up to three order of magnitudes, these methods are not
applicable in many situations. Especially for the investigation of living biological systems,
hyperpolarisation is often difficult, because its requires specific chemical prerequisites
of the investigated sample, for example, radicals in DNP. Hence, high field NMR/MRI is
currently the only option to boost the signal in these circumstances. Novel, horizontal bore
scanners, usually made for animal testing, are nowadays available for up to 15.2 T. These
systems support very flexible interfacing to enable manifold research test for animals.
Furthermore, these systems are optimised for MRI not NMR, hence they have limited
capabilities with respect to spectroscopy. To combine the flexibility of horizontal bore
scanners with the high-end image and shimming capabilities of the vertical bore scanners
optimised for NMR, a novel type of probehead is required. The focus in this work is to
develop a probe which enables augmentation of sample control and sensing. Therefore,
the focus is laid on the modularity for integration additional components for research
application. In this chapter the design and benchmarking tests as well as two applications
are presented. In the second chapter, the focus is laid on the development of an MR
compatible seeding substrate for in-situ cell analysis.
6.1. Design- and Manufacturing
The target system of the probe design is a Bruker AVANCE III 500 MHz wide-bore system
with a bore diameter of 71.8 mm. Within the next chapter the most important design
considerations are presented.
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6.1.1. Design and construction
6.1.1.1. Mechanical design
The probe design is conducted mainly in SolidWorks, since the majority of parts are of
mechanical nature. This is due to the fact that the concept of tuning and matching is
adopted from the commercial products. This means that the probe is equipped with a
modular interface for pre-tuned exchangeable probeheads. Therefore, per channel, one
tuning and one matching capacitor is provided, whereas decoupling of multiple channels is
realized on the probehead and hence, no advanced circuitry is required. The connectivity
to a commercial gradient system (Micro 5, Bruker) is implemented. In the final design, the
probe is equipped with two-channel support and gradient interface. In addition, the frame
is manufactured using a hollow framework which integrates the mechanical support and
the required feed-through within one system. In figure 6.1 the main components of the
target MR unit are illustrated.
Figure 6.1.: 3D-CADmodel of target system. Le: Visualisation and scale of the fullmodel. Middle:
Sectional view exposes the inner structure. The sample insert is conducted from top via air li.
The distance between bore entrance and bottom restricts the maximal length of the probe to
enable insertion. Right: Center region with isocenter, probehead and gradient. The sample is
settled at the bottom of the airli.
For a proper design, the consideration of geometrical restrictions of the target system
are crucial. The minimum length of the probe is given by the distance from the bore
entrance to the isocenter. Once the probehead and gradient is mounted, the probehead
needs to be placed at exactly the isocenter. The maximal length is given by the distance
from the bottom to the bore entrance. An excess in length does not allow the user to
insert the probe into the magnet. The outer diameter of the probe requires a tight fit to
the diameter of the bore hole, to maintain the functionality of the airlift. Otherwise the
sample exchange by the airlift is impeded. To satisfy these geometrical requirements, a
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Figure 6.2.: Assembly and explosion view of the two-channel probe. The labels are: (1) Front end,
(2)full assembly, (3) intermediate plate, (4) basic frame, (5) base housing and external connection
interfaces, (6)explosion view of front end. The red arrows at (1) indicate the feed-throughs from
top. The red arrows at (5) highlight the RF and gradient interface.
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3D-CAD model is established which enhances the development process and decreases the
number of iterations.
The fundamental probe components are illustrated using the explosion view in figure 6.2.
Label 1 shows the front end for the coil and gradient interface. The red arrows indicate the
central feed-through and one of the outer feed-throughs of the frame. The entire assembled
probe is shown under label 2. Under label 3 one copy of the intermediate plate is displayed.
It shows the large circle for the gradient power supply, two holes for water cooling lines
of gradient, two opening for the RF cable and four small holes for the trimmer rods. The
outer for holes are for the frame rods, the inner hole is the central feed-through. The base
frame is illustrated under label 4. Notably, the first frame rods were made from carbon
fibre and replaced in a later version by brass rods. Additionally, the intermediate plates in
the second version are fully covered with copper foil. This approach provides a drastically
improved grounding functionality which results in suppression of disturbance signals (see
section 6.2). A full explosion view of the base is displayed under label 5. The two red
arrows indicate the external RF (N-type) and gradient cable connection. The connector on
the rightmost side are the fluid plugs for external water supply. Under label 6 you can see
the explosion view of the front end. This front end is designed to enable the mounting of
commercially available gradients and RF coils.
6.1.1.2. Materials
All used materials are generally "non-magnetic", whereat a more careful choice of materials
and design has to be taken into account at the front end. For example, paramagnetic mate-
rials with (χ > 300ppm) are acceptable at the base, but the use of materials at the front end
must be restricted to "non-magnetic". Special trimmer capacitors for MR applications are
available. Several materials which are applicable at the front end are aluminium, copper,
high-quality brass1, PTFE, PMMA, carbon- and glass-fibre. Of importance is the fact that
the conductivity of carbon fibre produces a frequency shift is placed closed to the coil. On
the other hand, the conductivity of carbon-fibres is too low if proper grounding is required.
The better choice is brass due to its higher conductivity. In the case of non-conductive
requirements, for example for the trimmer rods, glass-fibre based materials offer a better
choice compared to carbon fibre.
6.1.1.3. Tuning and matching
As described, advanced RF circuitry, such as traps and balancing, is part of the exchange-
able probehead. However, to enable tuning and matching after probe insertion into the
magnet, a tuning and matching capacitor is installed, which is externally controllable.
This approach is common practice for commercial modular probes. The capacitor con-
figuration implemented in this probe is state-of-the-art, however, a short equivalent
1low-quality brass often has traces of nickel
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lumped-parameter-model will be discussed to present the functionality. Additionally, this
provides the required information for planning specifically tailored, novel probeheads
which are interfaceable with this probe. The probe consists of two trimmer capacitors per









Figure 6.3.: Illustration of the equivalent circuit
for tuning andmatching. The probehead circuit
is exemplary, it can be any RF circuit which is
pre-tuned. The capacitors of the probe areCM
for matching andCT for tuning. The capacitance
CP is of parasitic nature and not realized with a
discrete element.
RF channel. These trimmers are arranged
in series, and as such, would both pro-
vide the functionality of a matching capac-
itor. A lumped-model on that basis will not
reproduce the correct electric characteris-
tics and does not allow to emulate realis-
tic behaviour. It is of great importance to
take into account the parasitic capacitance
which establishes a shunt resistance after
the first trimmer capacitor. This principle
is visualised in figure 6.3. The shunt resis-
tance parallelises the tuning capacitor CT
with the probehead circuit, which then al-
lows the user to use this trimmer as a tun-
ing capacitor. A functional probe, therefore
requires a proper ground at the trimmer ca-
pacitors, if they are in serial configuration.
Otherwise, no tuning will be possible but
only matching will be functional. This is
realized by proper ground planes close to
the trimmers. In the figure this is seen by
the brass rods of the frame and partially the
carbon fibre rod. Alternatively, a discrete capacitor with low capacity (< 1.5 pF) can be
installed. In this probe, the capacitors CT and CM are both sapphire trimmer capacitors
which have range from 0.5 to 10 pF (TEMEX TG 092).
6.1.1.4. Assembly
Two versions of the probe are fabricated consecutively using the results from initial test for
optimisation. The first version consisted of a single proton channel. A gradient interface
was incorporated which involves the gradient power supply and the gradient cooling lines.
In the commercial gradient a four-terminal temperature sensing is embedded, therefore
four lines are integrated in addition to the power supply. The base housing was electrically
connected to the MR unit and therefore grounded. All intermediate plates, which are
fabricated from PMMA using laser cutting, were installed without a conductive cover. The
carbon-fibre frame tubes had an isolation coating. As a result, this assembly had shielding
problems, which led to distortion signals. The reason for this behaviour is the insufficient
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Figure 6.4.: The full probe in the centre is the first assembly with the carbon fibre housing (single
channel configuration). Le: Components of the first assembled version with single channel
configuration and unshielded. Right: Revised version with second channel
shielding of the RF resonator from the electromagnetic environment. Thus, interfering
signals are picked up by the resonating circuit and mixed with the NMR signal.
The distortions signals were however not severe, and benchmarking test for linewidth
and MRI could be conducted. A linewidth of 0.5 Hz (see section 6.2) was acceptable and the
measured SNR was identical to the commercial probe. The gradient worked seamlessly and
no degradation was measurable in comparison to the commercial probe. After these test a
revised version has been manufactured taking into account the mentioned deficits. The
carbon-fibre tubes are exchanged for better conducting brass tubes and the intermediate
plates were covered with adhesive copper tape. The coaxial cable is stripped and the outer
shield connected the the grounded frame. All intermediate plates, brass tubes and coaxial
cables are connected using solder joints. Components of both versions are illustrated and
labelled in figure 6.4. The outer carbon-fibre shell was applied in both cases. Degradation
in form of interfering signals could not be observed after this upgrade. The results of the




In this section the results of the benchmarks tests are presented obtained from measure-
ments using the two probes described in the previous section.
6.2.1. NMR measurements
To investigate the NMR capability 1D/2D-NMR experiments are conducted to test the
performance of linewidth and signal performance. The 2D and carbon spectrum a were
recorded using a 5 mm double resonance coil and the 1D proton spectra were recorded
























































































































FWHM = 0.5 Hz
FWHM = 0.7 Hz
Unshielded
Shielded
Figure 6.5.: Results from the NMR benchmark tests with unshielded single-channel and double-
channel shielded probe. Row A: Spectrum of a 4 % ethanol solution in water obtained with
the unshielded single-channel probe. A line width at half maximumwas achieved with 0.7 Hz.
Distortions are visible at the base of the multiplets. Row B: Experimental results of the mixture
containing sucrose, alanine, valin and TSP. A line width of 0.5 Hz was achieved, and silicon and
carbon satellites are clearly resolved. No distortion signals are visible. Bottom row: 2DHSQCmea-
surement of sucrose and carbon spectrum of sucrose. At C3 the picture of a unshielded and
shielded intermediate plate is displayed. in the shielded version the carbon-fibre tubes are
replaced by brass tubes due to better conductivity.
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normalised to the largest peak. The probe performance of the single-channel unshielded
probe is displayed in row A. This spectrum is obtained from a 4 % aqueous solution of
ethanol. A linewidth of 0.7 Hz was achieved. Clearly visible are the signal distortions at
the base of the multiplets (A3). With the revised double-channel probe this distortion is
removed due to the introduced shielding. The sample used for this experiment consisted
of 10 mM sucrose, 10 mM glucose, 10 mM alanine, 10 mM valin and 10 mM TSP as reference
dilute in aqueous solution. A linewidth of 0.5 Hz is achieved and clearly visible are the
carbon and silicon satellites of the TSP. In addition, a carbon spectrum is presented in C2
obtained from a 1 M sucrose sample. The functionality of both channels was furthermore
verified by acquiring a 2D spectrum of the sucrose sample shown in C1.
6.2.2. MR experiments
MR benchmark test were conducted to test the capabilities of the developed probe for
applications in MR imaging experiments. Most important are the gradient functionality
and the signal integrity.
Figure 6.6.: Results of the MRI benchmark tests. On the le column the results of the MRI
comparison tests are shown. The corresponding histogram of each MR image is plotted beneath.
Orange represents the histogram from the background region and blue the histogram from
the signal region. Both histograms are extracted from the vertical central regions of the image,
excluding the darkening regions due to orthogonal slices. On the right, MR images acquired from
a fir branch are displayed showing the application for different sequence types (GRE and UTE).
To evaluate these capabilities the general functionality was tested, such as leakage
for gradient cooling and interfacing to the existing hardware. This interfacing works
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seamlessly. To test the signalling, MRI images were acquired for identical parameters
using the commercial probe and the developed probe. Results of MRI benchmark test with
the single-channel unshielded probe are displayed in figure6.6, where on the left side the
comparison tests are illustrated. The acquired MR signals are comparable, however the
SNR for the custom probe is slightly lower by approximately 7 %. The reason is due to the
unshielded configuration, which increases the coupling of external disturbance signals
(see figure 6.5) and a larger damping of the applied coaxial cable.
The SNR is computed using the following equation, where Si stands for pixel of the





Therefore, the SNR is computed by measuring the distance of the mean value between
signal and background region and divided by the standard deviation of the background
signal.
6.3. Experiments
The manufactured probe is distributed in the research group and used for various ap-
plications. To demonstrate its applicability two examples are selected and illustrated.
The experiments which are shown here, are not conducted by myself, and the presented
illustrations are based on images by courtesy of Neil MacKinnon and Lorenzo Bordonali.
6.3.1. Oil droplet measurements
The oil droplet measurement is an experiment in which the abundance of water or oil in
the coil region is measured. Alternating oil and water droplets are fed into the ROI using
a flow setup. Water inside the RF-coil yields a strong MR signal, whereas oil is recognized
due to the absence of an MR signal. The setup and initial results are shown in figure 6.7.
These measurements are conducted by Omar Nassar and Neil MacKinnon.
On the left side in figure 6.7 the experimental setup is illustrated. Inserting additional
hoses into the feed-throughs facilitates the usage as flow probe. The flow is externally
controlled. On the right side of this figure first experimental results are displayed. Each
peak represents an individual NMR experiment. While the oil-water droplets flow through
the coil, the signal increases and decreases with time, dependent on the current sample
inside the coil. This experiment uses the developed probe as a flow through probe using
the available feed-troughs for inserting the flow lines. Further, experiments are planned
for integrating additional electronics.
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Figure 6.7.: Experimental setup for oil-water droplet measurements. The probe is applied in
this configuration as flow probe. Each peak on the right side represents an individual NMR
measurement, hence this figure showsmany consecutiveNMRmeasurements. Themeasurement
graph is by courtesy of N. MacKinnon.
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6.3.2. Hyperpolarisation experiments using parahydrogen (SABRE)
Another experiment uses a modified version of the presented probe with an increased
central feed-through. This experiment is lead, designed and manufactured by Lorenzo
Bordonali. A custom designed probehead is used to conducted SABRE hyperpolarisation
on a microfluidic platform. This probehead is interface with a version of the presented
probe. The setup is illustrated in figure 6.8.
Figure6.8.:Probeconfiguration forSABREexperiments inhigh field. On the le side theassembly
of a modified probe version is displayed in which the central feed-through is extended. The
subfigures b) and c) are reprinted from [EF04]) and generated by L. Bordonali.
On the left side one can see the used probe for this experiment. From the top view one
can see that this probe is set up in a single-channel configuration with a gradient interface.
The base shows the RF interface as well as the tuning and matching rods. Additional fluid
connections are required for the specific experiment and make use of the central and frame
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feed-throughs. On the right hand side the probe head configuration is displayed. This
work is published under the title "Parahydrogen based NMR hyperpolarization goes micro:






















































































Figure 6.9.: Results of the hyperpolarisation experiment. 1H spectra are shown in (a) of the
analyte signal peaks. Red lines are under flow conditions and black lines are backgroundmea-
surements without flow. This figure is reprinted from [EF04]) and generated by L. Bordonali.
6.4. Conclusions
In this chapter the design and construction, assembly and benchmarking test of a novel
probe design is presented. NMR and MRI benchmark test were conducted to evaluate
the MR functionality of the probe. This includes measurement of spectral linewidth
measurements which yields information of the B0-compatibility as well as SNR test to
evaluate the RF electronics compatibility. A redesign in which a proper ground shielding
was introduced facilitates to remove any measurable distortion signals. The linewidth
with 0.5 Hz is comparable to the commercially available probe. The SNR is slightly weaker,
most probably due to cable losses. This can easily be improved by employing a coaxial
cable exhibiting less damping, which however, may results in a thicker cable and/or higher
costs. Most importantly, the probe finds application in various experimental environments
and facilitates the flexibility to enables a rapid approach to design custom tailored NMR
experiments. It is proved that the probe works in standard configuration using NMR tubes
as well as for sophisticated flow through experiments. This is an important feature also
for applications of in-situ biological experiments. Such require the constant supply of
nurturing liquids and gases as well as the monitoring of different parameters such as
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temperature. All setups of such experiments require the straightforward integration of
these supply lines, and exactly this could be shown by similar configurations.
6.5. Outlook
A revised version of the probe is envisaged, which supports an extended feed-through.
The design of this probe is concluded, and a first prototype has been manufactured and
presented in figure 6.8. A second assembly is planned, with additional RF channels and
a revised RF circuitry. The main goal of this probe is a vertical shaft with an increased
cross-section area, to enable the mounting of a complete second probe inside. Therefore,
the outer probe provides the RF interfacing and the inner probe can be fully tailored and
equipped with a variety of signal and transport lines. Images of the 3D virtual model
of this probe are displayed in figure 6.10. Orange encoded is a dummy model of such
an additional probe. In collaboration with M. Wapler from the IMTEK, University of
Figure 6.10.
Freiburg, the integration of an additional camera system is envisaged. This camera system,
developed at IMTEK, is fully compatible to the MR probe and will allow simultaneous
MR and optical imaging. Application areas of such a system are found in the biomedical
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research. An example is the nematode Caenorhabditis elegans (C. elegans), which is
often used as a model organism. A major goal is to enable MR imaging of a free-moving,
unstressed worm. To obtain enough SNR for acceptable MR image quality, averaging is
required. This in return, requires a novel acquisition scheme, which automatically updates
the gradient sequence to take into account the moving worm. In other words, the image
encoding requires an on-line adaption to the moving coordinate system of the worm.
Initial procedures and acquisition protocols have been developed and virtually tested,
aiming towards the establishment of optical tracking and real-time adaption of the MR
gradient sequence. This work, with main contributions from M. Reischl and M. Jouda has
been submitted to PLOS Computational Biology[EF07]. A combination of the integrated
camera system, MR probe and this novel acquisition scheme can enable the MR imaging of
an unrestrained, moving worm. A publication of the presented probe is planned in Review
of Scientific Instruments [EF08].
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An important application of NMR spectroscopy and MRI is the investigation of biological
systems. NMR offers a wide spectrum of acquisition tools to investigate such systems
on a molecular level using the ability of sophisticated quantitative chemical analysis.
This comprehends the investigation of the molecular composition as well as the analy-
sis of the chemical structure of the abundant molecules. MRI is another tool to further
investigate the morphology of larger cell compounds and tissues. In form of many specifi-
cally tailored pulse sequences the investigation of various tissue properties is facilitated.
Two salient approaches are (i) the relaxation-based contrast imaging methods and (ii)
diffusion-weighted acquisition schemes. From biological point-of-view, there are two
main methods to investigate living organisms. A first approach is to extract tissue from
a living organism, so-called tissue-slices [75,40]. A different approach is to extract stem
cells with the potential to proliferate and subsequent culturing on a seeding substrate
which results in tissue formation. Common requirements for both methods are the con-
tinuous supply and exchange of nurturing fluid as well as humidified gases (mixture of
O2/CO2) and the temperature control
[74]. In case of cell culturing another important
component is the substrate. Manifold seeding substrates are 2D systems, however, tissues
normally develop as 3D structures. To better reproduce the in-vivo environment there is
an increase development towards 3D scaffold systems. There are many 3D scaffold struc-
tures, even commercially available such as Matrigel®, hydrogels and cryogels [79]. These
substrates, however, have several disadvantages. In Matrigels®, culture variation have
been observed due to its poorly chemical definition [27]. Chemical processing is required
to provide important cellular chemical cues [35]. This increases the risk for entrapped
residual chemicals, which then may impede with the reproducibility of the cells. Another
important aspect is the degradation of the material which affects its mechanical integrity.
If a scaffold is required which provides mechanical stability over a longer period of time,
the presented approaches may be insufficient, since these scaffolds suffer from degradation.
To overcome these problems a scaffold on the basis of glassy carbon is introduced. Glassy
carbon is a material which offers an excellent cytocompatibility [148,106,2]. Apart from that,
glassy carbon, derived from polymer structures, is a material which is extensively used in
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batteries [135], carbon MEMS and NEMS [136,159]. The combination of cytocompatibility and
process technology renders this material a promising candidate for novel 3D substrates.
Moreover, glassy carbon has been employed for neural interfaces due to its conductive
properties [149]. In combination with NMR/MRI analysis, glassy carbon fulfils the require-
ments for cell culturing as well as the MR compatibility. Due to its low susceptibility,
low conductivity and the absence of any protons, it does not (i) interfere with B0 and (ii)
with B1, and (iii) it does not produce proton background signals. Therefore, glassy carbon
renders an ideal substrate material for in-vitro, in-situ studies for cell culture experiments
using NMR/MRI analysis.
To prove the hypothesis, that glassy carbon scaffolds can serve as an MR compatible
seeding substrate, a precursor cryogel is converted into a glassy carbon scaffold using
pyrolysis. On these scaffolds NSCs are cultured, and after fixation, the cells cluster dis-
tribution is analysed using MRI. A precursor gel with known mechanical structures that
facilitate cell growth is selected, to obtain an already tested, functional pore network. This
work has been published previously by Bäcker et al. [11]. Subsequently, MRI is employed
to investigate the shrinkage of the scaffold and to analyse the preservation of the pore
structure. This is done by comparing the pre- and post-pyrolysis scaffolds. In the follow-
ing sections this procedure is presented in detail. This work is published under the title
"3D Carbon Scaffolds for Neural Stem Cell Culture and Magnetic Resonance Imaging" in
Advanced Healthcare Materials[EF02]. The major focus in the next sections is laid on the
contribution from my side, which is the MR pore size analysis and MR imaging of cells.
The pyrolysis was performed by Swati Sharma and the precursor scaffolds were provided
by Anne Bäcker [11], both at IMT, KIT. The cell culturing was conducted by Matthias Kirsch
from University of Freiburg, Department of Anatomy and Cell Biology.
7.1. Methods
In this section the fundamental methods are reported, which are used to obtain MR images
of cultured NSCs including the porosity analysis of the precursor and carbonised scaffolds.
7.1.1. Cryogel fabrication, pyrolysis and cell culturing
The entire process flow which shows the steps from cryogel fabrication to MR imag-
ing of the cultured cell clusters is illustrated in figure 7.1. Cryogels are obtained by
following the protocol of Kumar and Srivastava [86]. In an initial aqueous solution 1 %
chitosan, 6 % agarose and 2 % gelatin are mixed and cross-linked at room temperature
and poured into a syringe. Subsequently the mixture is cooled down to −21 ◦C and af-
ter 5 hours thawed to room temperature followed by dicing. This obtained scaffold are
then pyrolysed at 900 ◦C. A ramp rate of 3 ◦C/min is applied, followed by cooling down
to room temperature naturally. Neurosphere cultures are obtained from adult mice and
122
7.1. Methods
Figure 7.1.: Process flow of the glassy carbon scaffold fabrication, cell culturing fixation and final
MR imaging. Image adapted from[EF02] and generated by A. Bäcker, E. Fuhrer and S. Sharma.
subsequently seeded for 5 days in growth medium. Prior to culturing, the carbon scaffolds
are sterilised by immersion in isopropanol. After washing with water, the scaffolds are
immersed in growth medium. An important step is the placement in an excitator to remove
air bubbles from the pores. Afterwards neurospheres are transferred by dissociating with
accutase and 250 000 cells in 5 µl growth medium and seeding on top of the scaffolds.
This step is followed by incubation at 37 ◦C in 5 % CO2 for 30 min. Then the scaffolds
are transferred to individual well plates and cultured for 4 days. A 50 % medium change
is conducted after 2 days. Afterwards cell cultures are fixed with para-formaldehyde in
phosphate buffer and transferred into glass tubes for MRI. Results from SEM imaging and
fluorescence imaging are presented elsewhere[EF02].
7.1.2. Porosity analysis using MRI
For successful cell culturing, the size and morphology of the scaffold structures play a
crucial role. To investigate the impact of pyrolysis on the morphology and porosity, MRI is
used as a non-destructive tool, to conduct image-based porosity analysis of identical scaf-
folds before and after pyrolysis. The acquisition and post-processing protocol is identical
for both scaffold types. Therefore, the scaffolds are immersed in an aqueous CuSO4 solution,
which has reduced T1-time. For both scaffold types, a 3D-GRE image protocol is used with
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the parameters: TR = 50ms, TE = 7ms, BW= 22.5 kHz, FA = 80◦, and an isotropic resolution
of 30 µm. The matrix size is 230 × 320 × 320 for the cryogel scaffolds and 160 × 320 × 320
for the glassy carbon scaffold. The image analysis is based on extracting the scaffold from
the background and to produce a reconstructed virtual 3D model, which is then analysed
with respect to volume and surface area. The segmentation procedure uses thresholding
based on Otsu’s method (see chapter 2.3.2). For robust thresholding it is essential to obtain
the image data with large SNR and homogenous background. Furthermore, any air bubbles
leading to blackened regions in the MR image will be erroneously labelled as scaffold
structure and falsify the data. Therefore, two approaches were applied which will be
described in detail. To obtain maximal SNR per acquisition time a CuSO4 solution was
prepared which is tailored for the desired acquisition timing parameters. Subsequently
the process to immerse scaffolds in water while avoiding air bubble trapping is presented.
7.1.2.1. Preparation of CuSO4-solution for maximising CNR
To acquire MR images of the scaffolds, these are immersed in an aqueous solution. Re-
gions that are occupied with scaffold material appear as dark voxels. A thresholding
procedure, operated on the obtained MR images, enable the virtual reconstruction of
the scaffold. Accurate thresholding is achieved with sufficient SNR, which is optimised
using the contrast agent CuSO4. Most signal is obtained when all polarised protons
contribute to the MR signal. This means that for each excitation the entire longitudinal
Table 7.1.: Values for A and B as published
by Kjær et al. [78] and extrapolated values for
B0 = 11.7 T in red.
T1 T2
fL A B A B
64 MHz 0.730 0.36 0.921 0.35
90 MHz 0.678 0.44 - -
270 MHz 0.632 0.32 0.843 0.27
500 MHz 0.536 0.36 0.745 0.25
magnetisation is available and tilted into
the horizontal plane. Furthermore, after ex-
citation no significant transverse relaxation
takes place. This renders a typical proton
density weighted image. For pure water,
however, T1 relaxation can take up to 3s,
which makes the repetition, and thus acqui-
sition time, very long. Therefore, the wa-
ter requires doping with the exact amount
of CuSO4 to guarantee full T1-relaxation
within TR and minimal transverse relax-
ation within TE. Since minimising TE requires an increased bandwidth and thus lowers
the SNR, the task is to find the optimal concentration of CuSO4, that satisfies the demands
for full T1-relaxation within a certain TR and minimal T2-relaxation for a given TE and
bandwidth. In a publication by Kjær et al. [78], the relaxation times of CuSO4 depending on
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TE = 7 ms & TR = 50 ms
T1 = 500 ms T2 = 375 ms
T1 = 200 ms T2 = 140 ms
T1 = 50 ms T2 = 36 ms
T1 = 25 ms T2 = 18 ms
T1 = 10 ms T2 = 7 ms





Figure 7.2.: Graphs of signal dependencies to find optimal optimal CuSO4-concentration and
sequence parameters. A) Dependency of relaxation time of aqueous solution on CuSO4-
concentration for B0 = 11.7 T. B) Relative SNR for depending on the FA for different T1/T2 combina-
tions and short TR. The signal and Ernst angle increase up to an optimal point for approximately
T1/T2 = 25ms/18ms. C) DependenceonSNRas a function of concentration for different TRwithout
averaging. If TR is decreased, the maximum SNR appears for higher concentrations of CuSO4.
D) Taking into account the noise reduction due to averaging, an optimal SNR is reached for a
concentration of approximately c = 125mmol/l and TR = 15ms. A factor of 5-6 in SNR enhancement
can be reached compared to pure water imaging.
The inverse relaxation times T1 and T2 as a function of CuSO4-concentration cCuSO4 (in
the further text c) are given by the linear-affine function shown in equation 7.1. In this
equation, i ∈ {1, 2} stands for the corresponding relaxation time (T1 or T2), and A is the
corresponding factor for the linear relation of concentration and relaxation time, and B the
corresponding inverse relaxation times for pure water (cCuSO4 = 0). By using the published
data, the parameters for A and B are derived, and the correct relaxation times forB0 = 11.7 T
are computed. The entire parameter space for optimal SNR, however, is quite large and
hardware limitations have to be taken into account. The receiving bandwidth BW and echo
time TE, are interdependent and also connected to the number of readout pixels. Further
parameters are the repetition time TR, flip angle FA and the number of averages NAvg. The
echo time TE should not exceed 10 ms because GRE sequences are prone to susceptibility
artefacts, for example from small trapped air bubbles. A minimum matrix size is required
to obtain an acceptable resolution for the required FOV. An echo time of TE = 7 ms is
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good trade-off, which allows a bandwidth down to 22.5 kHz while enabling the acquisition
of 200-350 readout pixels. Having BW, and TE defined, the parameters FA, TR, and cCuSO4
are subsequently optimised. By combining equation 2.26 introduced in chapter 2.1.4.3, and
equation 7.1, one can optimise the CuSO4-concentration which yields an optimal SNR.
The equation to optimise SNR is governed by:
















) · √NAvg (7.2)
Considering a normalised Proton density (PD = 1) and no averaging (Navg = 1), we
obtain for TR→∞ and TE→ 0 and αFA = 90 a SNR of one, which serves as a reference.
The results of this optimisation procedure is illustrated in figure 7.2. In figure 7.2 A
the relation of relaxation time and CuSO4-concentration si shown. The finally selected
concentration value and its corresponding relaxation times are indicated with red lines.
In figure B the dependence of FA and relaxation times for given parameters TE and TR
are illustrated. A higher concentration yields a shorter T1 and T2, which results in an
increase of the Ernst angle and signal, until am optimum is reached. The further increase
of concentration yields a decay of signal due to rapid transverse relaxation. The results
for setting the flip angle FA = 90°, while varying TR and concentration, are displayed
in figure 7.2 C and D. If averaging is not taken into account, one can see a linear increase
of the maxima with concentration. For more realistic SNR, averaging has to be taken into
account, which then shows an optimum point for the concentration and the corresponding
TR as shown in figure 7.2 D. That optimum is at c = 125 mmol/l and TR = 15 ms, which yields
an enhancement of 61. Final acquisitions are conducted using a CuSO4-concentration
of c = 75 mmol/l = 12 g/l, which yields T1 = 25 ms and T2 = 18 ms, which is slightly below
the optimum. The reason is that a small TR yields a large gradient duty cycle. The selected
value offers a good compromise between SNR and moderate gradient duty cycle, especially
in the view of longer acquisition durations.
7.1.2.2. Desiccator supported immersion of scaffolds in acqueous solution.
Reliable porosity data analysis requires artefact free MR images. Any air bubbles thwart the
automatic MR image-based post-processing and render data analysis impossible. Hence,
bubble-free scaffold immersion in aqueous solution is an essential process step. A desiccator
was developed which enables the bubble-free filling of aqueous solution into an NMR tube.
Therefore, the NMR tube including the sample is placed inside, the desiccator. A vacuum
pump (down to 0.1 mbar) is connected to the vacuum line, and the starting of the vacuum
pumping automatically closes the lid. After the vacuum is established, the inlet is opened
1In all calculation residual transversal magnetisation in the subsequent FID is not taken into account due
to simplification. Hence, this calculation emulates spoiled sequences, which is of course not applied in
the real acquisition, since non-spoiling increases the SNR.
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Figure 7.3.: Le: Setup of the desiccator and a carbon scaffold in the NMR sample holder. Right:
Two comparative images show resulting MR images of a scaffold immersed in aqueous solution
and filled under atmospheric condition and in vacuum. The vast amount of air bubbles appearing
as dark spots are clearly visible. Photographs are adapted from [EF02].
and the aqueous solution is sucked into the NMR tube. A small nozzle facilitates a steady
and slow inflow. The desiccator and comparative images are shown in figure 7.3.
7.1.3. MRI imaging of fixed cell cultures
MRI imaging of cell clusters are acquired with the scaffolds in buffer solution. Due to the
longer relaxation times, the acquisition parameters differ from the acquisition parameters
used for porosity analysis. The following parameters are applied: Sequence 3D GRE,
TE = 2.75ms, TR = 100 ms, FA = 45°, BW = 100 kHz, Matrix size: 160 × 160 × 320 with
an isotropic resolution of 31.25 µm. Prior to imaging, a scaffold was crushed to enable
access for optical inspection. This procedure facilitated the confirmation of MR signals




The 3D MRI data are exported as DICOM-files which can directly be read from MATLAB
and saved as binary matrices. To simplify the processing, a cube occupying a sub-volume
of the scaffold is extracted. Therefore, the thresholding based on the histogram is reliable
since the distribution is not skewed due to over-representation of bright background
pixels. After thresholding of this cube, for which scaffold voxels are labelled with zero and
background voxels are labelled with one, an isosurface object is created using Matlab’s
in-build function isosurface. This function creates a triangular mesh connecting the points
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Figure 7.4.: Visualisation of post-processing pipeline to compute porosity data. From the raw 3D
MRI data a cube of known dimension is cropped. This matrix is binarised using Otsu’s method.
Subsequently, the isosurface is computed which consist of triangular elements. The surface of a
single element is computed using the cross product, and the sum of all elements yields the total
surface. The process from volume cropping to surface computation is repeated, until the major
volume of the scaffold is analysed.
of zero-value, and thus represent the scaffold. The total area of the isosurface object,
which represents the surface area AS of a scaffold, is obtained as the sum of the areas of






®ai × ®bi  (7.3)
The vectors ®ai and ®bi are the edges of element i , as illustrated in figure 7.4, and the final
surface is a result of the sum of all N elements. The total volume of the scaffold VS is the
sum of all voxels assigned with zero after thresholding. The total occupied volume of both,
void space and material, Vtot equals the volume of the cube. Based on this data the surface










In summary, the approach of porosity analysis using local cubes exhibits many advan-
tages. The total volume of the cube is occupied with scaffold material, which ensures
a correct histogram, since background pixels are not over-represented compared to a
global thresholding routine. The impact on background inhomogeneity on the threshold
value becomes less dominant, this effect scales with the size of the cube. Furthermore,
the calculation of Vtot for an entire scaffold is not easy automatable since the scaffold
boundaries are of random nature. Using a volume crop, solves this problem automatically,
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since the total volume Vtot simply equals the cropped volume. Another important aspect,
is the fact that the program sequence is repeated, and many different regions per scaffold
are analysed. In principle, this allows to investigate the homogeneity of the scaffold, by
comparing the results obtained from different regions. On the other hand, the size of the
cube, should not become critically small. This means it should occupy, a certain volume
which contains pores to yield reliable data. If, for example, the cropped cube fits into one
pore, and not containing any scaffold materials the result is unusable. In this work the
cube sizes and locations are implemented manually, however, an automatisation routine is
plausible.
7.1.4.2. 3D reconstruction and virtual inspection
For visual inspection the freeware "3D-slicer" is used. It is a modular software mainly
developed for processing DICOM-files and used in clinical medicine. Once the MRI data is
loaded, it offers a wide selection of post-processing options, such as volume cropping and
geometric transformations, multilevel-segmentation, image-filtering, volume rendering,
statistical analysis, model-making and many more. The latter module "model-making"
is extensively used for rendering 3D models on the basis of the MR image data. After
segmentation, this module computes the isosurface on the basis of the binarised 3D
data, and offers various smoothing algorithms. Advanced in-built visualisation tools are
available, such as anaglyph 3D rendering, which enables the stereoscopic view while
maintaining the colour integrity. Further options for data visualisation, are facilitated with
advanced rendering tools which enables settings such as reflection, opacity, and many
more. Finally, the 3D model can be exported as an STL-file which allows 3D printing.
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7.2. Experimental results
In this section the most important results are presented. In the first part results to the
porosity analysis are detailed, in the second part the results of the cell imaging.
7.2.1. Porosity measurements and analysis of scaffold morphology
Before conducting the cell seeding works, MR experiments were conducted to investi-
gate the porosity and morphology of the gel and carbon scaffold before and after py-
rolysis. As described in section 7.1.2.1it is of great importance to obtain a large SNR
Figure 7.5.: SNR computation for MR images obtained from porosity analysis. First the difference
of the mean signal value and themean background value is determined. The SNR equals then
obtaine by dividing this difference by the standard deviation of the background signal. The
selected regions for background and signal regions are indicated by the red areas. The SNR
is: SNR = (S̄S−S̄B )/σB = 87.7
(which equals in that case the CNR) to enable a reliable thresholding process. In fig-
ure 7.5 the MR image obtained from an acquisition using an aqueous CuSO4-solution
Table 7.2.: Results of porosity ϕ and
surface-to-volume ratio SA:V measure-
ments.
Scaffold ϕ SA:V
Cryogel (83±4) % 6.8±0.5
Carbon (58±6) % 11.5±0.5
with a concentration of c = 12 g/l is shown. The
imaging parameters were: TE = 7 ms, TR = 7 ms,
FA = 80°, resolution = 30 µm isotropic, Ma-
trix size = 230 × 320 × 320, BW = 22.5 kHz, Av-
erages = 13, total acquisition time = 18.5 h, RF-
coil: 10 mm saddle coil. The obtained SNR is 87.7.
This result shows the strength of using an opti-
mised CuSO4-solution for maximising SNR when
possible. To provide a comparison: The high-resolution images in figure 6.5 show an
130
7.2. Experimental results
Figure 7.6.: Comparison of the histogram of cryogel and carbon scaffold. Both MR section show
the same FOV, therefore the reduction of pore size due to shrinkage resulting from pyrolysis is
clearly visible. This shrinkage yields a decrease of porosity and an increase of SA:V. (Adapted
from [EF02]).
approximate SNR of 17 which is 5 times less SNR than reported here, but for many appli-
cations still acceptable. This means we can obtain an MR image with an SNR of 17, using
the 10 mm coil while having an isotropic resolution of 30 µm in under one hour. This
comes from the fact that, five times less SNR, allows for 25-fold reduction in averaging.
In figure 7.6 results from the binarisation are presented. The histogram of both samples
appears with unimodal peaks. This is due to the fact that the applied resolution of 30 µm
is in the range of the wall size. Furthermore, the cryogels absorb water which means that
reduced signal is also obtained from the walls. Here, the application of Otsu’s method
for correct thresholding is crucial to obtain reliable results. The investigation was made
for two different gels which yield identical results. By comparing the scaffold before and
after pyrolysis, the decrease of porosity is obvious. The measurement results of porosity ϕ
and surface-to-volume ratio SA:V measurements detailed in table 7.2 confirm this visual
perception.
In figure 7.7, reconstructed 3D images and axial, as well as sagittal MR images of the
identical scaffold, are presented. The preservation of mechanical structures is clearly
visible.
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Figure 7.7.: Reconstructed 3Dmodel derived fromMR data. The data is from the identical cryogel
before and aer carbonisation. Upscaling of the carbon scaffold supports the visualisation of
the resemblance. The axial view is not rescaled to illustrate the shrinkage. The circular insets
show the preservation of morphological details. On the right side a highly interconnected pore
network is visible in the sagittal view. To a larger proportion, the channels are oriented in vertical
direction. (Adapted from [EF02]).
7.2.2. MR imaging of cell clusters
The scaffold with the cells were poured into an NMR glass tube including the fixation
liquid. The breaking of the scaffold facilitates the optical investigation of the cell clusters.
This is important, because reliable relaxation data of the cells are not available and the
distribution is unknown. To confirm, that the MR signal originate from cell clusters the
optical confirmation is required. Once, a reliable MR acquisition protocol is established
this step, of course, will then not be required anymore. In figure 7.8 the comparison of
optical and MR images is displayed. Identical structures are identifiable, and cell clusters
in the MRI are clearly visible. This proves that the methodology of MR imaging of cell
clusters cultured on glassy carbon scaffold is functional. In figure 7.9 a slice sequence of
a single cluster is presented. Hyper-intense signals and dark regions can be identified.
The dark regions originate most probably from regions with high cell density in the cell
cluster. In the lower row of figure 7.9, cell cluster distributions are visualised, obtained
from two consecutive segmentation processes. In the first step a low value thresholding is
conducted and dark pixels are labelled as scaffold material. Subsequently, using a high
value thresholding, bright pixels are labelled as cell structures. This principle works in
general, however, manual adjustment was required for many regions due to inhomogeneity




Figure 7.8.: Comparison of optical images and the corresponding MR images of the cells. A) and
E) showan entire scaffold broken into twopieces. On the lower right cell clusters can be identified.
B) and F) show a zoomof the circles fromA) and B). The images in C) and G) provide an illustration
of allocation using specific morphological details. D) and H) are comparison of reconstructed 3D
image and optical image. Identical cell clusters are clearly visible on both images.
Figure 7.9.: The images from B)-H) are a series of slices from one cell clusters. The yellow arrows
indicate high dense cluster material which appears dark in the MRI. In A) the corresponding
optical image is shown. The image I), J) and K) show visualise different options of visualisation
for cell cluster distribution. (Adapted andmodified from [EF02]).
7.3. Conclusions
In this work, the potential application of glassy carbon as a candidate for producing MR
compatible 3D-scaffolds for in-vitro and in-situ research applications has been investigated.
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It has been proven that NSCs can be cultured on the derived substrates and furthermore
that the cell structures are identifiable using MRI technology. This combination offers
indeed a great potential since it is in general possible to integrate the culturing process
into an MR observable incubator. By this means, one can analyse the cell proliferation
over time and non-destructively. The main advantage of carbon is that it can be derived
from a wide range of precursor materials, not only the used cryogel. This offers a wide








In the introduction of this thesis, four main question are raised and we will return at this
point to these four questions, to summarise this work, to discuss the consequences of the
key findings and to elaborate potential opportunities for further actions.
8.1. Should patients with brain implants undergo MRI?
The answer should be, without any doubt, a clear yes. Current technology, however, does
not provide, any unrestricted, arbitrary MR procedures of implant carriers. A literature
research was conducted to find a profound answer to this question. Depending on the
implant-specific potential health risks, some implants are still completely contraindicated.
In chapter 3 the findings of the review work are presented with a focus on the physical
principles of the manifold interactions. It is furthermore analysed, if there are types of
interactions, with an incomplete fundamental understanding. Prominent interactions
which gain large research focus, are the RF heating of stimulation implants such as the
devices used for deep brain stimulation (DBS) as well as forces and artefacts produced by
Cochlear implants (CI). Another famous type of interaction is the external stimulation
that is triggered in pacemakers which can lead to erroneous stimulation. These four
interactions are well-known and much research is conducted in combination with the cor-
responding implant type. This is a consequence of the fact, that all three implant types are
technologically matured and commercially available and therefore obtain research interest.
The literature review conducted in this work revealed, that gradient-induced vibrations
are of minor concern within the research community. A very likely reason is the fact, that
no commercial implants are known, that are prone to gradient-induce vibration. Within
this work, it is shown, that there is currently no solid information and data available, if
there is any possibility for resonant vibrations within viscoelastic environments. This
lack of knowledge and data, renders any profound risk analysis impossible. Amplified
vibrations have the potential to yield much higher vibration amplitudes compared to the
static case. But the lack of any data does not facilitate any reliable statement. The question
arose, if there are resonant vibrations within viscoelastic environments and the answer
found in this work is a clear "yes".
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To conclude the question of this section in a broader frame: Patients with implants
should be able to undergo MRI, but this is, as of today, not free of risk. If active implants
are tested for MR safety, they are labelled as MR conditional. This label restricts the MR
procedure of a patient carrying that implant, and allows the clinician to conduct an MR
procedure only under the defined conditions. This includes scanner type, field strength, RF
power and many more parameters, and prevents the application of many MR sequences.
Especially for non-linear relationships, such as the dependency of wavelength in RF
heating, solutions for general test conditions are difficult to derive. The unconstrained use
of an implant during MR acquisitions is a major challenge for the future. It is furthermore
an important issue, because MR scanners are expensive, and for patients a strong constraint
in MR compatibility, means an increased expenditure to receive a proper MR diagnose
by finding a conditional MR system. With this in mind, a new classification number has
been introduced for gradient-induced vibrations, which strives to satisfy the demands for
generality.
8.2. Do penetrative implant-like structures experience
resonant vibration in brain-like environment?
The short answer is: yes. A novel probe was developed which is detailed in chapter 4.
This probe allows the user to measure the transfer function of implant-like structures
within agarose-based hydrogels. These gels resemble the mechanical properties of brain
tissue and were fully characterised. The vibration is measured using a segmented diode
which facilitates fast (up to 100 kHz1) and high precision measurements (ϕ < mDeg).
A tailored sample container is integrated which enables the acquisition of MR images
while simultaneously measuring the vibration. This enables to measure the correlation of
vibration amplitudes and sequence parameters, especially the repetition time TR. From
the vibrational experiments, which are presented in chapter 5, two salient key findings
are important: (i) The vibration of implant-like structures is underdamped. Hence, the
vibration amplitude depends on the frequency spectrum of the trigger source, the gradient
switching. (ii) Worst case on-resonance vibration could be triggered during an MR acquisi-
tion using the detailed knowledge of the mechanical transfer function. A five-fold increase
of amplitude was observed in this case with slight modification of only the repetition
time (TR = 20 ms→ TR = 14.18 ms). This experiment illustrates the necessity to measure
the full transfer function of an implant. Only with that data, resonant excitation can be
actively circumvented.
In further experiments the probe was used to analyse the induced torque on real implant
structures. The tested electrodes were thin-film platinum-based electrodes and glassy-
carbon based electrodes. The measurable torque of the thin-film platinum electrode was
critically at the limit-of-detection and the torque of the glassy-carbon electrode was clearly
1Under the condition that a DAQ is applied that provides the required bandwidth.
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beyond this limit. These findings were supported by a theoretical analysis. To further
evaluate theoretical and experimental values a dummy electrode was used with a 40 µm
copper adhesive tape. This dummy electrode led to clear measurable deflections. A new
figure-of-merit, Torque per slew rate (TPSR) is introduce, which provides a general coeffi-
cient to label implants. This figure-of-merit allows the user to compute worst-case torque
for any MR unit, by multiplying the TPSR with the corresponding B0-field, maximal slew
rate and dimension of the MR unit. The advantage of such a label, compared to a label
with a fixed torque, is its flexibility. Instead of taking the measured torque, and indicate
the measurement conditions, the results are normalised with respect to the measurement
condition. On that basis, the expected worst-case condition, can simply be derived for
any other MR device. This approach enables a much more flexible integration of MR and
implant technology.
What do these measurements mean for implant vibrations in the brain? The fact that
implant-like structures vibrate underdamped is confirmed, but a quantitative analysis
regarding the amplitude of the shaft tip is pending. The next important question concerns
the transferability of the results to brain tissue. How accurately can the agarose-based
gels resemble the brain tissue? One option is to exchange the gels with preserved brain-
tissue to repeat the measurement. This methodology, however, rather than providing new
answers, only transfers the question to how transferable are data from conserved brain
to the in-vivo-situation. It is conceivable to obtain more profound data, by conducting
similar experiments on anaesthetised animals. This could also give a deeper insight on the
question on how severe vibrations are in general. An important question is if, and how
strong, do gradient-induced vibrations deteriorate the implant-tissue interface. How does
such a process scale with vibrations amplitudes? This overlaps with research about the
impact of mechanical consideration on implant functionality and longevity. With respect
to labelling, it is desirable, that the concept of TPSR finds application in labelling implants
with respect to gradient-induced vibrations. This depends also on the further research
about, how severe, vibrations in soft tissue are. It is worthwhile mentioning, however, that
the concept of normalised labelling, can be as well transferred to other types implants or
even interactions.
8.3. Can we develop a flexible probe for different
applications?
A modular, flexible probe was developed and is presented in chapter 6, hence the answer
is yes. State-of-the-art concepts for RF and gradient coil interfacing are applied, in which
the final version provides the interface for two RF channels and a three-axis liquid-cooled
gradient system. In addition, the probe is upgraded with a novel concept of feed-throughs
integrated in the mechanical frame, which provides the user a very flexible and simple
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integration of additional interfaces. The MR compatibility and functionality was tested
using standard NMR and MRI acquisition schemes. A linewidth of 0.5 Hz was achieved
which allows the application in high-resolution solution NMR. 1D spectra were recorded
using hydrogen and carbon channel, respectively. Subsequently, 2D HSQC were success-
fully conducted. The SNR is comparable to the commercial probe, only a slightly weaker
SNR performance was observed. The main reason is the applied RF cable, which is smaller
in diameter at the expense of a slightly higher damping. Two applications are presented:
(i) The measurement of oil-water-droplets realised as a flow-through setup and (ii) the
application in hyperpolarisation experiments based on SABRE. Furthermore, the probe is
used as a flow-through probe in this application.
The probe finds wide application in the research group for many more applications such
as broadband coil measurements or NMR experiments with integrated heating elements.
Advanced probehead platforms can be integrated, which allows the user to perform novel
types of integrated NMR experiments.
8.4. Can we develop an MR compatible substrate for
biomedical research applications?
A novel solution has been presented, in which cryogels are used as precursor scaffolds to
derive glassy carbon scaffolds. It could be proven that these scaffolds facilitate (i) prolifera-
tion of neural stem cells and (ii) the artefact free MR imaging of the cells. MR image-based
morphology and porosity analysis was used to evaluate and confirm the preservation of
scaffold structure.
With this work it is proven that 3D glassy carbon scaffold can be used as MR compatible
scaffold materials. This approach facilitates the application of in-situ cultivation in general.
The strength of this approach lies in the fact that it enables the usage of a wide range of
precursor materials which can be converted into biocompatible materials. This approach
unifies the strength of flexible 3D manufacturing using polymer materials and MR- as well
as biocompatibility of glassy carbon material. This offers a new tool to develop tailored
3D scaffold structures for biomedical applications.
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A.1. Derivation of equations for MR interactions
Translative force due to magnetism
A simplified formula can be used to estimate the maximal mass susceptibility χm which an
object may exhibit to be MR conditional. Therefore one can express the maximal allowed
force according to the ASTM-standard F2052 - 15 [9].
Fд ≥ Fm (A.1)
This means te maximum allowed magnetic force must be smaller or equal the gravita-




Here, д = 9.81 m/s2 denotes the gravitational accelertion, ρ the density andV the volume







From this equation we can derive some important points. At any location where the
gradient of the B0-field vanishes, the translational force vanishes, because ∇®B0 → 0 .
Theoretically, at these locations the mass susceptibility can be infinitely large. At the bore
centre, even ferromagnetic material would be allowed, simply because the force vanishes.
In reality, however, torque plays a similar important role, and this will be at a maximum
at the isocenter, hence the vanishing force is rather an anecdote with no practical aspect.
Yet, an important fact is that for the maximal allowed susceptibility, the product of field
strength and spatial gradient at the fringe field is crucial. Hence, the field strength of B0,
is not the only critical value, but also the gradient ∇®B0 of the fringe field.
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Forces based on eddy currents
In chapter 5.4 the equation 5.4 for computing the gradient-induced torque is presented,
which is derived from Faraday’s Law of induction. The derivation of the torque, induced
by gradient-switching, is given for the quasi-static case (neglecting of self-induction of
eddy-currents). The torque τ (t) which is produced by a magnetic moment ®µ(t) inside an
external magnetic field ®B0 is given by equation A.4.
®τ (t) = ®µ(t) × ®B0 (A.4)
Gradient-induced eddy currents produce a magnetic moment ®µ(t) which is calculated









· d ®A (A.5)
®E is the electric field along the contour l . For small deflections we can consider the angle










To calculate the magnetic flux change ÛΦ through a circular disc with surface A, we



















Integration of the left term of equation A.5 yields the electric potential VE as a function
of the radius r. Within a conductive disc with conductivity σ , the electromotive force




®E · dl =
2π∫
0
rdφ = ®E2πr = J
σ
2πr (A.8)





Û®B, electric conductivity σ and the radius r :
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j(r ) = − cos(α)1
2
Û®Brσ (A.9)
The induced eddy-current generates a magnetic moment ®µ. In general a magnetic
moment is equal to a currentI encompassing an area A. Therefore, we can write:
®µ = I · A→ dµ = j(r )dzdrdA (A.10)
In this equation z represents the direction towards the height h of a disc, and r the
radius. The total magnetic moment ®µ is obtained by integration of the current density j(r )
over dz, dr anddA. By combining Combining equation A.9 and equation A.9 one has to
























The result for the magnetic moment ®µ dependent on ®B and r is given by:
®µ( Û®B, r ) = −1
8
Û®Bπσhr 4 (A.12)
The torque τ (t) is given by inserting equation A.12 into equation A.4 which yields:
®τ (t) = −1
8
Û®B(t)πσh®r 4s × ®B0
= −1
8
Û®B(t)πσh®r 4s cos(α) sin(α) ®B0
(A.13)
This is the equationwhich is presented in the technical specification ISO/TS 10974:2012 [69],
chapter 12.1.
Furthermore, we can use the identity
Û®B(t) = Û®Gx (t)x , to calculate the field change at any
point along the x-direction (similarly in y- or z-direction) during the gradient switching.
Additionally, spring and mass elements of the mechanical system can be considered which
then yields a more general mathematical model:
J1 ÜΦ + c1 ÛΦ + k1Φ = −
1
8
Û®Gxxπσh®r 4s × ®B0 (A.14)
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A.2. Matlab code for laser vibration
Matlab code applied in vibration setup
The following program example is used for measuring the transfer function. In the
header (4-13) the experiment parameters are set which are then used for creating the
folder. Important external parameters are then directly available. In the section excitation
parameters the frequency range and steps for the transfer function measurements are
set. The block duration is the total acquisition duration for one frequency point, whereby
the the number of periods (line 31) are acquired at the end of the block. This ensures a
settling time for the measured frequency point. The actual acquisition takes place between
line 104 and 132. After switching the excitation frequency, a delay is triggered to ensure
steady-state-condition of the current vibration. In line 124 the data is acquired from the
physical devices and eventually transferred to the RAM (lines 127 - 130). In line 134 - 136
the data is stored as .mat-file in a separate folder.
1 clearvars −except deviceObj
2 c l o s e a l l
3
4 Foldmeas = ' 00 _Measurement_and_Trans fer / Measurement_e lec t rodes_SDSU_4 / ' ;
5 %Expe r imen t a l pa r ama te r s
6 Ex . Measurement = ' f r e q / ' ; % in Ohm
7 Ex . Sample_Holder = ' 05Cu_ ' ; %
8 Ex . Beam = '_PMMA3 ' ; % empty oder sample
9 Ex . Environment = ' _ a i r ' ; % emtpy , a i r , water , 05% , 1% 2% 4%
10 Ex . Resistor = ' _400Ohm ' ;
11 Ex . Res_num = 4 0 0 ;
12 Ex . freq = ' _170_0 . 5 _210Hz ' ; % s t a r t _ s t e p _ s t o p f r equency
13 Ex . Volt = ' _2V ' ;
14
15 directory = [ Foldmeas Ex . Measurement Ex . Sample_Holder Ex . Beam Ex . Environment Ex .←֓
Resistor Ex . freq Ex . Volt ] ;
16 filename = ' y1_ t o t . mat '
17 f = fullfile ( directory , filename ) ; %Check i f d i r e c t o r y e x i s t
18 i f 7== e x i s t ( f , ' d i r ' )
19 d i s p ( ' Fo l d e r e x i s t a l r e a dy . Should measurement proceed ? P r e s s e n t e r ' )
20 whi l e keypressed ~= 13 % 13 i s the e q u i v a l e n t to the " e n t e r " key .




25 %E x c i t a t i o n parameters −−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−
26 Start_freq =170 ; % in Her tz
27 delta_freq = 0 . 5 ;
28 Stop_freq =210 ;
29 amp = 2 ; % in Vo l t
30 Block_duration = 1 ; % in s
31 Periods = 1 0 ;
32
33 %Va r i a t i o n vec to r −−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−
34 freq = [ Start_freq : delta_freq : Stop_freq ] ;
35
36 % I n i t i a l i z a t i o n Dev i ce s
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37
38 %Se t up t ek con t r o l −−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−
39 % Crea t e a VISA−USB o b j e c t .
40 i f e x i s t ( ' dev i c eOb j ' ) == 0
41 interfaceObj = instrfind ( ' Type ' , ' v i s a −usb ' , ' RsrcName ' , 'USB0 : : 0 x0699 : : 0 x0347 : : C037186←֓
: : 0 : : INSTR ' , ' Tag ' , ' ' ) ;
42
43 %Crea t e the VISA−USB o b j e c t i f i t does not e x i s t o t h e rw i s e use the o b j e c t t h a t was ←֓
found .
44 i f i s empty ( interfaceObj )
45 interfaceObj = visa ( ' t ek ' , 'USB0 : : 0 x0699 : : 0 x0347 : : C037186 : : 0 : : INSTR ' ) ;
46 e l s e
47 f c l o s e ( interfaceObj ) ;
48 interfaceObj = interfaceObj ( 1 ) ;
49 end
50
51 %Crea t e a d ev i c e o b j e c t .
52 deviceObj = icdevice ( ' t e k _ a f g 3 0 0 0 . mdd ' , interfaceObj ) ;
53
54 %Connect d e v i c e o b j e c t to hardware .
55 connect ( deviceObj ) ;
56 end
57
58 %Conf i gu re p rope r t y va lue ( s ) .
59
60 s e t ( deviceObj . Waveform ( 1 ) , ' Shape ' , ' s i n ' ) ;
61 s e t ( deviceObj . voltage ( 1 ) , ' amp l i tude ' , amp ) ;
62 s e t ( deviceObj . output ( 1 ) , ' s t a t e ' , ' on ' ) ;
63 s e t ( deviceObj . frequency ( 1 ) , ' Freq ' , freq ( 1 ) ) ;
64 %−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−
65
66 %Setup o f a c q u i s i t i o n dev i c e s −−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−
67 %Check f o r d e v i c e s
68 i f e x i s t ( ' s1 ' ) == 0
69 devices= daq . getDevices ;
70 s1 = daq . createSession ( ' n i ' )
71 s2 = daq . createSession ( 'mcc ' )
72 end
73
74 channel_on = e x i s t ( ' ch ' ) ;
75
76 % I n i t i a l i z e NI card −−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−
77 i f channel_on == 0
78 ch = addAnalogInputChannel ( s1 , 'Dev1 ' , 0 , ' Vo l t age ' ) ;
79 ch = addAnalogInputChannel ( s1 , 'Dev1 ' , 1 , ' Vo l t age ' ) ;
80 ch = addAnalogInputChannel ( s1 , 'Dev1 ' , 2 , ' Vo l t age ' ) ;
81 ch = addAnalogInputChannel ( s1 , 'Dev1 ' , 3 , ' Vo l t age ' ) ;




86 % I n i t i a l i z e MCC card
87 i f channel_on ==0
88
89 ChannelRange = [−10 1 0 ] ;
90 %Ch 1
91 ch = addAnalogInputChannel ( s2 , ' Board0 ' , 0 , ' Vo l t age ' ) ;
92 ch . Range = ChannelRange ;
93 ch1 . TerminalConfig = ' D i f f ' ;
94 %Ch 2
95 ch = addAnalogInputChannel ( s2 , ' Board0 ' , 1 , ' Vo l t age ' ) ;
96 ch . Range = ChannelRange ;
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97 ch1 . TerminalConfig = ' D i f f ' ;
98
99 s2 . Rate = 2 4 0 0 0 ;
100 end
101
102 %Ac qu i s i t i o n con t r o l −−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−
103 f o r i= 1 : l e ng t h ( freq )
104
105 %Se t t e k r on i x c o n t r o l
106 s e t ( deviceObj . frequency ( 1 ) , ' Freq ' , freq ( i ) ) ;
107
108 pause ( block_duration −10 ∗1 / freq ( i ) ) ;
109
110 %Ac qu i s i t i o n o f NI d e v i c e
111 s1 . NumberOfScans = round ( Periods ∗ 1 / freq ( i ) ∗ s1 . Rate , 0 ) ;
112 s1 . NotifyWhenDataAvailableExceeds = round ( Periods ∗ 1 / freq ( i ) ∗ s1 . Rate , 0 ) ;
113 lh = addlistener ( s1 , ' Da t aAva i l a b l e ' , @savedata_ni ) ;
114
115 %Ac qu i s i t i o n o f MCC dev i c e
116 s2 . NumberOfScans = round ( Periods ∗ 1 / freq ( i ) ∗ s2 . Rate , 0 ) ;
117 s2 . NotifyWhenDataAvailableExceeds = round ( Periods ∗ 1 / freq ( i ) ∗ s2 . Rate , 0 ) ;
118 lh = addlistener ( s2 , ' Da t aAva i l a b l e ' , @savedata_mcc ) ;
119
120 % s t a r t a c q u i s i t i o n
121 startBackground ( s1 ) ;
122 startBackground ( s2 ) ;
123
124 wait ( s1 )
125 wait ( s2 )
126
127 alltime_ni ( i ) = { time_ni } ;
128 alltime_mcc ( i ) = { time_mcc } ;
129 alldata_ni ( i ) = { data_ni } ;
130 alldata_mcc ( i ) = { data_mcc } ;
131 end
132
133 %% Save f i l e −−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−
134 f = fullfile ( directory , filename )
135 mkdir ( directory )
136 save ( f , ' a l l t i m e _ n i ' , ' a l l d a t a _ n i ' , ' a l l t ime_mcc ' , ' a l l d a t a _mc c ' , ' amp ' , ' f r e q ' , ' Ex ' )
137
138 %% Close Tek ins t rument −−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−
139 % Di s connec t d e v i c e o b j e c t from hardware .
140 s e t ( deviceObj . output ( 1 ) , ' s t a t e ' , ' o f f ' ) ;
141 % De l e t e o b j e c t s .
142 %d e l e t e ( [ d ev i c eOb j i n t e r f a c eO b j ] ) ;
143
144 %fun c t i on s −−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−
145 f u n c t i o n savedata_ni ( src , event )
146 time_ni = event . TimeStamps ;
147 data_ni = event . Data ;
148 assignin ( ' base ' , ' d a t a _n i ' , data_ni ) ;
149 assignin ( ' base ' , ' t ime_n i ' , time_ni ) ;
150 end
151
152 %T r an s f e r MCC da t a
153 f u n c t i o n savedata_mcc ( src , event )
154 time_mcc = event . TimeStamps ;
155 data_mcc = event . Data ;
156 assignin ( ' base ' , ' data_mcc ' , data_mcc ) ;
157 assignin ( ' base ' , ' t ime_mcc ' , time_mcc ) ;
158 end
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Matlab code to compute transfer function
If the raw data is acquired a second script is used to compute the transfer function offline.
Therefore the raw data is loaded, and downsampled to reduce computation time. This is im-
portant because redundant computation of laser point location is time costly. Then the raw
data and the corresponding transfer matrices are transferred to the function coordinate_cal
which returns the location of the laser beam for each requested time point (74 - 82). From
the first low-frequent, quasi-static data point the y-axis of the vibration is calculated. Due
to mechanical misalignments, the coordinate system of the vibration is not identical to the
coordinate system of the photodetector. Therefore, using a low frequency component with
no resonant vibrations, the eigenvectors are computed and the corresponding transfer
function between the two coordinate systems is established (100 - 114). Then the ampli-
tude per frequency point is computed using the FFT (from line 199). After computing the
amplitude function the phase function is computed (from line 131). The data is afterwards
saved as .mat-file.
1 c l e a r a l l
2 c l o s e a l l
3
4 % I n t i a l s e t t i n g s −−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−
5 savedata = ' y ' ; %Should da t a be saved ' y ' = yes
6 High_res = ' n ' ; %en ab l e s r e s o l u t i o n down to 0 . 1 um
7 dpx = 3 0 ; %The l e s s the f a s t e r but E r r o r might i n c r e a s e with sma l l e r number
8 thres_min = 0 . 0 0 3 ;
9 Periods = 1 0 ; %Number o f samples f o r 10 p e r i o d s
10 SamplePerPeriod = 2 0 ;
11 NS = Periods ∗ SamplePerPeriod +1 ;
12
13 %Load da t a and downsample 10 sample per p e r i o d with oversample averag ing −−−−−−−−−−−−
14 Folder1 = ' Measu r emen t _ f i l e s / f r e q / ' ;
15 Folder2 = ' 05 Cu_05Cu_soldmass_1gel_400_Ohm_10_2_800Hz10V / '
16 Folder = [ Folder1 Folder2 ] ;
17 File = ' y1_ t o t . mat ' ;
18 File_tot = [ Folder File ] ;
19
20 l oad ( File_tot )
21
22 %P r e a l l o c a t i o n o f c e l l a r r ay
23 data_ni = z e r o s ( 4 , NS , l e ng t h ( freq ) ) ;
24 data_mcc = z e r o s ( 2 , NS , l e ng t h ( freq ) ) ;
25 data_trans = z e r o s ( 4 , NS ) ;
26
27 %Convert to +− 20V ( r e q u i r e d i f u s ing NI−Device as i npu t d e v i c e with +− 10V inpu t )
28 conv_fac = [ 4 . 1 2 2 6 1 9 4 . 0 7 9 3 1 4 4 . 0 9 6 3 4 4 4 . 0 9 4 7 1 2 ] ;
29 %Downsample n i da t a
30 t i c
31
32 f o r i =1 : l e ng t h ( freq )
33 %Downsample Ni da t a
34 time_red_ni ( : , i ) = l i n s p a c e ( 0 , alltime_ni { 1 , i } ( end ) , NS ) ;
35 data_ni ( 1 , : , i ) = i n t e r p 1 ( alltime_ni { 1 , i } , alldata_ni { 1 , i } ( : , 1 ) ∗ conv_fac ( 1 ) , time_red_ni←֓
( : , i ) , ' pch ip ' ) ;
36 data_ni ( 2 , : , i ) = i n t e r p 1 ( alltime_ni { 1 , i } , alldata_ni { 1 , i } ( : , 2 ) ∗ conv_fac ( 2 ) , time_red_ni←֓
( : , i ) , ' pch ip ' ) ;
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37 data_ni ( 3 , : , i ) = i n t e r p 1 ( alltime_ni { 1 , i } , alldata_ni { 1 , i } ( : , 3 ) ∗ conv_fac ( 3 ) , time_red_ni←֓
( : , i ) , ' pch ip ' ) ;
38 data_ni ( 4 , : , i ) = i n t e r p 1 ( alltime_ni { 1 , i } , alldata_ni { 1 , i } ( : , 4 ) ∗ conv_fac ( 4 ) , time_red_ni←֓
( : , i ) , ' pch ip ' ) ;
39
40 %Downsample MCC da t a
41 time_red_mcc ( : , i ) = l i n s p a c e ( 0 , alltime_mcc { 1 , i } ( end ) , NS ) ;
42 time_ch2 = alltime_mcc { 1 , i } + ( ( alltime_mcc { 1 , 2 } ( 2 )−alltime_mcc { 1 , 2 } ( 1 ) ) ∗ ( 1 / 2 ) ) ;
43 data_mcc ( 1 , : , i ) = i n t e r p 1 ( alltime_mcc { 1 , i } , alldata_mcc { 1 , i } ( : , 1 ) , time_red_mcc ( : , i ) , '←֓
pch ip ' ) ;
44 data_mcc ( 2 , : , i ) = i n t e r p 1 ( time_ch2 , alldata_mcc { 1 , i } ( : , 2 ) , time_red_mcc ( : , i ) , ' pch ip ' ) ;
45
46 end
47 t o c
48 %−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−
49
50 %% Load d e t e c t o r ma t r i c e s and S p e c i f i y c a l c u l a t i o nma t r i x −−−−−−−−−−−−−−−−−−−
51 l oad ( 'Det_LUT_50um ' )
52 l o ad ( 'Det_LUT_10um ' )
53 l o ad ( 'Det_LUT_2um ' )
54 l o ad ( 'Det_LUT_04um ' )
55 i f s t rcmp ( High_res , ' y ' )
56 l o ad ( 'Det_LUT_01um ' )
57 end
58
59 %Make l oga r i t hm of t r a n s f e r ma t r i c e s
60 Data_zero = log10 ( Data_zero ) ;
61 Data_zero_ip_2 = log10 ( Data_zero_ip_2 ) ;
62 Data_zero_ip_3 = log10 ( Data_zero_ip_3 ) ;
63 Data_zero_ip_4 = log10 ( Data_zero_ip_4 ) ;
64 i f s t rcmp ( High_res , ' y ' )
65 Data_zero_ip_5 = log10 ( Data_zero_ip_5 ) ;
66 end
67
68 %% Ca l l f u n c t i o n to c a l c u l a t e x & y po s i t i o n −−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−
69 f o r i =1 : l e ng t h ( freq )
70
71 data_trans = data_ni ( : , : , i ) ' ;
72
73 i f s t rcmp ( High_res , ' y ' )
74 [ x_raw , y_raw ] = coordinate_cal ( dpx , thres_min , data_trans , Data_zero , X , Y , Data_zero_ip_2 ,←֓
X_ip_2 , Y_ip_2 , Data_zero_ip_3 , X_ip_3 , Y_ip_3 , Data_zero_ip_4 , X_ip_4 , Y_ip_4 , ←֓
Data_zero_ip_5 , X_ip_5 , Y_ip_5 ) ;
75
76 e l s e i f s t rcmp ( High_res , ' n ' )
77 [ x_raw , y_raw ] = coordinate_cal ( dpx , thres_min , data_trans , Data_zero , X , Y , ←֓
Data_zero_ip_2 , X_ip_2 , Y_ip_2 , Data_zero_ip_3 , X_ip_3 , Y_ip_3 , Data_zero_ip_4 ,←֓
X_ip_4 , Y_ip_4 ) ;
78
79 e l s e
80 e r r o r ( ' P l e a s e s p e c i f i y d e s i r e d r e s o l u t i o n ' )
81 end
82
83 x_raw = x_raw ∗ 1 0 0 0 ; %Convers ion from mm to um
84 y_raw = y_raw ∗ 1 0 0 0 ; %Convers ion from mm to um
85
86 coordinate_data_x_raw ( : , i ) = x_raw ;
87 coordinate_data_y_raw ( : , i ) = y_raw ;
88
89 %F ind o r i g i n f o r v i b r a t i o n a t c e r t a i n f r equency
90 x0 ( i ) = sum ( x_raw ) / l e ng t h ( x_raw ) ;
91 y0 ( i ) = sum ( y_raw ) / l e ng t h ( y_raw ) ;
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92
93 coordinate_data_x ( : , i ) = coordinate_data_x_raw ( : , i ) − x0 ( i ) ;





99 %C a l c u l a t e r o t a t i o n ma t r i x
100 [ maxval_tot , idxmax ] = max ( abs ( s q r t ( ( coordinate_data_x ( : , 1 ) .^ 2 + coordinate_data_y←֓
( : , 1 ) . ^ 2 ) ) ) ) ;
101 [ minval_tot , idxmin ] = min ( abs ( s q r t ( ( coordinate_data_x ( : , 1 ) . ^ 2 + coordinate_data_y←֓
( : , 1 ) . ^ 2 ) ) ) ) ;
102
103 alpha = asind ( coordinate_data_x ( idxmax , 1 ) / coordinate_data_y ( idxmax , 1 ) ) ;
104
105 %Ca l u l a t e d r o t a t e d v a l u e s
106 f o r i =1 : l e ng t h ( freq )
107 x_final ( : , i ) = coordinate_data_x ( : , i ) ∗ cosd ( alpha )−coordinate_data_y ( : , i ) ∗ sind ( alpha ) ;




112 %De te rmina t i on o f amp l i t ude and phase t r a n s f e r f u n c t i o n
113 f o r i= 1 : l e ng t h ( freq )
114
115 %Ampl i tude t r a n s f e r f u n c t i o n
116 FFT_x ( : , i ) = 2 ∗ f f t s h i f t ( f f t ( x_final ( : , i ) ) ) / l e ng t h ( x_final ( : , i ) ) ;
117 FFT_y ( : , i ) = 2 ∗ f f t s h i f t ( f f t ( y_final ( : , i ) ) ) / l e ng t h ( y_final ( : , i ) ) ;
118
119 i f i==1
120 [ minval , idxmin ] = max ( abs ( FFT_y ( : , i ) ) ) ;
121 end
122
123 Amp_x ( i ) = abs ( FFT_x ( idxmin , i ) ) ;
124 Amp_y ( i ) = abs ( FFT_y ( idxmin , i ) ) ;
125
126 %Measurement o f phase t r a n s f e r f u n c t i o n −−−−−−−−−−−−−−−−−−−−−−−−−−−
127 %Ph a s e _ d i f f e r e n c e MCC vs NI
128
129 phase_corr = 1 / ( 2 ∗ 2 4 0 0 0 ) ∗ ( 2 ∗ p i ∗ freq ( i ) ) ∗ 1 8 0 / p i ;
130 Phase_diff_offset = phdiffmeasure ( data_mcc ( 1 , : , i ) , data_ni ( 1 , : , i ) ) ;
131
132 Phase_corr_i ( i ) = phase_corr ;
133 Phase_diff_offset_i ( i ) = Phase_diff_offset ;
134
135 %Measure Phase d i f f e r e n c e between e x c i t a t i o n and v i b r a t i o n s i g n a l X
136 Phase_diff= phdiffmeasure_vib ( data_mcc ( 2 , : , i ) , x_final ( : , i ) )−Phase_diff_offset+←֓
phase_corr ;
137
138 Phase_diff ( Phase_diff < −180) = 360+ Phase_diff ( Phase_diff < −180) ;
139 Phase_diff ( Phase_diff > 180 ) = −360+ Phase_diff ( Phase_diff > 180 ) ;
140
141 Phase_diff_x ( i ) = Phase_diff ;
142
143
144 %Measure Phase d i f f e r e n c e between e x c i t a t i o n and v i b r a t i o n s i g n a l Y
145 Phase_diff= phdiffmeasure_vib ( data_mcc ( 2 , : , i ) , y_final ( : , i ) )−Phase_diff_offset+←֓
phase_corr ;
146
147 Phase_diff ( Phase_diff < −180) = 360+ Phase_diff ( Phase_diff < −180) ;








154 savefile = ' f i n a l _ d a t a '
155 Fullfile = [ Folder savefile ]
156 save ( Fullfile , ' f r e q ' , ' c o o r d i n a t e _ d a t a _ x ' , ' c o o r d i n a t e _ d a t a _ y ' , ' x0 ' , ' y0 ' , ' x _ f i n a l ' , '←֓
y _ f i n a l ' , 'Amp_x ' , 'Amp_y ' , ' Ph a s e _ d i f f _ x ' , ' Pha s e _ d i f f _ y ' , ' t ime_ r ed_n i ' )
Matlab code to compute laser location
The function coordinate_cal computes the location of the laser point for the time data
point i . It requires the input of the raw data vector, as well as the transfer matrices.
The in-built option for high-resolution or low-resolution computation requires a variable
parameter input. The output are the corresponding location xi and yi at time point i . This
code list shows the code up to the third iteration. The fourth iteration is identical to the
third and hence not displayed due to save space. At line 210 the most probable point is
computed using the weightingsW and the different intersection points.
1 The f u n c t i o n [ xi , yi ] = coordinate_cal ( varargin )
2
3 %% Ass ign v a r i a b l e s −−−−−−−−−−−−−−−−−−−−−−−
4 i f na rg in < 15 | | n a rg in > 18 | | n a rg in == 16 | | n a rg in == 17
5 e r r o r ( ' P l e a s e check number o f i npu t arguments ' )
6 end
7
8 dpx = varargin { 1 , 1 } ;
9 thres_min = varargin { 1 , 2 } ;
10 data = varargin { 1 , 3 } ;
11
12 Data_zero = varargin { 1 , 4 } ;
13 X = varargin { 1 , 5 } ;
14 Y = varargin { 1 , 6 } ;
15
16 Data_zero_ip_2 = varargin { 1 , 7 } ;
17 X_ip_2 = varargin { 1 , 8 } ;
18 Y_ip_2 = varargin { 1 , 9 } ;
19
20 Data_zero_ip_3 = varargin { 1 , 1 0 } ;
21 X_ip_3 = varargin { 1 , 1 1 } ;
22 Y_ip_3 = varargin { 1 , 1 2 } ;
23
24 Data_zero_ip_4 = varargin { 1 , 1 3 } ;
25 X_ip_4 = varargin { 1 , 1 4 } ;
26 Y_ip_4 = varargin { 1 , 1 5 } ;
27
28 i f na rg in == 18
29 Data_zero_ip_5 = varargin { 1 , 1 6 } ;
30 X_ip_5 = varargin { 1 , 1 7 } ;




35 %O f f s e t channe l s −−−−−−−−−−−−−−−−−−−−−−−−−−
36 Ch_1 = −19 . 9 2 7 ; % Det_1
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37 Ch_2 = −19 . 9 2 7 ; % Det_2
38 Ch_3 = −19 . 9 6 2 ; % Det_3
39 Ch_4 = −19 . 9 6 8 4 ; % Det_4
40
41 %P r e a l l o c a t e Vec t o r s x i and y i
42 xi = z e r o s ( l e ng t h ( data ( : , 1 ) ) , 1 ) ;
43 yi = xi ;
44
45 %−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−
46 Det1_meas = log10 ( data ( : , 1 ) + 20 − ( Ch_1 + 20 ) ) ;
47 Det2_meas = log10 ( data ( : , 2 ) + 20 − ( Ch_2 + 20 ) ) ;
48 Det3_meas = log10 ( data ( : , 3 ) + 20 − ( Ch_3 + 20 ) ) ;
49 Det4_meas = log10 ( data ( : , 4 ) + 20 − ( Ch_4 + 20 ) ) ;
50
51 %% −−−−−−−−−−−−−−−−−−−−−−− Running loop−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−
52
53 f o r i =1 : l e ng t h ( data ( : , 1 ) )
54 % f o r i = 89 : 8 9
55
56 %% Ca l c u l a t e 1 s t p o s i t i o n −−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−
57 LP_pos_hold_1 = abs ( Data_zero ( : , : , 1 ) − Det1_meas ( i ) ) ∗ −1 ;
58 LP_pos_hold_2 = abs ( Data_zero ( : , : , 2 ) − Det2_meas ( i ) ) ∗ −1 ;
59 LP_pos_hold_3 = abs ( Data_zero ( : , : , 3 ) − Det3_meas ( i ) ) ∗ −1 ;
60 LP_pos_hold_4 = abs ( Data_zero ( : , : , 4 ) − Det4_meas ( i ) ) ∗ −1 ;
61
62 LP_pos_hold = LP_pos_hold_1 + LP_pos_hold_2 + LP_pos_hold_3 + LP_pos_hold_4 ;
63
64 [ max_val , max_idx ] = max ( LP_pos_hold ( : ) ) ;
65 [ ind_y ind_x ]= ind2sub ( s i z e ( LP_pos_hold ) , max_idx ) ; % Convers ion o f max_val to i n d i c e
66
67 xpos = X ( 1 , ind_x ) ;
68 ypos = Y ( ind_y , 1 ) ;
69 %−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−
70
71 %% Ca l u l a t e 2nd i n t e r p o l a t e d p o s i t i o n −−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−
72 %F ind index o f p o s i t i o n in second matr ix −−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−
73 ind_x = f i n d ( abs ( X ( 1 , ind_x ) −( X_ip_2 ( 1 , : ) ) ) < 1e −10) ;
74 ind_y = f i n d ( abs ( Y ( ind_y , 1 ) −( Y_ip_2 ( : , 1 ) ) ) < 1e −10) ;
75
76 cut_x = [ ind_x−dpx : ind_x+dpx ] ;
77 cut_y = [ ind_y−dpx : ind_y+dpx ] ;
78
79 %Cut Mat r ix a d j u s t in c a s e bo rde r c o n d i t i o n i s met−−−−−−−−−−−−−−−−−−−−−−−−−
80 i f cut_x ( 1 ) < 1
81 cut_x = [ 1 : 1 + 2 ∗ dpx ] ;
82 end
83 i f cut_y ( 1 ) < 1
84 cut_y = [ 1 : 1 + 2 ∗ dpx ] ;
85 end
86 i f cut_x ( end ) > l eng t h ( Data_zero_ip_2 ( : , 1 , 1 ) )
87 cut_x = [ l e ng t h ( Data_zero_ip_2 ( : , 1 , 1 ) ) −2∗ dpx : l e ng t h ( Data_zero_ip_2 ( : , 1 , 1 ) ) ] ;
88 end
89 i f cut_y ( end ) > l eng t h ( Data_zero_ip_2 ( 1 , : , 1 ) )




94 LP_pos_hold_1_ip_2 = abs ( Data_zero_ip_2 ( cut_y , cut_x , 1 ) − Det1_meas ( i ) ) ∗ −1 ;
95 LP_pos_hold_2_ip_2 = abs ( Data_zero_ip_2 ( cut_y , cut_x , 2 ) − Det2_meas ( i ) ) ∗ −1 ;
96 LP_pos_hold_3_ip_2 = abs ( Data_zero_ip_2 ( cut_y , cut_x , 3 ) − Det3_meas ( i ) ) ∗ −1 ;
97 LP_pos_hold_4_ip_2 = abs ( Data_zero_ip_2 ( cut_y , cut_x , 4 ) − Det4_meas ( i ) ) ∗ −1 ;
98 X_red_ip = X_ip_2 ( cut_y , cut_x ) ;
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99 Y_red_ip = Y_ip_2 ( cut_y , cut_x ) ;
100
101 LP_pos_hold_ip_2 = LP_pos_hold_1_ip_2 + LP_pos_hold_2_ip_2 + LP_pos_hold_3_ip_2 + ←֓
LP_pos_hold_4_ip_2 ;
102
103 [ max_val , max_idx ] = max ( LP_pos_hold_ip_2 ( : ) ) ;
104 [ ind_y ind_x ]= ind2sub ( s i z e ( LP_pos_hold_ip_2 ) , max_idx ) ; % Convers ion o f max_val to ←֓
i n d i c e
105
106 xpos = X_red_ip ( 1 , ind_x ) ;




111 %% Ca l u l a t e 3 rd i n t e r p o l a t e d p o s i t i o n s f o r i n t e r s e c t i o n s −−−−−−−−−−−−−−−−−−−
112
113 %F ind index o f p o s i t i o n in second mat r i x & d e f i n e cu t s e c t i o n −−−−−−−−−−−−−−
114 ind_x = f i n d ( abs ( X_red_ip ( 1 , ind_x ) −( X_ip_3 ( 1 , : ) ) ) < 1e −10) ;
115 ind_y = f i n d ( abs ( Y_red_ip ( ind_y , 1 ) −( Y_ip_3 ( : , 1 ) ) ) < 1e −10) ;
116 cut_x = [ ind_x−dpx : ind_x+dpx ] ;
117 cut_y = [ ind_y−dpx : ind_y+dpx ] ;
118
119 %Cut Mat r ix a d j u s t in c a s e bo rde r c o n d i t i o n i s met−−−−
120 i f cut_x ( 1 ) < 1
121 cut_x = [ 1 : 1 + 2 ∗ dpx ] ;
122 end
123 i f cut_y ( 1 ) < 1
124 cut_y = [ 1 : 1 + 2 ∗ dpx ] ;
125 end
126 i f cut_x ( end ) > l eng t h ( Data_zero_ip_3 ( : , 1 , 1 ) )
127 cut_x = [ l e ng t h ( Data_zero_ip_3 ( : , 1 , 1 ) ) −2∗ dpx : l e ng t h ( Data_zero_ip_3 ( : , 1 , 1 ) ) ] ;
128 end
129 i f cut_y ( end ) > l eng t h ( Data_zero_ip_3 ( 1 , : , 1 ) )




134 %Prepa re i n t e r p o l a t i o n ma t r i x
135 LP_pos_hold_1_ip_3 = abs ( Data_zero_ip_3 ( cut_y , cut_x , 1 ) − Det1_meas ( i ) ) ∗ −1 ;
136 LP_pos_hold_2_ip_3 = abs ( Data_zero_ip_3 ( cut_y , cut_x , 2 ) − Det2_meas ( i ) ) ∗ −1 ;
137 LP_pos_hold_3_ip_3 = abs ( Data_zero_ip_3 ( cut_y , cut_x , 3 ) − Det3_meas ( i ) ) ∗ −1 ;
138 LP_pos_hold_4_ip_3 = abs ( Data_zero_ip_3 ( cut_y , cut_x , 4 ) − Det4_meas ( i ) ) ∗ −1 ;
139 LP_pos_hold_tot = LP_pos_hold_1_ip_3 + LP_pos_hold_2_ip_3 + LP_pos_hold_3_ip_3 + ←֓
LP_pos_hold_4_ip_3 ;
140 X_red_ip = X_ip_3 ( cut_y , cut_x ) ;
141 Y_red_ip = Y_ip_3 ( cut_y , cut_x ) ;
142
143 %C a l c u l a t e i n t e r s e c t i o n po in t s −−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−
144 %I S 12−−−−−−−−−−−−−−−−−−−−−−−−−−−
145 Lap_tot_ip_12 = LP_pos_hold_1_ip_3 + LP_pos_hold_2_ip_3 ;
146 [ val12 , idx12 ] = max ( Lap_tot_ip_12 ( : ) ) ;
147 [ y12 x12 ] = ind2sub ( s i z e ( LP_pos_hold_1_ip_3 ) , idx12 ) ;
148
149 %I S 14−−−−−−−−−−−−−−−−−−−−−−−−−−−
150 Lap_tot_ip_14 = LP_pos_hold_1_ip_3 + LP_pos_hold_4_ip_3 ;
151 [ val14 , idx14 ] = max ( Lap_tot_ip_14 ( : ) ) ;
152 [ y14 x14 ] = ind2sub ( s i z e ( LP_pos_hold_2_ip_3 ) , idx14 ) ;
153
154 %I S 23−−−−−−−−−−−−−−−−−−−−−−−−−−−
155 Lap_tot_ip_23 = LP_pos_hold_2_ip_3 + LP_pos_hold_3_ip_3 ;
156 [ val23 , idx23 ] = max ( Lap_tot_ip_23 ( : ) ) ;
157 [ y23 x23 ] = ind2sub ( s i z e ( LP_pos_hold_3_ip_3 ) , idx23 ) ;
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158
159 %I S 34−−−−−−−−−−−−−−−−−−−−−−−−−−−
160 Lap_tot_ip_34 = LP_pos_hold_3_ip_3 + LP_pos_hold_4_ip_3 ;
161 [ val34 , idx34 ] = max ( Lap_tot_ip_34 ( : ) ) ;
162 [ y34 x34 ] = ind2sub ( s i z e ( LP_pos_hold_4_ip_3 ) , idx34 ) ;
163
164 %Detemine x & y po s i t i o n s −−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−
165 %Po in t 12
166 xI_12 = X_red_ip ( 1 , x12 ) ;
167 yI_12 = Y_red_ip ( y12 , 1 ) ;
168
169 %Po in t 14
170 xI_14 = X_red_ip ( 1 , x14 ) ;
171 yI_14 = Y_red_ip ( y14 , 1 ) ;
172
173 %Po in t 23
174 xI_23 = X_red_ip ( 1 , x23 ) ;
175 yI_23 = Y_red_ip ( y23 , 1 ) ;
176
177 %Po in t 34
178 xI_34 = X_red_ip ( 1 , x34 ) ;
179 yI_34 = Y_red_ip ( y34 , 1 ) ;
180
181 % I f one po i n t i s o u t s i d e the 200um box the wa i t i ng i s based on the 2 um
182 %mat r i x and the r e s t o f the loop i s sk ipped
183 i f ( xI_12 >0 . 2 | | xI_14 >0 . 2 | | xI_23 >0 . 2 | | xI_34 >0 . 2 | | yI_12 >0 . 2 | | yI_14 > 0 . 2 | | yI_23←֓
>0 . 2 | | yI_34 >0 . 2 | | xI_12 <−0.2 | | xI_14 <−0.2 | | xI_23 <−0.2 | | xI_34 <−0.2 | | yI_12←֓
<−0.2 | | yI_14 < − 0 . 2 | | yI_23 <−0.2 | | yI_34 < −0 .2 )
184
185 %Detemine x & y p o s i t i o n s and va lue o f max−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−
186 %Po in t 12
187 val12 = LP_pos_hold_tot ( y12 , x12 ) ;
188 W12 = round ( 1 0 00 / ( 0 − val12 ) ) ;
189
190 %Po in t 14
191 val14 = LP_pos_hold_tot ( y14 , x14 ) ;
192 W14 = round ( 1 0 00 / ( 0 − val14 ) ) ;
193
194 %Po in t 23
195 val23 = LP_pos_hold_tot ( y23 , x23 ) ;
196 W23 = round ( 1 0 00 / ( 0 − val23 ) ) ;
197
198 %Po in t 34
199 val34 = LP_pos_hold_tot ( y34 , x34 ) ;
200 W34 = round ( 1 0 00 / ( 0 − val34 ) ) ;
201
202
203 xi ( i ) = ( W12 ∗ xI_12+W14 ∗ xI_14+W23 ∗ xI_23+W34 ∗ xI_34 ) / ( W12+W14+W23+W34 ) ;






210 %% F i n a l d e t e rm ina t i on −−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−
211 %−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−−
212 xi ( i ) = ( W12 ∗ xI_12+W14 ∗ xI_14+W23 ∗ xI_23+W34 ∗ xI_34 ) / ( W12+W14+W23+W34 ) ;





A.3. 3D anaglyph of scaffolds and cell clusters
3D anaglyph of Cryogel
Figure A.1.: 3D anaglyph image of reconstructed Cryogel. (Adapted andmodified from [EF02]).
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3D anaglyph of Carbon scaffold




3D anaglyph of Cell cluster distribution
Figure A.3.: 3D anaglyph of cell cluster distribution. (Adapted andmodified from [EF02]).
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